Abad, E.
Micro/Nano-Tribological Behavior of Octadecyltrichlorosilane on Silicon as a Coating for MEMS [WTC2005-63491]

Abdelmaksoud, M.

Abe, Tomotaka
Tribocatalytic Enhancement of Methane Oxidation [WTC2005-64034]

Abu-Mahfouz, Issam
Chaotic Dynamics of Rotor Supported on Tilting-Pad Journal Bearing (TPJB): A Review and Current Work [WTC2005-63865]

Adachi, Koshi
Formation Mechanisms of Tribo-Coating for Low Friction in UHV [WTC2005-64274]
Effect of Humidity on Friction of Carbon Nitride Coatings Under N₂ Gas Lubrication [WTC2005-64275]

Adamou, A. S.
Rubbing Surface Reactivity of Alloy 718 Under Controlled Oxidation Conditions [WTC2005-63278]

Adams, George C.
Asperity-Based Models of Micro-Scale Friction [WTC2005-64386]

Adams, George G.
Adhesion in the Contact of a Spherical Indenter With a Layered Medium [WTC2005-63382]
Contact Evolution in a Micromechanical Switch [WTC2005-63970]

Adams, Maurice L. Jr.

Adhvaryu, Atanu
Process Development and Tribochemical Evaluation of Seed Oil Based Antiwear/Antifriction Additive [WTC2005-63380]

Ahlroos, T.
Reliability Analysis Based on Crosstabulation: A Novel Method [WTC2005-63849]

Ahmed, S. I.-U.
Frictional Properties of Silicon and Self-Assembled Monolayers as a Function of Surface Roughness, Chemical Composition and Sliding Condition [WTC2005-63716]

Ahmed, Waqar
Wear of Dental Cutting Tools Coated With Nanocrystalline Diamond Coatings [WTC2005-63922]

Ahn, S. Y.
Lubrication and Dynamic Characteristics of a Cylinder Block in an Axial Piston Pump [WTC2005-63341]

Ahn, Yong-Hee
Effect of Lubricant Darkening on Wear Properties of White Metal Bearing in 2-Stroke Marine Diesel Engine [WTC2005-63593]

Ai, Xiaolan
Development of Friction Drive Transmission [WTC2005-63073]
Aumpornsin, Chatchai
The Influence of Surface Roughness on Elastohydrodynamic Journal Bearing With Non-Newtonian Lubricants [WTC2005-64046]

Ajayan, P. M.
Frictional and Electrical Properties of Multiwalled Carbon Nanotubes [WTC2005-63550]

Ajayi, O.
Scuffing Resistance of Laser Textured Surfaces [WTC2005-64013]

Ajayi, Oyelayo
Tribological Behavior of Oil-Lubricated Laser Textured Surfaces in Conformal Flat and Point Contacts [WTC2005-64309]

Ajayi, Oyelayo O.
Dry Machinability of Aluminum Alloys [WTC2005-64098]
Effect of Reinforcing Carbon Fiber Morphology on Tribological Behavior of PEEK Polymers [WTC2005-64374]

Ajithkumar, G.
Vegetable Oils as Base Oil for Industrial Lubricants: Evaluation Oxidative and Low Temperature Properties Using TGA, DTA and DSC [WTC2005-63893]

Akbulut, Mustafa
Triboelectrification Between Dissimilar Smooth Metal Surfaces With Self-Assembled Monolayers [WTC2005-64363]

Akiyama, Masao
Changes in Tribological Properties of MOS2 Film Exposed to LEO on SM/SEED [WTC2005-64029]

Al-Bender, Farid
Characterisation of Pre-Sliding and Pre-Rolling Friction [WTC2005-63517]
On the Definition and Laws of Friction [WTC2005-63518]

Alberdi, A.
PVD-Based Microstructuring Surface Techniques for Tribological Applications [WTC2005-63303]

Alberdi, G.
PVD-Based Microstructuring Surface Techniques for Tribological Applications [WTC2005-63303]

Albers, A.
Acoustic Emission Analysis for Monitoring of Tribological Systems [WTC2005-63117]
Increasing the Performance of Motor Vehicle Clutches by the Use of Ceramics as Friction Material and the Resulting Effects on System Design [WTC2005-63460]
Model Based Method for a Sophisticated Dimensioning of Clutch Systems in View of the Occurrence of Frictional Vibration [WTC2005-63667]

Aldajah, Saud

Alexandrov, S.
An Approach to Predicting Evolution of Material Properties Near Surfaces With High Friction in Metal Forming [WTC2005-63296]

Alexandrov, Vassil A.
Journal Bearings Stability With Consideration of Fluid Inertia [WTC2005-64200]

Alig, Anna R. Godfrey
Triboelectrification Between Dissimilar Smooth Metal Surfaces With Self-Assembled Monolayers [WTC2005-64363]
Almqvist, Andreas
A Cavitation Algorithm for Arbitrary Lubricant Compressibility [WTC2005-63940]
An Abbott Curve Based Rough Surface Contact Mechanics Approach [WTC2005-64038]

Alpas, A. T.
Sliding Wear of Non-Hydrogenated Diamond-Like Carbon Coatings Against Al, Cu and Ti [WTC2005-64100]
Friction and Wear Behaviour of Nanocrystalline Nickel [WTC2005-64315]

Alvarado, Angel
Influence of Die Surface Textured on Tribological Performace for Tube Hydroforming [WTC2005-63688]

Alvi, M. S. I.

Amamoto, Y.
Effects of Contact Load on Fretting Wear of Al-Si Alloy Impregnated Graphite Composite [WTC2005-63726]

Ambekar, Rohit P.
On the Touchdown-Takeoff Hysteresis Observed at the Head-Disk Interface in Hard Disk Drives [WTC2005-63594]

Amino, Naoya
Effect of Crosslink Density and Mechanical Properties on the Wear of Silica-Filled Styrene-Butadiene Rubbers [WTC2005-63476]

Anderberg, C.
Wear Resistance of Smooth Automotive Cylinder Liner Surfaces [WTC2005-64281]

Anderberg, Cecilia
Optimization of the Cylinder Liner Surface for Reduction of Oil Consumption [WTC2005-63464]

Andersson, Joakim
A Geometrically Defined All-Diamond Pad Conditioner [WTC2005-63472]

Ando, Yasuhisa
Applying Micro Devices to Scanning Probe Microscopes for Micro/Nano Tribology Study [WTC2005-63642]

Andrés, Luis San
Identification of Bearing Force Coefficients in Flexible Rotors: Extensions to a Field Method [WTC2005-63276]
Analysis of Gas Foil Bearings With Piecewise Linear Elastic Supports [WTC2005-63397]
Gas Foil Bearings: Limits for High-Speed Operation [WTC2005-63398]
The Narrow Groove Analysis Revisited [WTC2005-63803]

Andres, Luis San
Advances in Nonlinear Rotordynamics of Passenger Vehicle Turbochargers: A Virtual Laboratory Anchored to Test Data [WTC2005-64155]

Andrews, R.
Solid Lubrication by Multiwalled Carbon Nanotubes in Air and in Vacuum for Space and Aeronautics Applications [WTC2005-63249]

Andrews, Rodney
Applications of Carbon Based Nano-Particles to Space and Aeronautics Lubrication [WTC2005-63553]

Andrieu, E.
Rubbing Surface Reactivity of Alloy 718 Under Controlled Oxidation Conditions [WTC2005-63278]
Andriusis, Albinas
Investigation of Sliding Friction Pairs With Electro-Pulse Sprayed Micro-Coats [WTC2005-63975]

Anjur, Sriram
Quantitative In-Situ Measurement of Asperity Compression During Chemical Mechanical Planarization [WTC2005-63805]

Antifakos, J.
The Role of Temperature and Substrate Pairing in the Tribochemistry of Phosphorus-Based Additives [WTC2005-64290]

Antunes, F. V.
Biomechanical Modeling of Hip Joint Prosthesis [WTC2005-64276]

Aoki, Fusayoshi
Rail Corrugations Caused by Low Coefficient of Friction in a Submarine Railway Tunnel [WTC2005-64346]

Aoki, Yoshio
Transfer Film Lubrication for Ceramic Pairs at a Temperature of 800°C and a Pressure of 1300 Pa [WTC2005-63281]

Aoyama, Kei
Stiffness and Damping of Molecularly Thin PFPE Lubricant Bridging Between Magnetic Disk and Diamond Probe Tip [WTC2005-63058]

Apone, Daniel
Quantitative In-Situ Measurement of Asperity Compression During Chemical Mechanical Planarization [WTC2005-63805]

Aptekman, A. G.

Aranzabe, A.
Sunflower Based Grease for Heavy Duty Applications [WTC2005-63484]

Araya, Guillermo
The Influence of the Design Parameters on the Performance of Thin Film Temperature Sensor [WTC2005-63765]

Ares, Paul J.
Initial Wear Characterization of a Spinal Artificial Disc [WTC2005-64099]

Arghir, Mihai
On the Finite Volume Upwind Solution of the Reynolds Equation for a Compressible Fluid [WTC2005-63463]

Arghir, Mihaï
Experimental Investigation of the Design Parameters and of the Working Conditions on the Global Characteristics of a Squeeze Film Damper [WTC2005-64270]

Arnsek, A.
Friction and Wear of Diamond-Like Carbon Coatings Lubricated With Biodegradable Oils [WTC2005-63340]

Arslan, A.
Increasing the Performance of Motor Vehicle Clutches by the Use of Ceramics as Friction Material and the Resulting Effects on System Design [WTC2005-63460]

Asakawa, M.
Frictional Properties of Alkyl-Substituted Phthalocyanines Physisorbed on Graphite [WTC2005-63625]

Ashurst, W. R.
Vapor Deposition of Composite Organic-Inorganic Films [WTC2005-64335]
Assanis, D.
Crank-Angle Resolved In-Cylinder Friction Measurements With the Instantaneous IMEP Method [WTC2005-63677]

Asta, Mark
Numerical Modeling of Surface Temperature Rising on Imperfect Sliding Electrical Contact [WTC2005-64142]

Asthana, Pranay
Effects of Contact Modes on Wear of Railroad [WTC2005-64356]

Aswath, P. B.
ZDDP-Additive-Catalyst Interactions in Engine Oil [WTC2005-64075]
Development of Low Phosphorous Engine Oils [WTC2005-64078]
Development and Evaluation of a High Performance Universal Grease [WTC2005-64079]

Atar, Erdem
An Investigation of Fretting Wear Behaviour of Ternary (Zr,Hf)N Coatings [WTC2005-63637]

Atwood, Sara A.
In-Vitro Study of Backside Wear Mechanism on Mobile Knee Bearing Components [WTC2005-63360]

Aylott, C. J.
Influence of Material Property on Micropitting and Pitting Behavior [WTC2005-63562]
Babic, Miroslav
Tribological Properties of Ground Surfaces [WTC2005-63791]

Babu, M. K. Gajendra
Studies on Wear of Inlet Valve and Cylinder Bore in Diesel Engines [WTC2005-63599]

Babul, Tomasz

Bachelet, L.
Elastic-Plastic Analysis of the Cylindrical Contact Between Layered Bodies [WTC2005-63124]

Badisch, E.
Design of Abrasion Resistant Surfaces by Textures on Macroscopic Size [WTC2005-63884]

Bahadur, Shyam
Development of a Novel Wear Testing Device for the Investigation of Articular Cartilage and Compliant Polymers for Use in Biomedical Implants [WTC2005-63370]

Bai, Mingwu
Experimental Study of High-Speed Contact at Head-Disk Interface in a Magnetic Hard Disk [WTC2005-63285]

Bai, S. X.
Experimental Study on Influences of Electric Double Layer on Thin Film Lubrication [WTC2005-63950]

Baietto-Dubourg, M. C.

Baillet, L.
Finite Element Simulation of Wheel-Rail Contact Dynamic Instabilities Under Sliding Conditions [WTC2005-63298]
Influence of Contact Geometry and Third Body on Squeal Initiation: Experimental and Numerical Studies [WTC2005-63839]

Bair, S.
Shear Cavitation [WTC2005-64168]

Bair, Scott
Reynolds Equations for Common Generalized Newtonian Models and an Approximate Reynolds-Carreau Equation [WTC2005-63345]
A Simple Calculation of EHL Traction at Small Slide/Roll Ratio Including Roller Elasticity [WTC2005-64338]

Baker, C. C.
Comparison of WC/DLC/WS₂ and YSZ/Au/DLC/MoS₂ “Chameleon” Coatings for Tribological Applications [WTC2005-63570]

Bakhshyan, A. O.
Vibrostability Peculiarities of Disk Brake in Automobile Anti-Lock Braking System [WTC2005-64153]

Bakker, Ronald

Bakolas, Vasilios
Corrected FFT-Based Method for the Calculation of Deformations in Line Contacts [WTC2005-63115]
Variable Timestepping in EHD Problems [WTC2005-63116]
Balaji, A. K.
On the Tribological Effectiveness of Controlled Cutting Fluid Application in Machining With Coated Tools [WTC2005-64311]
Tribology of Coated Tools in High-Speed Machining: A Tool Wear and “Equivalent Toolface” Geometry Based Study [WTC2005-64312]

Balan, Mircea
A Simple Investigation Method of Rheological Properties of Molecular Substances [WTC2005-63686]

Balasubramanian, Karthik
Dynamics of a Reduced Scale Landing Gear System Considering the Effect of the Viscoelastic Interaction of the Brake Pads and Rotors [WTC2005-64319]

Baldur, Geza
Considerations About Using Vegetable Oils in Lubricants [WTC2005-63838]

Baldwin, A.
New Generation of Smart Sensors [WTC2005-63695]

Ballesteros, C.
Temperature-Dependent Tribological Improvements in Low-Energy Nitrogen Ion Implanted Vanadium-Titanium Alloys [WTC2005-64203]

Balmer, Robert T.
Electrostatic Generation in Dielectric Fluids: The Viscoelectric Effect [WTC2005-63806]

Bálsamo, P. S. S.
Tribological Characterization of Steels for Cutlery: A New Methodology to Access Cutting Edge Sharpness [WTC2005-63538]

Ban, Takumi
A Fundamental Study on Derailment of Wheel Flange Under Rolling-Sliding and Pure Sliding Conditions [WTC2005-63422]
Rail Corrugations Caused by Low Coefficient of Friction in a Submarine Railway Tunnel [WTC2005-64346]

Bancroft, G. M.
Tribofilms Generated From ZDDP and DDP on Steel Surfaces: Part 1 — Growth, Wear and Morphology [WTC2005-63246]
Tribofilms Generated From ZDDP and DDP on Steel Surfaces: Part 2 — Chemistry [WTC2005-63251]

Banerjee, Jayanta
Effects of Solid Lubricants During Compression Tests [WTC2005-63138]

Banks, S. A.
Objective Lifetime Design of Orthopaedic Joint Replacements: Are We There Yet? [WTC2005-63560]

Bao, Le Duc

Bardasz, Ewa
Coated Valve Train Components and Low Emission Engine Oils in a Fired Engine Enviroment [WTC2005-64127]

Baren, Randall E.
Effect of Detailed Base Oil Structure on Oxidation Performance of Automatic Transmission Fluids [WTC2005-63563]

Barlam, D.
Correlation Between Structural Changes of Materials During Friction and Finite Element Analysis [WTC2005-63114]
Barns, Chris
Quantitative In-Situ Measurement of Asperity Compression During Chemical Mechanical Planarization [WTC2005-63805]

Barnsby, Roger M.
A Physics-Based Heat Transfer Analysis for Aerospace Ball Thrust Bearings [WTC2005-63485]

Barriga, J.
Friction and Wear of Diamond-Like Carbon Coatings Lubricated With Biodegradable Oils [WTC2005-63340]
Sunflower Based Grease for Heavy Duty Applications [WTC2005-63484]
Micro/Nano-Tribological Behavior of Octadecyltrichlorosilane on Silicon as a Coating for MEMS [WTC2005-63491]
Packing Structure of OTS on Silicon Surfaces: A Computational Approach [WTC2005-63497]

Barron, M. A.
3D Characterization of Surface State in a Knee Prosthesis [WTC2005-63850]

Barsoum, M. W.
Tribological Study of Ti$_3$SiC$_2$ and Its Derivatives [WTC2005-63739]

Barsoum, Michel W.
The Role of Tribofilm Evolution on Tribological Behaviour of Ti$_3$SiC$_2$ Ceramic [WTC2005-64267]

Bartlett, Melinda E.
KRL Thrust Bearing Rig: Effects of Test Conditions on Bearing Performance [WTC2005-64266]

Bartz, Wilfried J.
Tribological Aspects of Wind Energy Power Plants [WTC2005-63019]

Bassani, R.
Passive Magnetic Bearings: Low Instability and Possible Stability [WTC2005-63546]

Bate, Pete S.
Evolution of Matt Surface Topography in Aluminium Pack Rolling [WTC2005-63172]

Battaile, C.
On the Evolution of Friction-Induced Nanostructures in Single Crystal Nickel [WTC2005-63577]

Battersby, Nigel S.
Environmentally Acceptable Lubricants: Current Status and Future Opportunities [WTC2005-63503]

Battez, A. Hernandez
Wear Behaviour of Binary Oil Mixtures Under Extreme-Pressure Conditions [WTC2005-63164]

Baumgart, Peter
Meniscus Adhesion at Ultra-Low Flying Slider-Disk Interfaces [WTC2005-63180]
A Scanning Method to Study the Influence of Roughness, Microwaviness, and Lubricant Thickness Variation on Slider Dynamics [WTC2005-63682]
Write Protrusion Modulation for Sub-Nanometer Contact Interference [WTC2005-63808]

Bec, Sandrine
Mechanical Properties of ZnDTP Tribofilms Measured by Nanoindentation at Controlled Temperature [WTC2005-64011]

Becker, A.
Serum Absorption and Ageing of Polyethylenes During a Hip Simulator Study: Comparison Between Conventional and Crosslinked UHMWPE [WTC2005-63415]
The Influence of Impingement on the Wear of a Metal-on-Metal Articulation: A Hip Simulator Study [WTC2005-63428]
Becker, B.
Anisotropic Friction in Cold Rolling of Flat Steel Strips [WTC2005-63986]

Beklemyshev, V. I.

Belin, Michel
The Role of Tribofilm Evolution on Tribological Behaviour of Ti₃SiC₂ Ceramic [WTC2005-64267]

Bellabarba, E.
A Test Rig for Air Bearings Dynamic Characterization [WTC2005-63036]

Bender, Jonathan W.
Friction-Topography Correlations During Nanotribological Fatigue Testing of Bulk Polystyrene [WTC2005-63502]

Benedetti, M.
The Role of Adhesion and Sub-Newton Pull-of Forces on the Test Mass Release for the LISA Experiment [WTC2005-63349]

Benson, Lisa
Fiberscopic Visualization of Total Knee Replacement Contact Kinematics During In Vitro Simulation [WTC2005-63699]

Berger, E. J.
A Thermoeelastic Investigation of Friction Phenomena [WTC2005-63245]

Bergstrom, L.
Low Friction Achieved Using Repulsive Van Der Waals Forces: A Nanotribology Study With Colloid Probe AFM [WTC2005-64402]

Bermudez, M. D.
Neat Ionic Liquids and Additives in Lubrication of Steel-Aluminum [WTC2005-63120]
Friction and Wear of a Polymer-Matrix Reinforced With Nanocrystalline Alloy [WTC2005-64279]

Bernstein, Noam
Effect of Atomic-Scale Surface Roughness on Friction [WTC2005-64093]

Berthier, Y.
Widening Classical Wear Laws to the Concept of Third Body [WTC2005-63199]
Experimental Thermal Study of Contact With Third Body [WTC2005-63363]
Influence of Contact Geometry and Third Body on Squeal Initiation: Experimental and Numerical Studies [WTC2005-63839]

Berthier, Yves
Tribomechanical-Chemical Effects and Visualisation of Additive's Layer Formation in Engine Crankcase Oil Between Sliding Pairs [WTC2005-63509]
Huber-Mises-Hencky Equivalent Stress: A Surface Failure Indicator [WTC2005-63665]

Beviere, S.
Meeting the Lubrication Challenges of Heavy Duty Low Emission Diesel Engines [WTC2005-63983]

Beynon, John H.
White Etching Layer and Rolling Contact Fatigue of Rail [WTC2005-63366]

Bhattacharya, R. S.
Evaluation of Near Frictionless Carbon Coatings Using Four-Ball Wear Tester [WTC2005-63867]
Bhushan, Bharat
Contact Analysis of Multilayered Elastic/Plastic Solids With Rough Surfaces for Decreasing Friction and Wear [WTC2005-63942]

Bilbro, L. S.
Tribological Properties of Nanocrystalline Diamond Films With Different Nanoscale Morphology and Bonding Characteristics [WTC2005-63691]
Nanodynamics of Vapor-Phase Organophosphates on Silicon and OTS for MEMS Lubrication Purposes [WTC2005-63734]

Bindal, C.
Biotribological Behavior of Boronized Tungsten [WTC2005-63692]
Friction and Wear Behavior of Boronized Chromium for Biological Applications [WTC2005-63696]

Bird, J.
A Comparative Study of Air-Couple Ultrasound Sensor and Accelerometer in Detecting Bearing Defects [WTC2005-64282]

Biresaw, G.
Adsorption Modeling of Fatty and Oleic Estolide Esters via Boundary Lubrication Coefficient of Friction Measurements [WTC2005-64073]

Biresaw, Girma
Film-Forming Properties of Estolides [WTC2005-64089]

Birkhofer, H.
Wear and Failure Model for Lifetime Estimation of Solid Lubricated Rolling Contacts [WTC2005-63139]

Bistac, S.
Tribological Behaviour of the Diamond/Steel Couple: Influence of the Temperature [WTC2005-63140]
Tribological Study of Various Graphite Powders Sliding Against Steel [WTC2005-63235]

Bistac, Sophie
Nano-Wear of Polystyrene in Contact With Hydrophilic and Hydrophobic Substrates: Influence of Interfacial Interactions [WTC2005-63475]
Sliding Friction of Polymers: The Complex Role of Interface [WTC2005-63480]

Black, W. F.
Simulation of Space Shuttle Gear Performance [WTC2005-64297]

Blanchet, Thierry A.
Coupled Evolution of Load Distribution and Wear on Lead Screw Threads [WTC2005-64223]

Blau, P. J.
A Retrospective View of Wear Research and Some Emerging Challenges [WTC2005-63866]

Blau, Peter J.

Block, J. M.
Partial Contact of a Smooth Elastic Wavy Strip Pressed Between Two Flat Surfaces [WTC2005-63985]

Boccaletti, G.
A Very Effective Stabilizer for Perfluoropolyether Lubricants [WTC2005-64186]

Bogdanovich, Alexander V.
Theory of the Limiting States of Active Systems [WTC2005-63057]
Bogdanski, Bogdan

Bogy, David B.
Effects of Pitch Static Attitude and Roll Static Attitude on the Steady Performance of Air Bearing Sliders [WTC2005-63320]
Stability and Dynamics of Non-Linear Slider Behaviour Due to Disk Waviness in the Presence of Intermolecular and Electrostatic Forces [WTC2005-63384]
A Study on the Efficacy of Airflow Mitigation Devices in Hard Disk Drives [WTC2005-63529]
On the Touchdown-Takeoff Hysteresis Observed at the Head-Disk Interface in Hard Disk Drives [WTC2005-63594]
HDD Slider Air Bearing Design Optimization Using a Surrogate Model [WTC2005-64163]

Bohac, S.
Crank-Angle Resolved In-Cylinder Friction Measurements With the Instantaneous IMEP Method [WTC2005-63677]

Boiangiu, Victor
Synthetic Lubricants Based on Sebacic Complex Esters [WTC2005-63049]

Bolgov, V. Ju.

Boning, Duane
Relating Friction in CMP to Topography Evolution [WTC2005-64115]

Bonneau, Dominique
A New Model of Thermoelastohydrodynamic Lubrication in Dynamically Loaded Journal Bearings [WTC2005-63291]

Bonneau, Olivier
Experimental Investigation of the Design Parameters and of the Working Conditions on the Global Characteristics of a Squeeze Film Damper [WTC2005-64270]

Bonney, J.
Observations of Tool Life and Wear Mechanisms in High Speed Machining of Ti-6Al-4V With PCD Tools Using High Pressure Coolant Supply [WTC2005-63367]

Bora, Can K.
Modeling Multiscale Contact in MEMS [WTC2005-63368]

Boragno, C.
Friction Force Microscopy Investigation of Elastic Instabilities in Nanolubricated Junctions [WTC2005-63448]

Boran, Sorina
Synthetic Lubricants Based on Sebacic Complex Esters [WTC2005-63049]

Borchers, Wolfgang
Corrected FFT-Based Method for the Calculation of Deformations in Line Contacts [WTC2005-63115]
Variable Timestepping in EHD Problems [WTC2005-63116]

Bordovskiy, Alexander B.
Corrosion-Erosion Fatigue of Pipeline Tubes [WTC2005-63111]

Borodich, Feodor M.
Contact Problems and Nanoindentation Tests for Indenters of Non-Ideal Shapes and Effects of Molecular Adhesion [WTC2005-63912]
Models of Friction and Wear of DLC Films [WTC2005-64085]

Bortoluzzi, D.
The Role of Adhesion and Sub-Newton Pull-of Forces on the Test Mass Release for the LISA Experiment [WTC2005-63349]
Boschkova, K.
Tribological Properties of Associated Structures at Solid-Liquid Interfaces [WTC2005-63225]

Bose, K.
Response of CVD Boron Carbide to Repetitive Indentation Cycles to Simulate Solid Particle Impact Erosion Mechanisms [WTC2005-64066]

Bosetti, P.
The Role of Adhesion and Sub-Newton Pull-of Forces on the Test Mass Release for the LISA Experiment [WTC2005-63349]

Bou-Saïd, Benyebka
The PTT Model in Hip Joint Replacement: Shock Loading [WTC2005-63979]

Boucly, V.
Contact Analyses for Bodies With Frictional Heating and Plastic Behavior [WTC2005-63156]

Bouyer, J.
Influence of Deformation Effects on a Misaligned Plain Journal Bearing [WTC2005-63680]

Bouzakis, K.-D.
Evaluation of Microindentation Test Results Using FEM Simulations for the Determination of the Mechanical Properties of Various Ferrous or Non Ferrous Materials [WTC2005-64136]

Boz, H.
Wear and Failure Model for Lifetime Estimation of Solid Lubricated Rolling Contacts [WTC2005-63139]

Bozzi, A. C.

Braidman, Yehuda Y.
Determination of Contact Area During Small-Scale Friction Experiments by Means of Continuous Stiffness Measurements [WTC2005-63373]

Braun, M. J.
Taylor Vortices Induced Instability and Turbulence in Concentric Cylinder Separated by Microscale Clearance [WTC2005-63917]

Braun, Minel J.
Some Numerical Simulations and an Experimental Investigation of a Finger Seal [WTC2005-63916]

Bregliozi, G.
Frictional Properties of Silicon and Self-Assembled Monolayers as a Function of Surface Roughness, Chemical Composition and Sliding Condition [WTC2005-63716]

Breuer, K. S.
Lubricin Interaction With Hyaluronate Promotes Interchain Association Leading to Network Formation [WTC2005-64017]

Breutinger, Falk
Maintenance-Free, Low Stick-Slip ELGOGLIDE® Plain Bearings for Industrial Applications [WTC2005-63471]

Brewe, D. E.

Briscoe, B. B.
Lubrication With Water-Based Clay Suspensions [WTC2005-63835]
Brittberg, Mats
Biotribology: The Wear Resistance of Repaired Human Articular Cartilage [WTC2005-63304]

Brizmer, Victor
Failure Inception of a Spherical Contact Under Slip and Stick Conditions for Various Material Properties [WTC2005-63150]

Broadbelt, Linda J.
Quantum Chemical Studies of Free-Radical, Hindered Phenol Stabilizers [WTC2005-64007]
Strategies for Constructing Reaction Networks of Lubricant Degradation [WTC2005-64008]

Brochard-Wyart, F.
Wet Versus Dry Friction [WTC2005-64361]

Brown, Chris
Analysis of Cycle Lifetimes and Failure Modes for RF MEMS Switches [WTC2005-63733]

Bruckner, R. J.
Gas Foil Journal Bearing Power Loss at High Ambient Pressure [WTC2005-63543]

Brunet, M.

Brunetière, Noël
The Effect of Inertia on Radial Flows: Application to Hydrostatic Seals [WTC2005-63336]
Numerical Modeling of High Pressure Gas Face Seals [WTC2005-63508]

Brusic, Vlasta
Use of Electrochemical Techniques in CMP Process Evaluation [WTC2005-64134]

Bryant, M. D.
Theoretical Analysis of Piston Ring Frictional Loss in an Innovative Rotating Liner Internal Combustion Engine [WTC2005-63725]

Bryzik, Walter
Development of High Temperature Tribological Lubricant for Low Heat Rejection High Temperature Operation Diesel Engines [WTC2005-64342]
Ceramic Coated Piston Rings for Internal Combustion Engines [WTC2005-64343]

Buchheit, Thomas E.
Measurement of Force and Displacement for the Tribological Analysis of MEMS [WTC2005-63841]

Budinski, Kenneth G.
Tribological Properties of Crystalline Hardcoat on Aluminum [WTC2005-63084]

Buguin, A.
Wet Versus Dry Friction [WTC2005-64361]

Bujold, Michael
Gear Pitting Life Prediction and Comparison With Experiments [WTC2005-63352]

Burger, W.
Acoustic Emision Analysis for Monitoring of Tribological Systems [WTC2005-63117]

Burmistr, M. V.
Effect of Graphite Content on Wear of Thermostable Graphite-Reinforced Plastics [WTC2005-63229]
Burnett, P.
Meeting the Lubrication Challenges of Heavy Duty Low Emission Diesel Engines [WTC2005-63983]

Burnette, J. E.
Nanodynamics of Vapor-Phase Organophosphates on Silicon and OTS for MEMS Lubrication Purposes [WTC2005-63734]

Burris, D. L.
Effects of the Fraction of PTFE and Film Thickness on Wear and Friction in an ePTFE and Epoxy Composite Solid Lubricant Coating [WTC2005-63555]

Burris, David L.
Tribological Investigation of a Low Friction, Low Wear Polymer/Polymer Composite [WTC2005-63524]
Nano-Tribology of a Polytetrafluoroethylene Transfer Films Using Molecular Dynamics Simulation and Microtribometry [WTC2005-63881]

Burya, A. I.
Effect of Graphite Content on Wear of Thermostable Graphite-Reinforced Plastics [WTC2005-63229]

Burya, O. I.
Shearing Resistance and Frictional Wear of Carbon Plastics Based on the Ultrahigh-Molecular-Weight Polyethylene [WTC2005-63375]

Buscaglia, Gustavo C.
Perturbation Analysis of Texture Effects on Lubricated Devices [WTC2005-63571]

Bushe, N. A.
Self-Organizing at Friction and Development of Wearproof Materials [WTC2005-63889]

Butler, David Lee
A Methodology to Reduce the Wafer to Wafer Thickness Variation in Chemical Mechanical Planarization (CMP) [WTC2005-64194]

Buzio, R.
Friction Force Microscopy Investigation of Elastic Instabilities in Nanolubricated Junctions [WTC2005-63448]

Byars, J. A.
Adsorption Modeling of Fatty and Oleic Estolide Esters via Boundary Lubrication Coefficient of Friction Measurements [WTC2005-64073]

Byington, Carl
Fault Detection and Lubricant Health Monitoring for Slow Bearings in Extreme Operating Conditions [WTC2005-64019]
Cai, Li
Selective Surface Nano/Micro-Texturing by UV Assisted Low Temperature Crystallization of Amorphous Silicon [WTC2005-63719]
Adhesion/Stiction and Friction Studies of Nano/Micro-Textured Surfaces Produced by Crystallization of Amorphous Silicon [WTC2005-63723]

Cai, Shaobiao
Contact Analysis of Multilayered Elastic/Plastic Solids With Rough Surfaces for Decreasing Friction and Wear [WTC2005-63942]

Cakir, A. F.
Comparative Tribological Behavior of TiN-, CrN-, ZrN-, and MoN -Cu Based Nanocomposite Coatings [WTC2005-64056]

Campana, Carlos
A Theoretical and Computational Study of Superlubricity and the Role of the Roughness Exponent [WTC2005-63868]

Cann, P. M.
Bearing Performance Limits With Grease Lubrication [WTC2005-63205]
Lubrication With Water-Based Clay Suspensions [WTC2005-63835]
A Micro-IRRAS Study of Lubricant Degradation Under Thin Film Conditions [WTC2005-64135]

Cantley, A.
In-Cylinder Fuel and Lubricant Effects on Gasoline Engine Friction [WTC2005-64265]

Cantrell, R.
Modeling the Pressure-Density Relationship in Thin Films at Asperity Contacts in Mixed Lubrication [WTC2005-64347]

Canty, L. A.
Measuring Pressure in Apple Contacts [WTC2005-63500]

Capela, C.
Study on the Selection of Critical Electro Discharge Machining Surface Parameters Based on Robust Design of Experiments [WTC2005-64320]

Cárcel, A. C.
Effects of Asperity Shape on the Tribological Behaviour During Stamping of Zinc Coated Steel Sheets for Car Bodies [WTC2005-64129]

Carlisle, D. J.
Simulation of Space Shuttle Gear Performance [WTC2005-64297]

Carpentier, Philippe
Experimental Investigation of the Design Parameters and of the Working Conditions on the Global Characteristics of a Squeeze Film Damper [WTC2005-64270]

Carpick, Robert W.
Modeling Multiscale Contact in MEMS [WTC2005-63368]

Carrion, F. J.
Neat Ionic Liquids and Additives in Lubrication of Steel-Aluminum [WTC2005-63120]

Carroll, Robert I.
White Etching Layer and Rolling Contact Fatigue of Rail [WTC2005-63366]
Carter, M. D.
Oxidation Chemistry of Primary and Secondary Antioxidants [WTC2005-63592]

Carter, R. O.
Influence of Material Property on Micropitting and Pitting Behavior [WTC2005-63562]

Castillo, Martín
Brittle Fracture Generated by Abrasion Wear in Boride Low Carbon Steel [WTC2005-63869]

Castro, R.
Non-Linear Description of Floating Ring Bearings Rotordynamics [WTC2005-63799]

Cavaleiro, A.
Effect of the Substrate on the Fretting Wear of Sputtered W-Si-N Coatings Against Steel [WTC2005-63709]

Celichowski, G.
Improving of Tribological Properties of Nanocomposites Sol-Gel Thin Films by Fluorocyclophosphazene Derivatives [WTC2005-64261]

Celis, J. P.
Fretting Behaviour of PACVD Deposited DLC Coatings Against Different Counter Bodies [WTC2005-64251]

Cerda de Groote, Carlos L.
KRL Thrust Bearing Rig: Effects of Test Conditions on Bearing Performance [WTC2005-64266]

Cerlinca, Delia F.
Experimental Investigations Upon Fatigue Life of Circular Contacts With Transversal Furrow [WTC2005-63662]

Cermak, S. C.
Adsorption Modeling of Fatty and Oleic Estolide Esters via Boundary Lubrication Coefficient of Friction Measurements [WTC2005-64073]

Cermak, Steven C.
Film-Forming Properties of Estolides [WTC2005-64089]

Cha, Ellis
Detection of Modulation and Contact at HDI With Electrical Current [WTC2005-63383]

Cha, Kum Hwan
Molecular Design of Durable Hydrophobic Film [WTC2005-63717]

Chae, Young-Hun
Sliding Wear Behavior of Plasma Sprayed Zirconia Ceramic Coating Under Different Conditions [WTC2005-63852]

Chamberlain, Eric
Dynamics of Bearing Shaft Systems [WTC2005-64331]

Chan, Wai Kin
Experimental Observation of Fractal-Regular Surfaces and a Transformation Scheme for Extracting Fractal Parameters [WTC2005-63585]

Chan, Yi-Jiu
An Improved Fractal Contact Model With Special Emphasis on Surface Roughness, Elastoplastic Transition Deformation Zone, and Hardness Effects of Coating Film [WTC2005-63418]
Chandra, K.
Solid Particle Erosion Behaviour of Plasma Sprayed Coatings on a Fe-Based Superalloy [WTC2005-63877]

Chandraseka, S.
Friction and Wear of a Polymer-Matrix Reinforced With Nanocrystalline Alloy [WTC2005-64279]

Chang, L.
Effects of Boundary Films on the Frictional Behavior of Rough-Surface Contacts in Incipient Sliding [WTC2005-63510]
A Parametric Analysis of the Thermal Shear Localization in EHL Films [WTC2005-63955]
On the Frictional Behavior of an Incipient-Sliding Contact of Sphere-on-Flat With High Normal Loads [WTC2005-64015]

Chang, R. H.
Classification of Wear Particles Based on Qualitative Morphological Features [WTC2005-63649]

Chang, Yau-Zen
Performance Evaluation of DIRECT Algorithm in Parallel Optimization for a Thermohydrodynamic Lubrication Analysis [WTC2005-63319]
Tribological Performance Prediction Using an Artificial Neural Network Optimized by the DIRECT Algorithm [WTC2005-63413]

Chaouachi, Frej
Study of the Stress Contact Spur Gear, Using the Numerical Asymptotic Method and the Classical Contact Law [WTC2005-63038]

Chapados, Phillip Jr.
Tribological Properties of Crystalline Hardcoat on Aluminum [WTC2005-63084]

Chapkov, A. D.
Roughness Amplitude Reduction Under Non-Newtonian EHL Conditions [WTC2005-63438]

Chateauminois, A.
Shear Properties of Polymer Films Within Confined Contacts [WTC2005-63488]
Fragmentation Processes in Polystyrene Films Under Sliding Conditions [WTC2005-63493]
Third Body Effects in the Wear of Polyamide Materials [WTC2005-63895]

Chateaueneuf, G. M.
The Tribology of Carbon, Hydrogen, and Silicon-Containing Solid Lubricants [WTC2005-63141]

Chattha, J. A.
General Problems of Tribology of Thermal Sprayed Composite Coatings [WTC2005-63631]

Chechik, N.
On Direct Measurement of Forces Between CMP Polishing Pads and Abrasive Nanoparticles [WTC2005-64160]

Chen, Chih-Hsien
Study of Microcontact Model for Hard Particles Between Rough Surfaces [WTC2005-63618]

Chen, D.
Study on Influence of Air Pressure on Braking Condition [WTC2005-63990]

Chen, Darong
Nano Particles’ Behavior in Chemical Mechanical Polishing With the Effect of Non-Newtonian Properties of Slurry [WTC2005-63170]

Chen, G. X.
Finite Element Analysis on Vibration Characteristics of a Reciprocating Sliding System [WTC2005-63658]
Chen, Haosheng
Nano Particles’ Behavior in Chemical Mechanical Polishing With the Effect of Non-Newtonian Properties of Slurry [WTC2005-63170]

Chen, Hongliang

Chen, L. M.
Tribological Properties of Magnetron Sputtered MoS$_2$/Metal (Ti, Mo) Nanocomposite Coatings [WTC2005-63588]

Chen, Lei
Contact Evolution in a Micromechanical Switch [WTC2005-63970]

Chen, Shi-Han
The Transient Thermal Stress and Deflection of a Brake [WTC2005-63292]

Chen, Xiaoyang
A Theory of Cavitation in an Oscillatory Oil Squeeze Film [WTC2005-64159]
Investigation of Cavitation Phenomenon in an Oscillatory Oil Squeeze Film [WTC2005-64167]
Experimental Investigation of Cavitation in an Oil Squeeze Film Subjected to Displacement-Controlled Oscillations [WTC2005-64197]

Chen, Xun

Chen, Yue
Tribo-Electric Behaviors of Copper Under Dry Sliding Against Cu-Cr Alloys [WTC2005-63095]

Chen, Yunfei
Optimization of Air Bearing Slider Design [WTC2005-64176]

Cheng, Herbert S.
Numerical Modeling of Surface Temperature Rising on Imperfect Sliding Electrical Contact [WTC2005-64142]

Cheng, L.
Process Map Development for Chemical Mechanical Polishing With Low-k Material [WTC2005-63708]

Cheng, W.
Examination of Roughness Effects on Bio-Adhesion of SAM Through Numerical Simulation [WTC2005-63311]

Cheng, Y. T.
Sliding Wear of Non-Hydrogenated Diamond-Like Carbon Coatings Against Al, Cu and Ti [WTC2005-64100]

Chern, Shin-Yuh
Study of Microcontact Model for Hard Particles Between Rough Surfaces [WTC2005-63618]

Chernev, Boril
Wear and Friction Behavior of the Aerospace Bearing Steel M50 and a Nitrogen-Alloyed Stainless Steel Under Lubricated Sliding Conditions [WTC2005-63444]

Chernysh, I. G.
Identification of Tribological Characteristics of the Ablative Stability and Micromechanical Strength of the Lightweight Materials Surface [WTC2005-63059]
Cherukuri, Harish P.

Chez, E. L.
Behavior of a Horizontal Fluid Filled Crack Under Moving Hertzian Load [WTC2005-64087]

Chiba, Hiroshi
Tribological Characteristics of Newly Synthesized Multi-Functional PFPE Lubricants [WTC2005-63634]

Chin, J.
Vapor Deposition of Composite Organic-Inorganic Films [WTC2005-64335]

Chinta, Murali
Advances in Nonlinear Rotodynamics of Passenger Vehicle Turbochargers: A Virtual Laboratory Anchored to Test Data [WTC2005-64155]

Chizhik, Sergey A.
Amorphous Carbon Thin Films for Interfaces in MEMS [WTC2005-63147]

Cho, Sung-Oug
Tribological Characteristics of Coated Vane Surfaces Under Mixed Environments of Various Oils and CO2 as a Refrigerant [WTC2005-63412]

Cho, W.-O.

Choi, Dong-Hoon
Classification of Wear Particles Based on Qualitative Morphological Features [WTC2005-63649]

Choi, Hyoung J.
Nano/Micro-Rheology of Perfluoropolyether Lubricants [WTC2005-64190]

Choo, J. H.
A Technique for the Detection of Liquid Slip at a Load-Bearing, High Shear Contact [WTC2005-64269]

Choo, J.-W.
Elastohydrodynamic Lubrication of Multiple Periodic Ridges [WTC2005-63802]

Chou, Y. Kevin
Vortex-Tube Cooling for Tool Wear Reduction in A390 Dry Machining [WTC2005-64166]

Choy, F. K.
Vibration Monitoring and Damage Quantification of Ball Bearings for Household Appliances [WTC2005-64126]

Choy, Fred K.

Christensen, Bo F.
Characterization of Oil Film Control Forces Under Active Lubrication Regime [WTC2005-63689]

Christensen, Robert W.
Temporomandibular Joint Arthroplasty: Using Metal-on-Metal and Acrylic-on-Metal Configurations [WTC2005-63830]
Christensen, S. D.
A Second Generation Highly Crosslinked UHMWPE: Vitamin E Stabilization Does Not Adversely Affect the Wear Rate of Irradiated Acetabular Liners [WTC2005-63306]

Chrobak, K.
Improving of Tribological Properties of Nanocomposites Sol-Gel Thin Films by Fluorocyclophosphazene Derivatives [WTC2005-64261]

Chromik, R. R.
Tribological Properties of Nanocrystalline Diamond Films With Different Nanoscale Morphology and Bonding Characteristics [WTC2005-63691]

Chromik, Richard
Friction of Microscale Contacts on Diamond-Like Carbon Nanocomposite Coatings [WTC2005-64094]

Chun, Jung-Il
Numerical Simulation and Experimental Study on the Effect of Ramp Profile, Friction and Flex-Cable Force on the L/UL Process for Small Form Factor HDD [WTC2005-64389]

Chun, Sang Myung
Computer Program Development Predicting Engine Oil Consumption [WTC2005-64248]

Chung, Chen Sheng
Design of the Stator Inner Contour for a Compressor [WTC2005-63410]

Chung, K.

Chung, Koo-Hyun

Chung, M.
Simulation of In-Plane Transverse Displacement of Tape [WTC2005-63824]

Chung, Pil Seung
Nano/Micro-Rheology of Perfluoropolyether Lubricants [WTC2005-64190]

Chung, S.
The Tribological and Chemical Analysis of Top Ring Zone Samples of Fully Formulated Oil Taken From a Four Stroke Gasoline Engine [WTC2005-64076]
Lubricant Degradation Studies Using a Single Cylinder Research Engine [WTC2005-64373]

Chung, Yip-Wah
Study of Small-Scale Friction at Elevated Temperatures [WTC2005-64371]

Churchman, Christopher M.
Asymptotic Methods Applied to the Correlation of Fretting Fatigue Lives [WTC2005-63995]

Cimenoglu, Huseyin
An Investigation of Fretting Wear Behaviour of Ternary (Zr,Hf)N Coatings [WTC2005-63637]

Cioc, Carmen

Cioc, S.
Dynamic Modeling of a Dual Clearance Squeeze Film Damper — Part III [WTC2005-63522]
Cioc, Sorin

Ciomeni, Florina Carmen
Dynamic Contact Between a Rigid Indenter and a Kelvin-Voigt Half-Space [WTC2005-63455]

Ciraci, S.
First-Principles Study of Superlow Friction Between Hydrogenated Diamond Surfaces [WTC2005-64323]

Ciulli, E.
Passive Magnetic Bearings: Low Instability and Possible Stability [WTC2005-63546]

Ciuperca, Sorin
Perturbation Analysis of Texture Effects on Lubricated Devices [WTC2005-63571]

Clain, J.
Wet Versus Dry Friction [WTC2005-64361]

Clare, Jamie

Clark, D. A.

Coiret, A. L.
Tire/Pavement Strain Tensor Measurement With an Infrastructure-Based Approach [WTC2005-64300]

Colbourne, D.
Meeting the Lubrication Challenges of Heavy Duty Low Emission Diesel Engines [WTC2005-63983]

Collier, J. P.
Wear Evaluation of Crosslinked UHMWPE for Knee Prostheses Using a Multi-Station Rolling-Sliding Tribotester [WTC2005-63533]

Collier, John P.
In-Vitro Study of Backside Wear Mechanism on Mobile Knee Bearing Components [WTC2005-63360]

Combarieu, Robert
Comparison of Aluminum Cold Strip Rolling Lubricant Additives [WTC2005-63650]

Compton, W. D.
Friction and Wear of a Polymer-Matrix Reinforced With Nanocrystalline Alloy [WTC2005-64279]

Conley, William G.
Effects of Tip Compliance in Friction Force Microscopy [WTC2005-64288]

Conté, N.
Frictional Properties of Silicon and Self-Assembled Monolayers as a Function of Surface Roughness, Chemical Composition and Sliding Condition [WTC2005-63716]

Costa, H. L.
Lubricated Sliding Wear of Textured Surfaces [WTC2005-63819]
Costello, M. T.

Coto, B.
Micro/Nano-Tribological Behavior of Octadecyltrichlorosilane on Silicon as a Coating for MEMS [WTC2005-63491]
Packing Structure of OTS on Silicon Surfaces: A Computational Approach [WTC2005-63497]

Cottineau, L. M.
Quantification of Accelerated Wear for Road Materials by Using a New Testing Apparatus [WTC2005-63268]

Courtney, K.

Cowling, Susan V.

Cross, Tsali
Friction and Wear Behavior of Silicon Carbonitride Processed From the Polymer-Derived Ceramic Route [WTC2005-64022]

Currier, J. H.
Wear Evaluation of Crosslinked UHMWPE for Knee Prostheses Using a Multi-Station Rolling-Sliding Tribotester [WTC2005-63533]

Currier, John H.
In-Vitro Study of Backside Wear Mechanism on Mobile Knee Bearing Components [WTC2005-63360]
**Da Lio, M.**
The Role of Adhesion and Sub-Newton Pull-of Forces on the Test Mass Release for the LISA Experiment [WTC2005-63349]

**Da Silva, R. B.**
Observations of Tool Life and Wear Mechanisms in High Speed Machining of Ti-6Al-4V With PCD Tools Using High Pressure Coolant Supply [WTC2005-63367]

**Dadouche, A.**
A Comparative Study of Air-Couple Ultrasound Sensor and Accelerometer in Detecting Bearing Defects [WTC2005-64282]

**Dag, S.**
First-Principles Study of Superlow Friction Between Hydrogenated Diamond Surfaces [WTC2005-64323]

**Damodaran, M.**
Modeling Airflow and Particle Trajectories Near the Head/Disk Interface Region of a Small Form Factor Hard Disk Drive Enclosure [WTC2005-63633]

**Dani, A. D.**
Studies on Wear of Inlet Valve and Cylinder Bore in Diesel Engines [WTC2005-63599]

**Dani, S.**
Variable Valve Actuation Mechanism Using Magnetorheological Fluid [WTC2005-63609]

**Danilin, D. S.**
Effect of Graphite Content on Wear of Thermostable Graphite-Reinforced Plastics [WTC2005-63229]

**Danyluk, Steven**
Dishing and Erosion in Cu-CMP [WTC2005-63978]

**Dassenoy, F.**
Carbon Nanotubes and Onions as Lubricant Additives [WTC2005-63220]
Inorganic Fullerene-Like Nanoparticles as New Lubricant Additives: A Drug Delivery Mechanism [WTC2005-63221]

**Daugela, Antanas**
Tribological Process Characterization With In-Situ Quantitative Nano-Scale Metrology [WTC2005-63834]

**Daves, Werner**
Four Different Numerical Approaches of Calculating Strains and Stresses During Impact in Wheel-Rail Rolling Contact [WTC2005-63624]

**Day, A. J.**
Relationship Between Wear Performance and Solid Lubricants in Sintered Friction Materials [WTC2005-63467]

**De Baets, P.**
Tribological Behaviour of GFR Polymer Composites [WTC2005-63357]
The Frictional Stability of Wet Clutch Friction Materials Investigated on a Small Scale Test-Rig [WTC2005-63514]

**De Baets, Patrick**
Integrated Design of Highly Loaded Sliding Surfaces of a Huge Ball-Joint [WTC2005-63200]
Orientation and Degradation of Polymer Sliding Surfaces Evaluated by Raman Spectroscopy [WTC2005-63452]

**De Barros Bouchet, M. I.**
Towards Superlubricity Under Boundary Lubrication [WTC2005-63953]
De Barros, Isabel
Super Low Friction Property of DLC Lubricated With Ester-Containing Oil: Part 1 — Friction Properties Evaluated in Rig Tests [WTC2005-63920]

De Barros, M. I.
Friction-Induced Change of Boron Hybridization in Lubricant Additives [WTC2005-64188]

de Gennes, P.-G.
Brownian Motion of Solids (or Drops) on a Vibrated Plate, Including Dry Friction [WTC2005-64400]

De Mello, J. D. B.
Non-Linear Signal Analysis Applied to Surface Wear Condition Monitoring in Reciprocating Sliding Testing Machines [WTC2005-63119]
Tribological Characterization of Steels for Cutlery: A New Methodology to Access Cutting Edge Sharpness [WTC2005-63538]

de Mongeot, F. Buatier
Friction Force Microscopy Investigation of Elastic Instabilities in Nanolubricated Junctions [WTC2005-63448]

de Rooij, M. B.
Deterministic Model for Rubber-Metal Contact Including the Interaction Between Asperities [WTC2005-63636]

de Santiago, Oscar
Identification of Bearing Force Coefficients in Flexible Rotors: Extensions to a Field Method [WTC2005-63276]

de Vaal, P. L.
A Constant Temperature FZG Test for Open Gear Lubricants [WTC2005-63333]
The Role of Synovial Fluid Properties in a Dynamic Hip Joint Simulation [WTC2005-63661]

de Vicente, J.
Soft EHL Lubrication of Complex Multiphase Fluids [WTC2005-64272]

DeBaets, Patrick
Friction and Wear of Engineering Polymer Gears [WTC2005-63961]

Debailleux, Charles
Experimental Investigation of the Design Parameters and of the Working Conditions on the Global Characteristics of a Squeeze Film Damper [WTC2005-64270]

Defaye, Cyril
Experimental Investigation of the Design Parameters and of the Working Conditions on the Global Characteristics of a Squeeze Film Damper [WTC2005-64270]

Degrieck, J.
Tribological Behaviour of GFR Polymer Composites [WTC2005-63357]

Degrieck, Joris
Integrated Design of Highly Loaded Sliding Surfaces of a Huge Ball-Joint [WTC2005-63200]

Deladi, E. L.
Deterministic Model for Rubber-Metal Contact Including the Interaction Between Asperities [WTC2005-63636]

Delfino, A.
Lubrication With Water-Based Clay Suspensions [WTC2005-63835]
Della Corte, C.
Gas Foil Journal Bearing Power Loss at High Ambient Pressure [WTC2005-63543]

Della Corte, Christopher
Foil Bearings Makes Oil-Free Turbocharger Possible [WTC2005-63724]

Demas, Nicholas G.
Tribological Studies of Compressor Surfaces in the Presence of Carbon Dioxide Under Extreme Environmental Pressure Conditions [WTC2005-63731]

Demilly, F.
Ultrasonic Measurement of Wheel Hub/Axle Interference Fit Pressures [WTC2005-63454]

Demirci, Ibrahim
Mechanical Analysis of the Damage of a Thin Polymeric Coating During Scratching [WTC2005-63582]
Analysis of the Damage of Uncoated Polymeric Surfaces During Scratching [WTC2005-63586]

Demmou, Karim
Mechanical Properties of ZnDTP Tribofilms Measured by Nanoindentation at Controlled Temperature [WTC2005-64011]

Demura, A.
A Method to Predict Temperature Fields During Frictional Welding by Introducing the Heat Input Coefficient and the Heat Input Surface Transfer [WTC2005-63639]

Denape, J.
Rubbing Surface Reactivity of Alloy 718 Under Controlled Oxidation Conditions [WTC2005-63278]
Fretting Behavior of Coated and Treated Titanium Alloy Using an Open-Loop System [WTC2005-63531]

Deneuville, Patrick
Comparison of Aluminum Cold Strip Rolling Lubricant Additives [WTC2005-63650]

Deng, D.
Taylor Vortices Induced Instability and Turbulence in Concentric Cylinder Separated by Microscale Clearance [WTC2005-63917]

Deoras, Saurabh K.
Effect of Intermolecular Forces on the Dynamic Response of a Slider [WTC2005-63679]

Desale, Girish R.
Effect of Physical Properties of Solid Particle on Erosion Wear of Ductile Materials [WTC2005-63997]

Deshmukh, D. V.
A Thermoelastic Investigation of Friction Phenomena [WTC2005-63245]

Deshmukh, P. V.
On the Friction and Wear Performance of Boric Acid Lubricant Combinations in Extended Duration Operations [WTC2005-63968]

Deshmukh, Pushkarraj
Friction and Wear Performance of Surface Coatings in Brake Applications [WTC2005-63972]

DesJardins, John
Fiberscopic Visualization of Total Knee Replacement Contact Kinematics During In Vitro Simulation [WTC2005-63699]

Desroches, J. P.
Quantification of Accelerated Wear for Road Materials by Using a New Testing Apparatus [WTC2005-63268]
Devasahayam, Robert
Magnetic Bearing for Reaction Wheels in Space Application [WTC2005-63910]

Devlin, Mark T.
Effect of Detailed Base Oil Structure on Oxidation Performance of Automatic Transmission Fluids [WTC2005-63563]

Dhiman, Suresh
Studies of Machining Parameters of Al Alloy A-390 During Turning [WTC2005-64128]

Diaconescu, Emanuel
Dynamic Contact Between a Rigid Indenter and a Kelvin-Voigt Half-Space [WTC2005-63455]
Flat Central Pressure in Circular Elastic Contacts Between High Order Surfaces [WTC2005-63647]
Elastic Contact Pressure Under Flat Punches Having Smooth Cross-Sections [WTC2005-63648]
Huber-Mises-Hencky Equivalent Stress: A Surface Failure Indicator [WTC2005-63665]
A Simple Investigation Method of Rheological Properties of Molecular Substances [WTC2005-63686]

Diaconescu, Emanuel N.
Elliptical Contact Area Between Elastic Bodies Bounded by High Order Surfaces [WTC2005-63646]
Experimental Investigations Upon Fatigue Life of Circular Contacts With Transversal Furrow [WTC2005-63662]

Diao, Dongfeng
Wear Characteristics of Polymer Tapes in ATM Tape-Scraper Tribosystem in Sand Dust Environment [WTC2005-63131]
Finite Element Analysis on Critical Conditions for Heat-Induced Demagnetization in Head/Disk Sliding Continuous Contact [WTC2005-63215]

Díaz, S.
A Test Rig for Air Bearings Dynamic Characterization [WTC2005-63036]

Díaz, S. E.
Non-Linear Description of Floating Ring Bearings Rotordynamics [WTC2005-63799]

Dick, Thomas
Complex Micromodel Analysis of Wearing Contact Interfaces [WTC2005-63540]

Dickerhof, M.
Acoustic Emision Analysis for Monitoring of Tribological Systems [WTC2005-63117]

Dickinson, J. Thomas

Dickrell, D. J. III
The Effects of Silicone Oil Contamination on the Contact Resistance of MEMS Electrical Contact Surfaces [WTC2005-63843]

Dickrell, P. L.
Frictional and Electrical Properties of Multiwalled Carbon Nanotubes [WTC2005-63550]
Transient Behavior of Near Frictionless Carbon Films in Reciprocating Microtribometery in Low Humidity Inert Environments [WTC2005-63798]

Dickrell, Pamela
Novel Ionic Liquid Lubricants for Aerospace and MEMS [WTC2005-63744]

Dickrell, Pamela L.
Nano-Tribology of a Polytetrafluoroethylene Transfer Films Using Molecular Dynamics Simulation and Microtribometry [WTC2005-63881]
Dienwiebel, M.
Atomic-Scale Observation of Superlubricity [WTC2005-64003]
Fundamental Wear Mechanisms on the Nanoscale [WTC2005-64004]

Dimofte, F.
Dynamic Modeling of a Dual Clearance Squeeze Film Damper — Part III [WTC2005-63522]

Dimofte, Florin
The Robust Stability of a Wave Bearing [WTC2005-64084]

Ding, X.
Wear of Coated Carbide Tools in the Ultra-Precision Machining of Stainless Steel [WTC2005-63952]

Dini, Daniele
Asymptotic Methods Applied to the Correlation of Fretting Fatigue Lives [WTC2005-63995]

Dirix, Y.
Serum Absorption and Ageing of Polyethylenes During a Hip Simulator Study: Comparison Between Conventional and Crosslinked UHMWPE [WTC2005-63415]
The Influence of Impingement on the Wear of a Metal-on-Metal Articulation: A Hip Simulator Study [WTC2005-63428]

Dixon, Richard T.

Dmochowski, Jacek
Frequency Dependent Dynamic Properties of Tilting Pad Journal Bearings: Experimental Results and Uncertainty Analysis [WTC2005-63274]

Dmochowski, W.
A Comparative Study of Air-Couple Ultrasound Sensor and Accelerometer in Detecting Bearing Defects [WTC2005-64282]

Dmochowski, Waldemar
Frequency Dependent Dynamic Properties of Tilting Pad Journal Bearings: Experimental Results and Uncertainty Analysis [WTC2005-63274]

Dmochowski, Waldemar M.
The Effect of Lubricant Viscosity-Temperature Characteristics on the Performance of Plain Journal Bearings [WTC2005-64229]

Dobrica, Mihai B.
Thermohydrodynamic Behavior of a Slider Pocket Bearing [WTC2005-63479]

Doelling, C. M.
Adhesion, Friction and Mechanical Properties of -CF3 and -CH3-Terminated Alkanethiol Monolayers: A Comparative Study [WTC2005-63769]

Domínguez-Rodríguez, A.
Water Lubricated Sliding Wear of Si$_3$N$_4$/BN Fibrous Monoliths [WTC2005-63897]

Dong, Chensong (Jonathan)
Development of a Combined Analytical and Empirical Model for Beveling of Quartz Crystal Wafers [WTC2005-64254]

Donovan, Bryan
Fault Detection and Lubricant Health Monitoring for Slow Bearings in Extreme Operating Conditions [WTC2005-64019]
Dooris, Andrew P.
Initial Wear Characterization of a Spinal Artificial Disc [WTC2005-64099]

Drinkwater, B.
Ultrasonic Phase and Amplitude and the Measurement of Oil Film Thickness [WTC2005-63789]

Driscoll, P. M.
Experimental Investigation of Drillpipe Loaded in Slips [WTC2005-63324]

Drobek, T.
Low Friction in Boundary Lubrication: By Structure or Dynamics? [WTC2005-64148]

Druet, Krzysztof
Approaches to Dynamic Tribosystem Modelling [WTC2005-63771]

Du, Zhanhe
Opportunities for Replacement of Phosphorus and Dithiophosphates in Lubricating Oil With Borate Ester Additive Containing Nitrogen [WTC2005-63348]

Duan, Fangli
 Movements and Collisions of Nanoparticles in Two Phase Flow [WTC2005-63442]

Dubourg, M. C. Baietto
A Mixed Mode Fatigue Crack Growth Model Applied to Rolling Contact Fatigue [WTC2005-63331]
Optimized Coatings/Substrate Combinations Under Contact Loadings Through a Combined Experimental and Numerical Methodology [WTC2005-63477]
Fragmentation Processes in Polystyrene Films Under Sliding Conditions [WTC2005-63493]

Duddu, R.
Partial Contact of a Smooth Elastic Wavy Strip Pressed Between Two Flat Surfaces [WTC2005-63985]

Duffy, Lawrence
Tribological Performance of Cell-Treated Nickel Matrix [WTC2005-63694]

Dufrenoy, P.
Experimental Thermal Study of Contact With Third Body [WTC2005-63363]

Dugger, M. T.
Atomic Layer Deposition of Solid Lubricant Thin Films [WTC2005-63566]
The Effects of Silicone Oil Contamination on the Contact Resistance of MEMS Electrical Contact Surfaces [WTC2005-63843]

Dugger, Michael T.
Surface Treatments for Modifying the Tribological Behavior of Microsystems [WTC2005-63573]
A Study of the Tribological Properties of Bound Plus Mobile Phase Lubricants With QCM and MEMS Sidewall Tribometers [WTC2005-63676]
Measurement of Force and Displacement for the Tribological Analysis of MEMS [WTC2005-63841]

Dumitru, Gabriel
Innovative Laser Sources in the Micro- and Nanostructuring of Coated Tribological Surfaces [WTC2005-63606]

Dursapt, M.
Multi-Scale Study of Abrasion Signature by 2D Wavelet Decomposition [WTC2005-64215]

Duwensee, Maik
A Scanning Method to Study the Influence of Roughness, Microwaviness, and Lubricant Thickness Variation on Slider Dynamics [WTC2005-63682]
Dwyer-Joyce, R. S.
Ultrasonic Measurement of Wheel Hub/Axle Interference Fit Pressures [WTC2005-63454]
Ultrasound as a Tool to Measure the Wear of Human Tooth Enamel [WTC2005-63499]
Ultrasonic Phase and Amplitude and the Measurement of Oil Film Thickness [WTC2005-63789]
Shear and Normal Stiffness of Mixed Liquid-Solid Contacts [WTC2005-63793]

Dykas, Brian
Experimental Measurement of Thrust Foil Bearing Temperature Profiles [WTC2005-63564]
Ebisawa, Toru
New Estimations of Surface Properties for Tribological Studies by Neutron Reflectometry [WTC2005-63797]

Ebner, Reinhold
Wear and Friction Behavior of the Aerospace Bearing Steel M50 and a Nitrogen-Alloyed Stainless Steel Under Lubricated Sliding Conditions [WTC2005-63444]

Ebrecht, J.
Influence of Test Conditions on Tribological Behavior [WTC2005-63101]
Investigation of Influence of Inclination on Friction and Wear Mechanisms in Piston Ring Cylinder Liner Contact With the New SRV® 4 Test Rig [WTC2005-63520]

Egorov, I. M.
Simulation of Wear in a Worm Gear Under Elastohydrodynamic Conditions [WTC2005-63886]

El-Tayeb, N. S. M.
Wear and Friction Behaviour of CGRP and WGRP Composites Subjected to Dry Sliding [WTC2005-63097]

Elsenbaumer, R. L.
Development of Low Phosphorous Engine Oils [WTC2005-64078]
Development and Evaluation of a High Performance Universal Grease [WTC2005-64079]

Enders, S.
Wear Mechanisms in Dry Sliding Friction Tests of Copper Versus Steel [WTC2005-63279]

Ene, Nicoleta M.
The Robust Stability of a Wave Bearing [WTC2005-64084]

Erck, Robert A.
Effect of Reinforcing Carbon Fiber Morphology on Tribological Behavior of PEEK Polymers [WTC2005-64374]

Erdemir, A.
Transient Behavior of Near Frictionless Carbon Films in Reciprocating Microtribometery in Low Humidity Inert Environments [WTC2005-63798]
Evaluation of Near Frictionless Carbon Coatings Using Four-Ball Wear Tester [WTC2005-63867]
Water Lubricated Sliding Wear of Si$_3$N$_4$/BN Fibrous Monoliths [WTC2005-63897]
Superlubricity and Near-Wearless Sliding in Carbon Films [WTC2005-63980]
Scuffing Resistance of Laser Textured Surfaces [WTC2005-64013]
Comparative Tribological Behavior of TiN-, CrN-, ZrN-, and MoN -Cu Based Nanocomposite Coatings [WTC2005-64056]
A Surface Analytical Study of the Effects of Water and Oxygen on Tribological Behavior of DLC Films [WTC2005-64083]

Erdemir, Ali
Amorphous Carbon Thin Films for Interfaces in MEMS [WTC2005-63147]
Tribological Behavior of Oil-Lubricated Laser Textured Surfaces in Conformal Flat and Point Contacts [WTC2005-64309]

Erhan, Sevim Z.
Process Development and Tribochemical Evaluation of Seed Oil Based Antiwear/Antifriction Additive [WTC2005-63380]

Eryilmaz, O. L.
Evaluation of Near Frictionless Carbon Coatings Using Four-Ball Wear Tester [WTC2005-63867]
Scuffing Resistance of Laser Textured Surfaces [WTC2005-64013]
Comparative Tribological Behavior of TiN-, CrN-, ZrN-, and MoN -Cu Based Nanocomposite Coatings [WTC2005-64056]
A Surface Analytical Study of the Effects of Water and Oxygen on Tribological Behavior of DLC Films [WTC2005-64083]
Erzimik, V.
Comparative Tribological Behavior of TiN-, CrN-, ZrN-, and MoN -Cu Based Nanocomposite Coatings [WTC2005-64056]

Escoffier, B.
Relating Surface Roughness to Subsurface Stress [WTC2005-63090]

Etsion, I.
Scuffing Resistance of Laser Textured Surfaces [WTC2005-64013]

Etsion, Izhak
Multiple Loading-Unloading of an Elastic-Plastic Spherical Contact [WTC2005-63148]
The Validity of the Reynolds Equation in Modeling Hydrostatic Effects in Gas Lubricated Textured Parallel Surfaces [WTC2005-63149]
Failure Inception of a Spherical Contact Under Slip and Stick Conditions for Various Material Properties [WTC2005-63150]
Nanoscale Fretting Study by Scanning Probe Microscopy [WTC2005-63233]
Tribological Behavior of Oil-Lubricated Laser Textured Surfaces in Conformal Flat and Point Contacts [WTC2005-64309]
Resolving the Contradiction of Asperities Plastic to Elastic Mode Transition in Current Contact Models of Fractal Rough Surfaces [WTC2005-64357]

Etxeberria, I.
PVD-Based Microstructuring Surface Techniques for Tribological Applications [WTC2005-63303]

Evanno, N.
Scratch Testing of Nanostructured Films [WTC2005-63864]

Evans, H. P.
Simulation of Wear in a Worm Gear Under Elastohydrodynamic Conditions [WTC2005-63886]

Evans, Ryan D.
Cross-Sectional Analysis of Antiwear Films and Near-Surface Material From Tapered Roller Bearings [WTC2005-64060]

Ezugwu, E. O.
Observations of Tool Life and Wear Mechanisms in High Speed Machining of Ti-6Al-4V With PCD Tools Using High Pressure Coolant Supply [WTC2005-63367]
Faizul, M. S.
Flash Temperature Parameter Number Prediction Model by Design of Tribological Experiments for Basestock Mineral Oil Containing Palm Olein and Aminephosphate Additives [WTC2005-63193]
Study of Lubricant Viscosity From Diesel Engine Operating on Various Percentages of Coconut Oil Blended Fuel [WTC2005-63263]

Famulski, W.

Fan, J. Y.
New Bench Test to Study Mild Lubricated Wear [WTC2005-64398]

Fan, Jianchun
A Web-Based Intelligence System for Used-Oil Analysis [WTC2005-64047]

Fang, Hsu-Wei
Modeling of the Generation of UHMWPE Particles With Microfabricated Surface Textures [WTC2005-63495]
Effects of Biological Lubrication on the Morphology of UHMWPE Wear Particles Generated With Surface Textures [WTC2005-63501]

Fang, Wending
Optimization of Air Bearing Slider Design [WTC2005-64176]

Farhang, K.
An Assessment of Statistical Theory of Contact Between Macroscopically Conforming Rough Surfaces [WTC2005-63309]
Examination of Roughness Effects on Bio-Adhesion of SAM Through Numerical Simulation [WTC2005-63311]
Viscoelastic Contact of Nominally Flat Rough Surfaces [WTC2005-63825]
Near Surface Measurement of Mechanical Properties Using Instrumented Indentation Measurements [WTC2005-64317]

Farhang, Kambiz
Dynamics of a Reduced Scale Landing Gear System Considering the Effect of the Viscoelastic Interaction of the Brake Pads and Rotors [WTC2005-64319]

Farris, T. N.
Contact Force Modeling of Two Blade/Disk Contacts [WTC2005-63545]

Faszer, K. L. D.
Tribological Properties of MEMS Materials Measured on a Small-Scale Device [WTC2005-63211]

Fatu, Aurelian
Development of an Experimental Device for Studying Real Connecting-Rod Bearings Functioning in Severe Conditions [WTC2005-63290]
A New Model of Thermoelastohydrodynamic Lubrication in Dynamically Loaded Journal Bearings [WTC2005-63291]

Feiler, A. A.
Low Friction Achieved Using Repulsive Van Der Waals Forces: A Nanotribology Study With Colloid Probe AFM [WTC2005-64402]

Feldman, Yuri
The Validity of the Reynolds Equation in Modeling Hydrostatic Effects in Gas Lubricated Textured Parallel Surfaces [WTC2005-63149]
Feng, B.
Near Surface Measurement of Mechanical Properties Using Instrumented Indentation Measurements [WTC2005-64317]

Feng, Dapeng
Preparation and Tribological Behavior of PAH/PAA Molecular Deposition Films [WTC2005-63166]
Investigation of Some Liquid Lubricants for Potential Aerospace Application [WTC2005-63434]

Feng, N. S.
Using Transient Solutions to Reynolds Equation to Determine Bearing Forces [WTC2005-63392]

Feng, Songlin
Chemical Mechanical Polishing Slurry for Tungsten in ULSI With Large Particle Size Colloidal Silica Nano-Abrasive [WTC2005-64249]

Feng, Zhu
Detection of Modulation and Contact at HDI With Electrical Current [WTC2005-63383]

Fenske, George
Tribological Behavior of Oil-Lubricated Laser Textured Surfaces in Conformal Flat and Point Contacts [WTC2005-64309]

Fenske, George R.
Effect of Reinforcing Carbon Fiber Morphology on Tribological Behavior of PEEK Polymers [WTC2005-64374]

Fernandes, N. O.
Study on the Selection of Critical Electro Discharge Machining Surface Parameters Based on Robust Design of Experiments [WTC2005-64320]

Fernández, B.
Micro/Nano-Tribological Behavior of Octadecyltrichlorosilane on Silicon as a Coating for MEMS [WTC2005-63491]
Packing Structure of OTS on Silicon Surfaces: A Computational Approach [WTC2005-63497]

Ferreira, L. A.

Filipi, Z.
Crank-Angle Resolved In-Cylinder Friction Measurements With the Instantaneous IMEP Method [WTC2005-63677]

Filippov, K. V.

Fillon, M.
Influence of Deformation Effects on a Misaligned Plain Journal Bearing [WTC2005-63680]

Fillon, Michel
Thermohydrodynamic Behavior of a Slider Pocket Bearing [WTC2005-63479]

Fillot, N.
Widening Classical Wear Laws to the Concept of Third Body [WTC2005-63199]

Fischer, Alfons
Clinical and Laboratory Wear Mechanisms of Artificial Hip Joints [WTC2005-64132]
Fischer, Franz D.
Four Different Numerical Approaches of Calculating Strains and Stresses During Impact in Wheel-Rail Rolling Contact  
[WTC2005-63624]

Fisher, J.
Wear of Crosslinked UHMWPE in a Hip Joint Simulator  
[WTC2005-63295]
An In-Vitro Investigation of Sliding Friction Between Biomaterials for Cartilage Substitution and Articular Cartilage  
[WTC2005-63350]
An Integrated Experimental and Theoretical Contact Mechanics Study of UHMWPE Hip Implants Tested in a Hip Simulator  
[WTC2005-63557]

Fisher, John
The Effect of Different Lubrication Regimes and Lubricants on the Friction Hard-on-Hard Total Hip Replacements  
[WTC2005-63330]
Modelling the Effects of Head Diameter and Cup Wall Thickness on Contact Mechanics and Wear of Cross-Linked UHMWPE Cups  
[WTC2005-63474]

Flament, F.
Acoustic Tribology of Human Skin  
[WTC2005-64216]

Flament, Y.
Ultrasonic Measurement of Wheel Hub/Axle Interference Fit Pressures  
[WTC2005-63454]

Fleet, M. E.
Tribofilms Generated From ZDDP and DDP on Steel Surfaces: Part 2 — Chemistry  
[WTC2005-63251]

Fleischer, N.
Tribological Applications of WS\textsubscript{2} (MoS\textsubscript{2}) Inorganic Fullerene-Like Nanoparticles as Solid Lubrication  
[WTC2005-63173]
Inorganic Fullerene-Like Nanoparticles as New Lubricant Additives: A Drug Delivery Mechanism  
[WTC2005-63221]

Fleming, D. P.
Dynamic Modeling of a Dual Clearance Squeeze Film Damper — Part III  
[WTC2005-63522]

Fleming, David P.
Numerical Investigation of Choked Flow in Padded Finger Seals  
[WTC2005-64006]
[WTC2005-64108]

Flores, Eduardo Ramirez
DLC Coating of Rolling Bearings by Triboadhesion and Its Effect on Their Dynamic Response  
[WTC2005-63777]

Flugard, D.
Fatigue Life Investigation of Solid and Hollow Rollers in Pure Rolling Contact  
[WTC2005-64403]

Fond, Christophe
Mechanical Analysis of the Damage of a Thin Polymeric Coating During Scratching  
[WTC2005-63582]
Analysis of the Damage of Uncoated Polymeric Surfaces During Scratching  
[WTC2005-63586]

Fontaine, Julien
Temperature Dependence of Friction Coefficient in Ultrahigh Vacuum for Hydrogenated Amorphous Carbon Coating  
[WTC2005-63513]
New Insights on Superlow Friction Mechanisms of Hydrogenated Amorphous Carbon  
[WTC2005-63659]
Superlow Friction of WS\textsubscript{2} Coatings in Ultrahigh Vacuum at Low Temperature  
[WTC2005-63763]
The Role of Tribofilm Evolution on Tribological Behaviour of Ti\textsubscript{3}SiC\textsubscript{2} Ceramic  
[WTC2005-64267]

Fontanari, V.
The Role of Adhesion and Sub-Newton Pull-of Forces on the Test Mass Release for the LISA Experiment  
[WTC2005-63349]
Forrest, A.
A Technique for the Detection of Liquid Slip at a Load-Bearing, High Shear Contact [WTC2005-64269]

Forsberg, Markus
A Geometrically Defined All-Diamond Pad Conditioner [WTC2005-63472]

Forsyth, D. S.
A Comparative Study of Air-Couple Ultrasound Sensor and Accelerometer in Detecting Bearing Defects [WTC2005-64282]

Fortier, Alicia E.
Numerical Analysis of a Journal Bearing With a Heterogeneous Slip/No-Slip Surface [WTC2005-63088]

Foster, D. J.

Foster, L. Jr.
From Lab to Field: New High Performance Water Lubricated Bearings [WTC2005-63300]

Fouvry, S.

Fox, Malcolm F.
Lubricant Degradation in the Internal Combustion Engine Ring Zone [WTC2005-63807]

Franek, F.
Design of Abrasion Resistant Surfaces by Textures on Macroscopic Size [WTC2005-63884]

Franek, Friedrich
Complex Micromodel Analysis of Wearing Contact Interfaces [WTC2005-63540]

Fregly, B. J.
Objective Lifetime Design of Orthopaedic Joint Replacements: Are We There Yet? [WTC2005-63560]

Frene, Jean
On the Finite Volume Upwind Solution of the Reynolds Equation for a Compressible Fluid [WTC2005-63463]

Frenken, J. W. M.
Atomic-Scale Observation of Superlubricity [WTC2005-64003]

Fretigny, C.
Shear Properties of Polymer Films Within Confined Contacts [WTC2005-63488]

Fridrici, V.

Fritzson, D.
Multibody Rolling Bearing Calculations: Computer Program Beast [WTC2005-64337]

Frunza, G.
The Effects of Stress State in Dental Biocontacts [WTC2005-63697]

Frunza, M. C.
The Effects of Stress State in Dental Biocontacts [WTC2005-63697]
Fu, Xingguo
The New Lubrication Technology and China's Sustained Development [WTC2005-63123]

Fu, Yen
Detection of Modulation and Contact at HDI With Electrical Current [WTC2005-63383]

Fujimura, Satoshi
Investigation of Tribological Mechanism of Near Dry Machining (NDM) [WTC2005-64181]

Fujita, Shinji
Research of New Factors Affecting Rolling Contact Fatigue Life [WTC2005-63400]

Fujita, Sukeyuki
Computation of Thermal Deformation of Thrust Bearing Pad Concerning the Convection by Non-Uniform Oil Flow [WTC2005-63327]

Fukui, Shigehisa
A Data Correction Method for the Dynamic Measurements by the Atomic Force Microscope [WTC2005-63388]
Deformation and Stability Analysis of Ultra-Thin Lubricant Films by the Long Wave Equation: Analysis Considering the van der Waals Force and Gas Pressure at the Liquid Surface [WTC2005-63629]

Fukuma, T.

Fukuzawa, Kenji
Stiffness and Damping of Molecularly Thin PFPE Lubricant Bridging Between Magnetic Disk and Diamond Probe Tip [WTC2005-63058]
Simulations for Nanoscale Meniscus Formation and Rupture by Using Molecular Dynamics [WTC2005-63607]
A Simulation Method for Spreading Dynamics of Molecularly Thin Lubricant Films on Magnetic Disks Using Bead-Spring Model [WTC2005-64393]

Furey, Michael J.
Bioretriology: The Wear Resistance of Repaired Human Articular Cartilage [WTC2005-63304]
A Critical Assessment of Tribopolymerization as an Antiseptic Mechanism [WTC2005-63308]
Thermal Analysis of Sliding Contact in Systems With Rotary Motion [WTC2005-63673]

Fuwa, Yoshio
Effect of the Shear Strength of Coating of CNx on Friction Sliding Against Si3N4 Pin in Nitrogen [WTC2005-63419]
Effect of Applied DC Voltage to Stainless Steel Pin and CNx Coated Disk in Pin-on-Disk Sliding Test on Tribological Properties [WTC2005-63446]
G

Gabriel, Stefan M.
Initial Wear Characterization of a Spinal Artificial Disc [WTC2005-64099]

Gacoin, E.
Shear Properties of Polymer Films Within Confined Contacts [WTC2005-63488]

Gadala, Mohamed
Three-Dimensional Thermal Field in Slider Bearings [WTC2005-63076]

Gaillard, L.
Development of Highly Hydrogenated DLC Coatings for Solid Lubricant Applications in Space [WTC2005-63450]

Galanov, Boris A.
Contact Problems and Nanoindentation Tests for Indenters of Non-Ideal Shapes and Effects of Molecular Adhesion [WTC2005-63912]

Galenne, Erwan
Thermo-Elasto-Hydro-Dynamic Modeling of Hydrostatic Seals in Reactor Coolant Pumps [WTC2005-63194]

Gallego, L.
A Comprehensive Elastic-Plastic Model to Predict Wear and to Define the Optimum Geometry of Fretting Surfaces [WTC2005-63451]

Gallenne, M.-L. V.
Tire/Pavement Strain Tensor Measurement With an Infrastructure-Based Approach [WTC2005-64300]

Galvin, A. L.
Wear of Crosslinked UHMWPE in a Hip Joint Simulator [WTC2005-63295]
An Integrated Experimental and Theoretical Contact Mechanics Study of UHMWPE Hip Implants Tested in a Hip Simulator [WTC2005-63557]

Galvin, Alison L.
Modelling the Effects of Head Diameter and Cup Wall Thickness on Contact Mechanics and Wear of Cross-Linked UHMWPE Cups [WTC2005-63474]

Gamble, R.
Lubricant Degradation Studies Using a Single Cylinder Research Engine [WTC2005-64373]

Gandhi, Bhupendra K.
Effect of Physical Properties of Solid Particle on Erosion Wear of Ductile Materials [WTC2005-63997]

Gandhi, O. P.
Lubricating Oil Performance Assessment Using Signed Digraph and Matrix Approach [WTC2005-64024]

Ganemi, Bager
Thermal Influence on Torque Transfer of Wet Clutches in Limited Slip Differential Applications [WTC2005-63532]

Gao, G. T.
The Tribology of Carbon, Hydrogen, and Silicon-Containing Solid Lubricants [WTC2005-63141]
Molecular Dynamics Simulations of Nanocomposite Diamond-Like Carbon [WTC2005-63255]
Friction and Wear Studies of Hydrogenated Amorphous Carbon Films Containing Silicon [WTC2005-63746]

Gao, Ping
Ionic Liquid Thin Films: Potential Solution to Lubricate Miniaturized Devices [WTC2005-63441]
Gao, Robert X.
Multi-Scale Enveloping Spectrogram for Bearing Defect Detection [WTC2005-63541]
A Hybrid Signal Processing Technique for Bearing Defect Severity Estimation [WTC2005-63552]

Gao, Y. F.
A Micromechanical Dislocation Model of Rough Surface Contact Plasticity [WTC2005-63706]

Garbar, I.
Correlation Between Structural Changes of Materials During Friction and Finite Element Analysis [WTC2005-63114]

Garbuio, L.
How Piezoelectric Actuators Can Improve Dry Friction [WTC2005-64368]

Garcia, J. A.
Temperature-Dependent Tribological Improvements in Low-Energy Nitrogen Ion Implanted Vanadium-Titanium Alloys [WTC2005-64203]

Garcia, Jonathon
CMP and Nano-Characterization of Magnetic Head Wafer Films [WTC2005-63704]
Two-Phase Hydrodynamic Modeling of Particulate Fluids in Sliding Contacts [WTC2005-63778]

Gaspar, M. C.
Effect of the Substrate on the Fretting Wear of Sputtered W-Si-N Coatings Against Steel [WTC2005-63709]
Biomechanical Modeling of Hip Joint Prosthesis [WTC2005-64276]
Study on the Selection of Critical Electro Discharge Machining Surface Parameters Based on Robust Design of Experiments [WTC2005-64320]

Gates, Richard S.
Tribochemical Reactions at the Water-Lubricated Silicon Nitride Interface: Gel Formation Mechanism [WTC2005-64310]

Gauthier, C.
Fragmentation Processes in Polystyrene Films Under Sliding Conditions [WTC2005-63493]

Gauthier, Christian
Mechanical Analysis of the Damage of a Thin Polymeric Coating During Scratching [WTC2005-63582]
Analysis of the Damage of Uncoated Polymeric Surfaces During Scratching [WTC2005-63586]

Ge, Shirong
The Characteristic Fractal Parameter for the Characterization of Rough Surfaces [WTC2005-63643]
Biotribological Behavior of Ultra High Molecular Weight Polyethylene Composites Containing Nature Coral [WTC2005-63914]

Gean, M. C.
Contact Force Modeling of Two Blade/Disk Contacts [WTC2005-63545]

Gee, M. G.
Scratch Testing of Nanostructured Films [WTC2005-63864]

Geiderer, P.
Design of Abrasion Resistant Surfaces by Textures on Macroscopic Size [WTC2005-63884]

Gellman, Andrew J.
Issues in Vapor Phase Lubrication of Magnetic Data Storage Media [WTC2005-63165]
Vapor Phase Lubricant Adsorption on Magnetic Data Storage Media [WTC2005-64341]
Activation of SiC Surfaces for Vapor Phase Lubrication by Chemical Vapor Deposition of FE [WTC2005-64353]
Gérardin, H.
Wet Versus Dry Friction [WTC2005-64361]

Gershman, J. S.
Self-Organizing at Friction and Development of Wearproof Materials [WTC2005-63889]

Ghaisas, Niranjan
Dynamics of Bearing Shaft Systems [WTC2005-64331]

Ghanameh, M. F.
Numerical Simulation of Material Sub-Surface Defects in Rolling Contact Fatigue [WTC2005-63654]

Ghodssi, Reza
Modeling of Velocity-Dependent Rolling Friction in Linear Microball Bearings [WTC2005-64025]

Ghoneam, S. M.
Oil Film Temperature Distribution of Cylindrical Journal Bearings With Variable Axial Profile [WTC2005-63831]

Ghorbal, Achraf
Nano-Wear of Polystyrene in Contact With Hydrophilic and Hydrophobic Substrates: Influence of Interfacial Interactions [WTC2005-63475]
Sliding Friction of Polymers: The Complex Role of Interface [WTC2005-63480]

Ghorieshi, Jamal A.
Modeling and Measuring Friction-Generated Temperature of Polymers and Their Composites [WTC2005-63989]

Ghosh, Prakriti K.
Influence of Particle Content and Porosity on the Dry Sliding Wear Behaviour of Cast In-Situ Al(Ti)-Al₂O₃(TiO₂) Composites [WTC2005-63293]

Gibbs, Chris W.
Friction-Topography Correlations During Nanotribological Fatigue Testing of Bulk Polystyrene [WTC2005-63502]

Gitis, Norm
Effective Tribology Testing of Lubricating Oils [WTC2005-63078]

Gjika, Kostandin
Advances in Nonlinear Rotordynamics of Passenger Vehicle Turbochargers: A Virtual Laboratory Anchored to Test Data [WTC2005-64155]

Glavatskikh, Sergei
A Cavitation Algorithm for Arbitrary Lubricant Compressibility [WTC2005-63940]

Glovnea, Marilena
Flat Central Pressure in Circular Elastic Contacts Between High Order Surfaces [WTC2005-63647]
Elastic Contact Pressure Under Flat Punches Having Smooth Cross-Sections [WTC2005-63648]

Glovnea, R.
Elastohydrodynamic Lubrication of Multiple Periodic Ridges [WTC2005-63802]

Glovnea, R. P.
A Technique for the Detection of Liquid Slip at a Load-Bearing, High Shear Contact [WTC2005-64269]

Glovnea, Romeo P.
EHD Contacts in Low-Amplitude Oscillatory Motion [WTC2005-63226]
Goh, H. J.
Modeling Airflow and Particle Trajectories Near the Head/Disk Interface Region of a Small Form Factor Hard Disk Drive Enclosure [WTC2005-63633]

Gold, P. W.
Evaluation of the Stress Situation of Coated Tribosystems With Contact Mechanics Simulation [WTC2005-63426]
Influences of Additives on the Wear Protection of PVD-Coated and Ester Lubricated Roller Thrust Bearings [WTC2005-63427]

Goldsby, David L.
Determination of Contact Area During Small-Scale Friction Experiments by Means of Continuous Stiffness Measurements [WTC2005-63373]

Gondo, S.
Dependence of Gas Transportation in Radial Lip Seals on Oil and Gas [WTC2005-64048]

Gonzaga, Leonard
Decoupling Adjustment of Crown and Camber for Flying Height Control [WTC2005-64392]

Goodman, M.
Ultrasound as a Tool to Measure the Wear of Human Tooth Enamel [WTC2005-63499]

Gorets, K. C.
Water Lubricated Sliding Wear of Si₃N₄/BN Fibrous Monoliths [WTC2005-63897]

Goryacheva, I. G.
Adhesive Component of Friction Between Rough Surfaces [WTC2005-63266]
Modelling the Wear Process of Inhomogeneous Bodies [WTC2005-63494]

Gosman, David
CFD Modelling of Elastohydrodynamic Lubrication [WTC2005-63840]

Goto, H.
Effects of Contact Load on Fretting Wear of Al-Si Alloy Impregnated Graphite Composite [WTC2005-63726]

Goto, M.
A Mechanism of Sliding on the Nanometers-Thick AG Layers [WTC2005-63818]

Goto, Minoru
Experimental Study on Superlubricity of AG Nanometer-Thick Layers by Sliding on a Macroscopic System [WTC2005-63892]

Gotou, M.
Effects of Tube Diameters on Frictional Characteristics of Carbon Nanotubes [WTC2005-63602]

Grabovskii, V. I.
Optimum Design of Porous Gas Bearings With Maximum Load Carrying Capacity and Static Stiffness [WTC2005-63153]

Granick, Steve

Gras, R.
Prediction of Wear Rate Dispersion in Mixed Lubrication [WTC2005-63212]

Gravouil, Anthony
A Mixed Mode Fatigue Crack Growth Model Applied to Rolling Contact Fatigue [WTC2005-63331]
Gray, Caprice
Quantitative In-Situ Measurement of Asperity Compression During Chemical Mechanical Planarization [WTC2005-63805]

Greco, Aaron C.
Effect of Reinforcing Carbon Fiber Morphology on Tribological Behavior of PEEK Polymers [WTC2005-64374]

Green, Itzhak
Elasto-Plastic Hemispherical Contact Models for Various Mechanical Properties [WTC2005-63239]
The Thermoelastic Behavior of Thrust Washer Bearings Considering Boundary Lubrication and Asperity Contact [WTC2005-63240]
Poisson Ratio Effects on the Von Mises and Maximum Shear Stresses in Cylindrical Contacts [WTC2005-64120]
On the Kinematics and Kinetics of Mechanical Seals, Rotors, and Wobbling Bodies [WTC2005-64122]

Greenwood, J. A.
Adhesive Contact of Bodies Having an Elliptical Contact Area [WTC2005-64177]

Gregório, F.
Study on the Selection of Critical Electro Discharge Machining Surface Parameters Based on Robust Design of Experiments [WTC2005-64320]

Grigoris, P.
Contact Mechanics Analysis and Initial Stability of Press-Fit Metal-on-Metal Hip Resurfacing Prostheses [WTC2005-63337]
Effect of Acetabular Cup Design on the Tribology of Metal-on-Metal Hip Resurfacing Replacements: A Contact Mechanics and Elastohydrodynamic Lubrication Study [WTC2005-63356]

Grüebler, R.
Simulation of the Tribological System in Sheet Metal Processes on the Micro Scale [WTC2005-63548]

Grushcow, J.
High Oleic Plant Oils With Hydroxy Fatty Acids for Emission Reduction [WTC2005-63515]
Next Generation Feedstocks From New Frontiers in Oilseed Engineering [WTC2005-63523]

Grzybek, Janusz
Reuse of Wear Debris in Automotive Disc Brakes [WTC2005-63346]
Thickness and Distribution of the Transfer Film in Journal Bearing [WTC2005-63473]

Guan, Wenchao
Study on Lubrication Properties of Carboxymethyl Cellulose as a Novel Additive in Water-Based Stock [WTC2005-64250]

Gunsel, Selda

Guo, Qian
Nano/Micro-Rheology of Perfluoropolyether Lubricants [WTC2005-64190]

Guo, S. Y.

Guo, Zhanshe
A Micro-Tribotester for Evaluating Friction and Wear on Side Contacting Surfaces in Bulk-Microfabricated Devices [WTC2005-63317]

Gupta, Pradeep K.
Modeling Tribological Impact on Overall System Dynamics [WTC2005-64201]

Gupta, Surojit
Tribological Study of Ti$_3$SiC$_2$ and Its Derivatives [WTC2005-63739]
Gupta, Vineet
Stability and Dynamics of Non-Linear Slider Behaviour Due to Disk Waviness in the Presence of Intermolecular and Electrostatic Forces [WTC2005-63384]

Guruzu, Srinivas
Sliding Induced Nanocrystals on Si [WTC2005-63670]

Gustafson, Lisa
Fiberscopic Visualization of Total Knee Replacement Contact Kinematics During In Vitro Simulation [WTC2005-63699]

Gutierrez-Mora, Felipe
Water Lubricated Sliding Wear of Si$_3$N$_4$/BN Fibrous Monoliths [WTC2005-63897]

Gutmann, R. J.
Global Planarization Requirements for Wafer-Level Three-Dimensional (3D) ICs [WTC2005-63492]
Haber, Shimon
The Validity of the Reynolds Equation in Modeling Hydrostatic Effects in Gas Lubricated Textured Parallel Surfaces [WTC2005-63149]

Hagiya, Koushu
Computation of Thermal Deformation of Thrust Bearing Pad Concerning the Convection by Non-Uniform Oil Flow [WTC2005-63327]

Hahn, E. J.
Using Transient Solutions to Reynolds Equation to Determine Bearing Forces [WTC2005-63392]

Hajjam, Mohamed
A New Model of Thermoelastohydrodynamic Lubrication in Dynamically Loaded Journal Bearings [WTC2005-63291]

Halperin, Grigory
Nanoscale Fretting Study by Scanning Probe Microscopy [WTC2005-63233]

Hamid, Abdulhaqq A.
Influence of Particle Content and Porosity on the Dry Sliding Wear Behaviour of Cast In-Situ Al(Ti)-Al₂O₃(TiO₂) Composites [WTC2005-63293]

Hamilton, M. A.
Objective Lifetime Design of Orthopaedic Joint Replacements: Are We There Yet? [WTC2005-63560]

Hamlat, S.
Friction of Different Surface Layer of Pavements in Contact With a Rubber [WTC2005-63269]

Hammond, C.
Lubricant Degradation Studies Using a Single Cylinder Research Engine [WTC2005-64373]

Hammoum, F.
Quantification of Accelerated Wear for Road Materials by Using a New Testing Apparatus [WTC2005-63268]
Friction of Different Surface Layer of Pavements in Contact With a Rubber [WTC2005-63269]

Han, Hung-Gu
Friction Characteristics of Self-Assembled Monolayers Coated on SI-Wafer by Chemical Vapor Deposition at Nano/Micro-Scale [WTC2005-63417]

Han, Myoung-Seoup
Wear Characteristics of the Sprayed Coatings With Amorphous Material [WTC2005-63605]

Hanchi, Jorge V.
Analysis of Impact-Induced Head Disk Interface Damage During OP-Shock [WTC2005-63738]

Handschuh, Robert F.
The Robust Stability of a Wave Bearing [WTC2005-64084]

Hanlon, M. D.
Establishment of the Accuracy and Consistency of Using Automatic Image Analysis to Classify Wear Debris Particles [WTC2005-64385]
Hanrahan, J. R.
Effects of the Fraction of PTFE and Film Thickness on Wear and Friction in an ePTFE and Epoxy Composite Solid Lubricant Coating [WTC2005-63555]

Hansen, Nadja L.
Lubricity Synergism in Boundary Lubrication [WTC2005-63687]

Harada, Kazuyoshi
Dynamic Analysis of Cage Behavior in a Tapered Roller Bearing [WTC2005-64103]

Haridas, T. R.
Magnetic Bearing for Reaction Wheels in Space Application [WTC2005-63910]

Harman, M. K.
Objective Lifetime Design of Orthopaedic Joint Replacements: Are We There Yet? [WTC2005-63560]

Harris, Stephen J.
Abrasiveness of Boron Carbide (B₄C) Coatings [WTC2005-64147]

Harrison, J.
Molecular Dynamics Simulations of Nanocomposite Diamond-Like Carbon [WTC2005-63255]

Harrison, J. A.
The Tribology of Carbon, Hydrogen, and Silicon-Containing Solid Lubricants [WTC2005-63141]
Friction and Wear Studies of Hydrogenated Amorphous Carbon Films Containing Silicon [WTC2005-63746]

Harrison, J. J.
The Effect of Diesel Engine Oil Contamination on Friction and Wear [WTC2005-63854]

Harrison, Judith
Effect of Atomic-Scale Surface Roughness on Friction [WTC2005-64093]

Hart, D. P.
Quantifying the Effect of Lubricant Elasticity on Micro Textured Surfaces [WTC2005-64074]

Hartinger, Markus
CFD Modelling of Elastohydrodynamic Lubrication [WTC2005-63840]

Hartl, Martin
Experimental Study of Real Roughness Features Within EHD Point Contacts [WTC2005-63183]

Hartwig, Karl
Studying Shear Behavior of Ductile Metals Using an Atomic Force Microscope [WTC2005-64101]

Harvey, T. J.
The Effect of Diesel Engine Oil Contamination on Friction and Wear [WTC2005-63854]

Hashimoto, Masaaki
Rolling Contact Fatigue of Bearing Steel in Hydrogen Environment [WTC2005-64037]

Hassan, Masjuki Hj.
Wear and Lubrication Characteristics of a Multi-Cylinder Diesel Engine Using Vegetable Oil Blended Fuel [WTC2005-63414]

Hauert, R.
A Review of DLC Coatings for Biological Applications [WTC2005-63879]
Havryliuk, Vladimir P.
Effect of Initial Structure of Cast Composites Fe-Cr-Cu-C-(Me) on the Formation of Near-Surface Structure Under Dry and Boundary Friction [WTC2005-63054]
Wear Rate of Aluminum Alloys Reinforced by Means of Dispersed Intermetallic Compound Fe-Cr Under Dry Friction [WTC2005-63062]

Hayashi, Takefumi
Development of a Numerical Simulation System to Evaluate Flying Characteristics of Head Sliders for Magnetic Disk Storage [WTC2005-64370]
Flying Characteristics of Head Sliders on Patterned Disk Surfaces [WTC2005-64390]

Hayden, Matthew A.
Thermo-Mechanical Deformation in Heat Sink Seal Rings [WTC2005-64228]

He, Bo
Study of Small-Scale Friction at Elevated Temperatures [WTC2005-64371]

He, D. N.
Tribological Properties of Magnetron Sputtered MoS₂/Metal (Ti, Mo) Nanocomposite Coatings [WTC2005-63588]

He, Lan
A New Simulation Method of Interaction Between a Liquid Crystalline Polymer and Two Serrated Walls [WTC2005-64033]

He, Li-Dong
Experimental Investigation on the Characteristics of Honeycomb Seals and Its Application to Steam Turbine [WTC2005-63949]

He, Yinbo

Hegadekatte, V.
A Finite Element Based Technique for Simulating Sliding Wear [WTC2005-63196]

Hemmi, Makoto
Computation of Thermal Deformation of Thrust Bearing Pad Concerning the Convection by Non-Uniform Oil Flow [WTC2005-63327]

Hernandez, L. H.
Brittle Fracture Generated by Abrasion Wear in Boride Low Carbon Steel [WTC2005-63869]

Hershberger, Jeff

Heshmat, Crystal
High-Temperature High-Speed Tribometer With Complex Motion [WTC2005-63685]

Heshmat, Crystal A.
Foil Bearings Makes Oil-Free Turbocharger Possible [WTC2005-63724]

Heshmat, Hooshang
Magnetically Suspended Rotary Blood Pump [WTC2005-63681]
Low-Friction Wear Resistant Coatings for High-Temperature Foil Bearings [WTC2005-63684]
High-Temperature High-Speed Tribometer With Complex Motion [WTC2005-63685]
Major Breakthrough in Load Capacity, Speed and Operating Temperature of Foil Thrust Bearings [WTC2005-63712]
Foil Bearings Makes Oil-Free Turbocharger Possible [WTC2005-63724]
Turbojet Engine Demonstration With a High Temperature Air Foil Bearing [WTC2005-63951]
Heuberger, M.
Low Friction in Boundary Lubrication: By Structure or Dynamics? [WTC2005-64148]

Heuberger, R.
The Role of Temperature and Substrate Pairing in the Tribochemistry of Phosphorus-Based Additives [WTC2005-64290]

Heyde, Markus
Adhesion and Friction on the Nanometer Scale: Energy Dissipation During Sliding of Antimony Islands on Graphite and MoS$_2$ [WTC2005-63898]

Hicher, P. Y.
Friction of Different Surface Layer of Pavements in Contact With a Rubber [WTC2005-63269]

Higgins, M. J.

Higgs, C. F. III
Granular Flow Lubrication: A Lattice-Based Cellular Automata Modeling Approach [WTC2005-63703]
A Novel Particulate-Fluid Lubricant for Environmentally Benign Forming Processes [WTC2005-63976]

Higgs, C. Fred III
CMP and Nano-Characterization of Magnetic Head Wafer Films [WTC2005-63704]
Two-Phase Hydrodynamic Modeling of Particulate Fluids in Sliding Contacts [WTC2005-63778]

Hilerio, I.
3D Characterization of Surface State in a Knee Prosthesis [WTC2005-63850]

Hillerström, A.
Tribological Properties of Associated Structures at Solid-Liquid Interfaces [WTC2005-63225]

Hills, David A.
Asymptotic Methods Applied to the Correlation of Fretting Fatigue Lives [WTC2005-63995]

Hino, Masahiro
New Estimations of Surface Properties for Tribological Studies by Neutron Reflectometry [WTC2005-63797]

Hirani, H.
Performance Evaluation of Magnetohydrodynamic Bearing [WTC2005-63608]
Variable Valve Actuation Mechanism Using Magnetorheological Fluid [WTC2005-63609]

Hirano, Motohisa
Atomistics of Friction [WTC2005-63993]

Hiratsuka, K.
Effect of Reciprocal Sliding on Severe-Mild Wear Transition [WTC2005-64068]
Wear Characteristics of Metals Using Disk on Disk Type Wear Test Rig [WTC2005-64069]

Hiratsuka, Ken’ichi
Tribocatalytic Enhancement of Methane Oxidation [WTC2005-64034]
Tribochemical Polishing of Aluminum Oxide in the Atmosphere of CHF$_3$ [WTC2005-64041]
Wear of Polyethylene Rubbed Against Metals and Ceramics [WTC2005-64049]

Hirayama, Osamu
Numerical Simulations for Friction Induced Vibrations Considering Temperature-Dependence Effect [WTC2005-64185]
Hirayama, Tomoko
New Estimations of Surface Properties for Tribological Studies by Neutron Reflectometry [WTC2005-63797]

Hishida, Noriaki

Hissam, D. Andy
Testing and Comparative Evaluation of Space Shuttle Main Engine Flowmeter Bearings [WTC2005-63299]

Ho, Phan Manh
The Behavior of Tribological Characteristics of Diesel Crank-Shaft Bearing [WTC2005-64196]

Hoeprich, Michael R.
Grease Performance in Tapered Roller Bearings [WTC2005-64352]

Hofmann, Stephen
Micro Testing of As Found Grease Taken From Double Shielded Bearings After 10 Years Service [WTC2005-63126]

Höglund, Erik
Thermal Influence on Torque Transfer of Wet Clutches in Limited Slip Differential Applications [WTC2005-63532]

Hohlfeld, Julius
Modeling of Acoustic Wave Propagation HAMR Media [WTC2005-63913]

Hollman, Patrik
A Geometrically Defined All-Diamond Pad Conditioner [WTC2005-63472]

Hollstein, Thomas
Ceramic Rolls for Wires, Tubes and Sheets [WTC2005-63267]

Holmberg, K.
Optimizing Coated Contacts by 3D FEM Stress Modelling and Fracture Toughness Determination [WTC2005-64137]

Honda, F.
A Mechanism of Sliding on the Nanometers-Thick AG Layers [WTC2005-63818]
Experimental Study on Superlubricity of AG Nanometer-Thick Layers by Sliding on a Macroscopic System [WTC2005-63892]

Hong, Shane Y.
Investigation of Liquid Nitrogen Lubrication Effect in Cryogenic Machining [WTC2005-63089]

Hong, Y. S.
Lubrication and Dynamic Characteristics of a Cylinder Block in an Axial Piston Pump [WTC2005-63341]

Hook, Adam
A Study of the Tribological Properties of Bound Plus Mobile Phase Lubricants With QCM and MEMS Sidewall Tribometers [WTC2005-63676]

Hora, P.
Simulation of the Tribological System in Sheet Metal Processes on the Micro Scale [WTC2005-63548]

Hori, Y.
Frictional Properties of Alkyl-Substituted Phthalocyanines Physisorbed on Graphite [WTC2005-63625]
Horng, Jeng-Haur
An Improved Fractal Contact Model With Special Emphasis on Surface Roughness, Elastoplastic Transition Deformation Zone, and Hardness Effects of Coating Film [WTC2005-63418]
Study of Microcontact Model for Hard Particles Between Rough Surfaces [WTC2005-63618]

Hoshina, Yuki
A Data Correction Method for the Dynamic Measurements by the Atomic Force Microscope [WTC2005-63388]

Hossain, M. Zakir
Effects of Grooving in a Circular Step Thrust Bearing [WTC2005-63431]

Houston, J. E.
Adhesion, Friction and Mechanical Properties of -CF3 and -CH3-Terminated Alkanethiol Monolayers: A Comparative Study [WTC2005-63769]

Hryniewicz, Piotr
Low-Friction Wear Resistant Coatings for High-Temperature Foil Bearings [WTC2005-63684]

Hsia, Yiao-Tee
A Novel Method of Characterizing Slider Dynamic Motion During Intermittent Head-Disk Contact [WTC2005-63195]
Effect of Molecular Weight (MW) and End-Groups on the Thermal and Lewis-Acid Catalyzed Decomposition of Fomblin Z-Type Lubricants [WTC2005-63823]
Modeling of Acoustic Wave Propagation HAMR Media [WTC2005-63913]

Hsu, Stephen M.
Experimental Study of High-Speed Contact at Head-Disk Interface in a Magnetic Hard Disk [WTC2005-63285]
Boundary Lubricated Friction Experiments With Coarse Surface Texture [WTC2005-63355]
Modeling of the Generation of UHMWPE Particles With Microfabricated Surface Textures [WTC2005-63495]
Effect of Colloidal Probe Random Surface Features on Adhesion [WTC2005-63701]
Nanoscale Surface Force Apparatus [WTC2005-63702]
First Observation of Elastic Plowing in Nanofriction [WTC2005-63713]
Molecular Design of Durable Hydrophobic Film [WTC2005-63717]
Tribochemical Reactions at the Water-Lubricated Silicon Nitride Interface: Gel Formation Mechanism [WTC2005-64310]
Tribochemistry of Materials [WTC2005-64399]

Hu, J. J.
Adaptive Nanocomposite Films Exhibiting Low Friction in a Broad Temperature Range [WTC2005-63568]

Hu, Jianqiang
Opportunities for Replacement of Phosphorus and Dithiophosphates in Lubricating Oil With Borate Ester Additive Containing Nitrogen [WTC2005-63348]

Hu, Junhong
Tribology Character of Steel Archimedes Worm Gear [WTC2005-63535]

Hu, Xianguo
Emulsion for Single Phase Alpha-Brass in Hot Rolling Process: Case Study [WTC2005-63133]
Tribological Properties of Nano-Sized Molybdenum Disulfide Particles [WTC2005-63136]

Hu, Xiaoli
Study on the Effect of Hydrogenated Lubricant Base Oil Composition to Its Oxidation Stability [WTC2005-64133]

Hu, Y.
Adhesion, Friction and Mechanical Properties of -CF3 and -CH3-Terminated Alkanethiol Monolayers: A Comparative Study [WTC2005-63769]
Hu, Yuanzhong
A Molecular Dynamics Study on the Static and Dynamic Properties of Lubricant PFPE in Hard Disk Driver [WTC2005-64026]

Hua, D. Y.
Prediction Model of Surface Topography Evolution Due to Micropitting [WTC2005-63273]
Correlation Study of Functional Surface Parameters Based on Micro-Contact Analyses [WTC2005-63275]
An Assessment of Statistical Theory of Contact Between Macroscopically Conforming Rough Surfaces [WTC2005-63309]
Theoretical and Experimental Investigation of Frictional and Thermal Behavior in Oscillatory Sliding Line Contact [WTC2005-63572]

Hua, Diann Y.
Degradation of W-DLC Coatings in Rolling/Sliding Applications [WTC2005-63358]
Wear Behavior of W-DLC Coating Under Reciprocating Sliding Motion [WTC2005-63364]

Hua, Wei
Influence of the Pitch Static Torque of the Suspension on the Multiple Flying States of the Air Bearing Sliders [WTC2005-64391]

Huang, Fu-Ying
Friction Effect on Loading Process and Multiple Stable Flying States of Air Bearing Sliders [WTC2005-64313]

Huang, P.
Experimental Study on Influences of Electric Double Layer on Thin Film Lubrication [WTC2005-63950]
Study on Influence of Air Pressure on Braking Condition [WTC2005-63990]

Huang, Pai-Yau
Nano-Particle Interaction During Chemical-Mechanical Polishing [WTC2005-63591]

Huang, Pay-Yau
A Material Removal Rate Model Considering Interfacial Micro-Contact Wear Behavior for Chemical Mechanical Polishing [WTC2005-63260]

Huang, Peng
Tribological Properties of Nano-Sized Molybdenum Disulfide Particles [WTC2005-63136]

Huang, Ping
Application of Energy Principle to Dry Sliding Friction [WTC2005-63931]

Huang, Qing-Xe
Research and Experiment on Sleeve Damage Mechanism of Oil Film Bearing in Large-Scale Mill [WTC2005-64157]

Huang, Qing-Xue
Numerical Analysis on Fatigue Failure of Sleeve in Oil-Film Bearing [WTC2005-63265]

Huang, Shih-Shun
Design of a Linear Ultrasonic Motor With the Bi-Directional Movement [WTC2005-64054]

Huang, X.
Characterization of Fretting Damage at Ti-6Al-4V Interfaces in Point Contact [WTC2005-63537]

Huang, Xiaolong
Biotribological Behavior of Ultra High Molecular Weight Polyethylene Composites Containing Nature Coral [WTC2005-63914]

Huang, Yong
Tribological Investigation of the Polymer-Based Lubrication System With Micropores Used in a Manufacturing Transfer Line [WTC2005-64277]
Huang, Yuan Mao
The Transient Thermal Stress and Deflection of a Brake [WTC2005-63292]
Design of the Stator Inner Contour for a Compressor [WTC2005-63410]
The Stress of Sliding Vanes in a Rotary Compressor [WTC2005-63640]
Design of a Linear Ultrasonic Motor With the Bi-Directional Movement [WTC2005-64054]

Huber, Christopher O.
Finite Element Simulation of Metal Matrix Composites: Effective Coefficients of Friction and Temperature Fields Under Frictional Loading [WTC2005-63272]

Huber, N.
A Finite Element Based Technique for Simulating Sliding Wear [WTC2005-63196]

Humphrey, Gary R.
Analysis of Particulates From J52P408 Oil Filters [WTC2005-63158]

Hupp, S. J.
Quantifying the Effect of Lubricant Elasticity on Micro Textured Surfaces [WTC2005-64074]

Husnawan, M.
Flash Temperature Parameter Number Prediction Model by Design of Tribological Experiments for Basestock Mineral Oil Containing Palm Olein and Aminophosphate Additives [WTC2005-63193]

Hussainova, Irina
Applications of Impact Dynamics to Assessment of Composite Erosion Resistance [WTC2005-63184]
Tribological Properties of Boron Nitride Based Composites [WTC2005-63210]

Hutchings, I. M.
Lubricated Sliding Wear of Textured Surfaces [WTC2005-63819]
The Role of Particle Motion in Abrasive and Erosive Wear [WTC2005-64273]

Hwang, D.-H.

Hwang, Pyung
Bifurcation Approach to the Analysis of Multiple Flying Height States in Load/Unload Hard Disk Drive Systems [WTC2005-64028]

Hyun, Sangil
Effect of Atomic-Scale Surface Roughness on Friction [WTC2005-64093]
Ichimaru, K.
A New Implementation of Reynolds Equation for Analyzing Mixed EHL [WTC2005-63660]

Ichisawa, Katsuhisa
Computation of Thermal Deformation of Thrust Bearing Pad Concerning the Convection by Non-Uniform Oil Flow [WTC2005-63327]

Igartua, A.
Sunflower Based Grease for Heavy Duty Applications [WTC2005-63484]

Iglesias, P.
Neat Ionic Liquids and Additives in Lubrication of Steel-Aluminum [WTC2005-63120]
Friction and Wear of a Polymer-Matrix Reinforced With Nanocrystalline Alloy [WTC2005-64279]

Ignatovsky, Alex

Ikeda, Kazuaki
New Estimations of Surface Properties for Tribological Studies by Neutron Reflectometry [WTC2005-63797]

Ikeda, T.
Frictional Properties of Alkyl-Substituted Phthalocyanines Physisorbed on Graphite [WTC2005-63625]

Ikeshoji, T. T.
A Method to Predict Temperature Fields During Frictional Welding by Introducing the Heat Input Coefficient and the Heat Input Surface Transfer [WTC2005-63639]

Iliev, Christo
On the Wear Measurement and Calculation in Ball on Disc Test [WTC2005-63191]

Imagawa, Kichiro
Changes in Tribological Properties of MOS2 Film Exposed to LEO on SM/SEED [WTC2005-64029]

Imbourg, Frédéric
Experimental Investigation of the Design Parameters and of the Working Conditions on the Global Characteristics of a Squeeze Film Damper [WTC2005-64270]

Inasaki, Ichiro
Investigation of Tribological Mechanism of Near Dry Machining (NDM) [WTC2005-64181]

Ingham, E.
Wear of Crosslinked UHMWPE in a Hip Joint Simulator [WTC2005-63295]
An Integrated Experimental and Theoretical Contact Mechanics Study of UHMWPE Hip Implants Tested in a Hip Simulator [WTC2005-63557]

Ingham, Eileen
The Effect of Different Lubrication Regimes and Lubricants on the Friction Hard-on-Hard Total Hip Replacements [WTC2005-63330]

Ingole, S.
Biotribological Behavior of Boronized Tungsten [WTC2005-63692]
Friction and Wear Behavior of Boronized Chromium for Biological Applications [WTC2005-63696]
Ingole, Sudeep
Friction-Induced Phase Transformations of Cu-Al During Severe Wear [WTC2005-63690]
Studying Shear Behavior of Ductile Metals Using an Atomic Force Microscope [WTC2005-64101]

Inoue, Harutaka
Wear of Polyethylene Rubbed Against Metals and Ceramics [WTC2005-64049]

Inoue, Kazuko
New Estimations of Surface Properties for Tribological Studies by Neutron Reflectometry [WTC2005-63797]

Inoue, Kenichi
Effects of Microscopic Spherical Particles Mixed in Lubricating Oil on Frictional Characteristics of Linear Slide Guide [WTC2005-63595]

Ioannides, E.
Multibody Rolling Bearing Calculations: Computer Program Beast [WTC2005-64337]

Ioannides, S.
Thermo-Mechanical Model for Moving Layered Rough Surface Contacts [WTC2005-63800]

Ioannides, Stathis
CFD Modelling of Elastohydrodynamic Lubrication [WTC2005-63840]

Ionescu, Mihail G.
Considerations Regarding the Analytical Solution of Journal Bearing Lubrication [WTC2005-63966]

Ionescu, Vladimir-Codrin
Considerations Regarding the Analytical Solution of Journal Bearing Lubrication [WTC2005-63966]

Iordanoff, I.
Widening Classical Wear Laws to the Concept of Third Body [WTC2005-63199]

Irimescu, Luminita
Huber-Mises-Hencky Equivalent Stress: A Surface Failure Indicator [WTC2005-63665]

Isbell, Terry A.
Film-Forming Properties of Estolides [WTC2005-64089]

Ishibashi, Yutaka
Plastic Deformations of Micro-Spheres by Solidified Lubricants and Lubricants' Shear Stress Under Very High Pressure [WTC2005-63099]

Ishida, Makoto
Rail Corrugations Caused by Low Coefficient of Friction in a Submarine Railway Tunnel [WTC2005-64346]

Ishikawa, Y.
Tribological Property of WC Cermet Coatings Sprayed by Using an Improved HVOF Process [WTC2005-63461]

Israelachvili, Jacob
Triboelectrification Between Dissimilar Smooth Metal Surfaces With Self-Assembled Monolayers [WTC2005-64363]

Ives, Lewis
Boundary Lubricated Friction Experiments With Coarse Surface Texture [WTC2005-63355]
**Iwai, Tomoaki**
Effect of Crosslink Density and Mechanical Properties on the Wear of Silica-Filled Styrene-Butadiene Rubbers [WTC2005-63476]

**Iwaki, Masanori**
Temperature Dependence of Friction Coefficient in Ultrahigh Vacuum for Hydrogenated Amorphous Carbon Coating [WTC2005-63513]
Superlow Friction of WS2 Coatings in Ultrahigh Vacuum at Low Temperature [WTC2005-63763]
Jackson, Mark J.
Wear of Dental Cutting Tools Coated With Nanocrystalline Diamond Coatings [WTC2005-63922]

Jackson, Robert L.
A Comparison of Elastic Contact Modeling Utilizing Statistical and Fractal Approaches [WTC2005-63238]
Elasto-Plastic Hemispherical Contact Models for Various Mechanical Properties [WTC2005-63239]
The Thermoelastic Behavior of Thrust Washer Bearings Considering Boundary Lubrication and Asperity Contact [WTC2005-63240]
A Multi-Scale Model for Contact Between Rough Surfaces [WTC2005-63565]

Jacobs, R.
Development of Highly Hydrogenated DLC Coatings for Solid Lubricant Applications in Space [WTC2005-63450]

Jacobs, Terry L.
Deep Rolling Efficiently Increases Fatigue Life [WTC2005-63093]

Jacobson, Bo O.
High Pressure Lubricant Property Measurements [WTC2005-63329]

Jacobson, S.
Effect of Surface Textures in Highly Loaded Grease Lubricated Reciprocating Sliding Contacts [WTC2005-63222]

Jacobson, Staffan
A Geometrically Defined All-Diamond Pad Conditioner [WTC2005-63472]

Jacq, C.
A Comprehensive Elastic-Plastic Model to Predict Wear and to Define the Optimum Geometry of Fretting Surfaces [WTC2005-63451]

Jacques, David
Solid Lubrication by Multiwalled Carbon Nanotubes in Air and in Vacuum for Space and Aeronautics Applications [WTC2005-63249]
Applications of Carbon Based Nano-Particles to Space and Aeronautics Lubrication [WTC2005-63553]

Jadayil, W. Abu
Fatigue Life Investigation of Solid and Hollow Rollers in Pure Rolling Contact [WTC2005-64403]

Jagodnik, John J.
A Model for Analyzing Multi-Asperity Contact of Thin Sheets With Real Surfaces on Both Sides [WTC2005-63862]

Jahanmir, Said
Magnetically Suspended Rotary Blood Pump [WTC2005-63681]
Low-Friction Wear Resistant Coatings for High-Temperature Foil Bearings [WTC2005-63684]
High-Temperature High-Speed Tribometer With Complex Motion [WTC2005-63685]

Jai, Mohammed
Perturbation Analysis of Texture Effects on Lubricated Devices [WTC2005-63571]

Jain, S. C.
Effect of Physical Properties of Solid Particle on Erosion Wear of Ductile Materials [WTC2005-63997]

Jain, Satish C.
Influence of Particle Content and Porosity on the Dry Sliding Wear Behaviour of Cast In-Situ Al(Ti)-Al$_2$O$_3$(TiO$_2$) Composites [WTC2005-63293]
Jain, V. K.
Analysis of Surface Roughness and Surface Texture Generated by Pulsating Flexible Magnetic Abrasive Brush (P-FMAB) [WTC2005-63134]
Evaluation of Rheological Properties of Magnetorheological Polishing Fluid and Their Effect on Surface Finish in Ultra Precision Finishing Processes [WTC2005-64260]

Jain, Vi. K.
Effects of Stress-Relieving Slots on Fretting Fatigue Behavior of Ti-6Al-4V [WTC2005-64336]

James, D.
On Direct Measurement of Forces Between CMP Polishing Pads and Abrasive Nanoparticles [WTC2005-64160]

Jang, Inook
Nano-Tribology of a Polytetrafluoroethylene Transfer Films Using Molecular Dynamics Simulation and Microtribometry [WTC2005-63881]

Jang, Joonyoung
Thermal Influence on Torque Transfer of Wet Clutches in Limited Slip Differential Applications [WTC2005-63532]

Jankauskas, Vytenis
Investigation of Sliding Friction Pairs With Electro-Pulse Sprayed Micro-Coats [WTC2005-63975]

Jao, T. C.
Influence of Material Property on Micropitting and Pitting Behavior [WTC2005-63562]

Jao, Tze-Chi
Effect of Detailed Base Oil Structure on Oxidation Performance of Automatic Transmission Fluids [WTC2005-63563]

Jarvis, S. P.

Jasti, V. K.
Granular Flow Lubrication: A Lattice-Based Cellular Automata Modeling Approach [WTC2005-63703]

Javorova, Juliana G.
Journal Bearings Stability With Consideration of Fluid Inertia [WTC2005-64200]

Jay, G. D.
Adhesive Force Reduction and Molecular Aggregation on Lubricin-Coated Contacts [WTC2005-64016]
Lubricin Interaction With Hyaluronate Promotes Interchain Association Leading to Network Formation [WTC2005-64017]

Jayadas, N. H.
Vegetable Oils as Base Oil for Industrial Lubricants: Evaluation oxidative and Low Temperature Properties Using TGA, DTA and DSC [WTC2005-63893]

Jayal, Anshu D.
On the Tribological Effectiveness of Controlled Cutting Fluid Application in Machining With Coated Tools [WTC2005-64311]

Jayson, Eric M.
Effect of Non-Operational Shock on Interaction Between Suspension Lift-Tab and Load/Unload Ramp [WTC2005-63558]

Jech, M.
Investigation of Influence of Inclination on Friction and Wear Mechanisms in Piston Ring Cylinder Liner Contact With the New SRV® 4 Test Rig [WTC2005-63520]
Jeng, Yeau-Ren
A Material Removal Rate Model Considering Interfacial Micro-Contact Wear Behavior for Chemical Mechanical Polishing [WTC2005-63260]
Nano-Particle Interaction During Chemical-Mechanical Polishing [WTC2005-63591]

Jeong, Hoon Eui
Tribological Properties of Nano/Micro-Patterned PMMA Surfaces on Silicon Wafer [WTC2005-63964]

Jeong, Sung-Hoon
Fretting Wear Characteristics of Tube-Support Components for a Steam Generator in Elevated Temperature [WTC2005-63399]

Jha, Sunil
Evaluation of Rheological Properties of Magnetorheological Polishing Fluid and Their Effect on Surface Finish in Ultra Precision Finishing Processes [WTC2005-64260]

Jhon, Myung S.
Nano/Micro-Rheology of Perfluoropolyether Lubricants [WTC2005-64190]

Jia, Yi
The Influence of the Design Parameters on the Performance of Thin Film Temperature Sensor [WTC2005-63765]

Jiang, Haizhen
Synthesis of the Multifunctional Additive N-acyl Glutamic Acid and Application in Water-Based Lubricating Fluids [WTC2005-64205]
Study of Relationship Between Structure of the Organic Aliphatic Acid and Rust-Inhibiting and Tribological Behavior in the Water-Based Cutting Fluid [WTC2005-64213]

Jimenez, A. E.
Neat Ionic Liquids and Additives in Lubrication of Steel-Aluminum [WTC2005-63120]

Jin, X.
Behavior of a Horizontal Fluid Filled Crack Under Moving Hertzian Load [WTC2005-64087]

Jin, Ying
Study on the Wear of Wheel Flange/Rail Gauge Face [WTC2005-63318]

Jin, Yuansheng

Jin, Yuansheng
Effect of Mechanochemical Activation on Surface Oxidation of Steel Ball in Milling Serpentineite [WTC2005-63396]
Tribological Performances of Some Piston Ring Materials Lubricated With Low Acidity Fuel Alcohol [WTC2005-63411]
Phase Structure and Lubricity of In-Situ Generated Protective Layer on Worn Metal Surfaces in Presence of Mg₆Si₆O₁₆(OH)₈ [WTC2005-63927]

Jin, Z.
Contact Mechanics Analysis and Initial Stability of Press-Fit Metal-on-Metal Hip Resurfacing Prostheses [WTC2005-63337]
Effect of Acetabular Cup Design on the Tribology of Metal-on-Metal Hip Resurfacing Replacements: A Contact Mechanics and Elastohydrodynamic Lubrication Study [WTC2005-63356]

Jin, Z. M.
Elasto-Hydrodynamic Lubrication Modeling of Spherical Metal-on-Metal Artificial Hip Joints [WTC2005-63556]
An Integrated Experimental and Theoretical Contact Mechanics Study of UHMWPE Hip Implants Tested in a Hip Simulator [WTC2005-63557]
Jin, Zhongmin
Modelling the Effects of Head Diameter and Cup Wall Thickness on Contact Mechanics and Wear of Cross-Linked UHMWPE Cups [WTC2005-63474]

Jin, Zhongmin M.
The Effect of Different Lubrication Regimes and Lubricants on the Friction Hard-on-Hard Total Hip Replacements [WTC2005-63330]

Jing, Hefeng
Tribological Properties of Nano-Sized Molybdenum Disulfide Particles [WTC2005-63136]

Jing, Yang
Thickness and Processing Effects on the Composition and Actuating Force of Pb(Zr,Ti)O_3 Thin-Film Micro-Actuator for Hard Disk Drives [WTC2005-63316]

Jisa, Robin
Complex Micromodel Analysis of Wearing Contact Interfaces [WTC2005-63540]

Johansen, Kenneth H.
Lubricity Synergism in Boundary Lubrication [WTC2005-63687]

Johansson, S.
Wear Resistance of Smooth Automotive Cylinder Liner Surfaces [WTC2005-64281]

Johansson, Staffan
Optimization of the Cylinder Liner Surface for Reduction of Oil Consumption [WTC2005-63464]

Johnson, Bryan
Micro Testing of As Found Grease Taken From Double Shielded Bearings After 10 Years Service [WTC2005-63126]
The Use of a Stress Rheometer in Lieu of Cone Penetration [WTC2005-64280]

Johnson, J. A.
A Surface Analytical Study of the Effects of Water and Oxygen on Tribological Behavior of DLC Films [WTC2005-64083]

Johnson, Jacqueline A.
Effect of Reinforcing Carbon Fiber Morphology on Tribological Behavior of PEEK Polymers [WTC2005-64374]

Johnson, K. L.
Adhesive Contact of Bodies Having an Elliptical Contact Area [WTC2005-64177]

Johnson, Robert E.

Joly-Pottuz, L.
Carbon Nanotubes and Onions as Lubricant Additives [WTC2005-63220]
Inorganic Fullerene-Like Nanoparticles as New Lubricant Additives: A Drug Delivery Mechanism [WTC2005-63221]

Jones, Paul M.
Effect of Molecular Weight (MW) and End-Groups on the Thermal and Lewis-Acid Catalyzed Decomposition of Fomblin Z-Type Lubricants [WTC2005-63823]

Joseph, C. C.
Magnetic Bearing for Reaction Wheels in Space Application [WTC2005-63910]
Jung, Moon-Gyo
Numerical Simulation and Experimental Study on the Effect of Ramp Profile, Friction and Flex-Cable Force on the L/UL Process for Small Form Factor HDD [WTC2005-64389]

Jurevichius, Mindaugas
Application of Hydromechatronics for Studying the Motion Accuracy of the Working Parts of Technological Machines [WTC2005-63328]

Jv, Y.
Kabat, O. S.
Effect of Graphite Content on Wear of Thermostable Graphite-Reinforced Plastics [WTC2005-63229]

Kadin, Yuri
Multiple Loading-Unloading of an Elastic-Plastic Spherical Contact [WTC2005-63148]

Kadiric, A.
Thermo-Mechanical Model for Moving Layered Rough Surface Contacts [WTC2005-63800]

Kadri, Shabibahmad
Studying Shear Behavior of Ductile Metals Using an Atomic Force Microscope [WTC2005-64101]

Kailas, Satish V.
Role of Surface Topography on Friction and Transfer Layer Formation: A Study Using Inclined Scratch Test [WTC2005-63999]
Effect of Directionality of Grinding Marks on Friction at Different Surface Roughness Using Inclined Scratch Test [WTC2005-64000]

Kailer, Andreas
Ceramic Rolls for Wires, Tubes and Sheets [WTC2005-63267]

Kajdas, Czeslaw
A Critical Assessment of Tribopolymerization as an Antiwear Mechanism [WTC2005-63308]
Tribocatalytic Enhancement of Methane Oxidation [WTC2005-64034]
Wear of Polyethylene Rubbed Against Metals and Ceramics [WTC2005-64049]

Kakas, D.
Some Tribological Aspects of the Duplex Coatings With Additional Ion Bombardment [WTC2005-64218]

Kakishima, Hideshi
A Fundamental Study on Derailment of Wheel Flange Under Rolling-Sliding and Pure Sliding Conditions [WTC2005-63422]

Kakoty, S. K.
Nonlinear Time Transient Stability Analysis of Multilobe Bearings [WTC2005-63325]

Kalácska, Gábor
Friction and Wear of Engineering Polymer Gears [WTC2005-63961]

Kalam, M. A.
Study of Lubricant Viscosity From Diesel Engine Operating on Various Percentages of Coconut Oil Blended Fuel [WTC2005-63263]

Kalam, Md. Abul
Wear and Lubrication Characteristics of a Multi-Cylinder Diesel Engine Using Vegetable Oil Blended Fuel [WTC2005-63414]

Kaleli, Hakan
Tribomechanical-Chemical Effects and Visualisation of Additive's Layer Formation in Engine Crankcase Oil Between Sliding Pairs [WTC2005-63509]

Kalin, M.
Friction and Wear of Diamond-Like Carbon Coatings Lubricated With Biodegradable Oils [WTC2005-63340]
Boundary Lubrication of DLC Coatings With Conventional Oils [WTC2005-63906]

Kalita, M.
Nonlinear Time Transient Stability Analysis of Multilobe Bearings [WTC2005-63325]
Kallappa, Pattada
Fault Detection and Lubricant Health Monitoring for Slow Bearings in Extreme Operating Conditions [WTC2005-64019]

Kaltchuk, Nikolay A.
Effect of Initial Structure of Cast Composites Fe-Cr-Cu-C-(Me) on the Formation of Near-Surface Structure Under Dry and Boundary Friction [WTC2005-63054]

Kälvesten, E.
Effect of Surface Textures in Highly Loaded Grease Lubricated Reciprocating Sliding Contacts [WTC2005-63222]

Kamo, Lloyd
Development of High Temperature Tribological Lubricant for Low Heat Rejection High Temperature Operation Diesel Engines [WTC2005-64342]
Ceramic Coated Piston Rings for Internal Combustion Engines [WTC2005-64343]

Kan, Edwin C.
A New Technique for Contact Mechanics and Friction in Microstructures: Controllable Electrostatic Repulsive Forces From Capacitive Coupling to Electret [WTC2005-64149]

Kaneko, Satoru
The Effect of Thin Lubricant Films on Acoustic Emission Characteristics [WTC2005-64256]

Kaneta, M.
Thermal and Non-Newtonian Numerical Analyses for Starved EHL Line Contacts [WTC2005-63390]
Thermal EHL Analyses of Point Contacts With Surface Roughness [WTC2005-63584]

Kang, Ji-Hoon
A Study on Adhesion Between Mold and Resist in Nanoimprint Lithography [WTC2005-63597]
Effects of Adhesion and Friction on the Pattern Transfer in Nanoimprint Lithography: A Molecular Dynamics Simulation [WTC2005-63652]

Kang, Lu
Modelling the Effects of Head Diameter and Cup Wall Thickness on Contact Mechanics and Wear of Cross-Linked UHMWPE Cups [WTC2005-63474]

Kano, M.
Towards Superlubricity Under Boundary Lubrication [WTC2005-63953]

Kano, Makoto
Super Low Friction Property of DLC Lubricated With Ester-Containing Oil: Part 1 — Friction Properties Evaluated in Rig Tests [WTC2005-63920]

Kapusta, H.
Effect of Oil Supply Pressure on the Maximum Oil Film Temperature of 2-Lobe Journal Bearing [WTC2005-63827]

Karczynski, Dennis C.
Tribological Investigation of the Polymer-Based Lubrication System With Micropores Used in a Manufacturing Transfer Line [WTC2005-64277]

Karis, T. E.
Oxidation Chemistry of Primary and Secondary Antioxidants [WTC2005-63592]

Karrar, C.
Model Based Method for a Sophisticated Dimensioning of Clutch Systems in View of the Occurrence of Frictional Vibration [WTC2005-63667]
Karuppiah, K. S. Kanaga

Kasprzycka, Ewa

Kasrai, M.
Tribofilms Generated From ZDDP and DDP on Steel Surfaces: Part 1 — Growth, Wear and Morphology [WTC2005-63246]
Tribofilms Generated From ZDDP and DDP on Steel Surfaces: Part 2 — Chemistry [WTC2005-63251]
Friction-Induced Change of Boron Hybridization in Lubricant Additives [WTC2005-64188]

Kasum, Thomas J.
Direct Observations of Emulsion Flow in EHL Contact [WTC2005-63074]

Kato, K.
Rolling Noise and Wear Mode of Wheel on Railway [WTC2005-63635]

Kato, Koji
Formation Mechanisms of Tribo-Coating for Low Friction in UHV [WTC2005-64274]
Effect of Humidity on Friction of Carbon Nitride Coatings Under N₂ Gas Lubrication [WTC2005-64275]
The Effect of Nitrogen on Friction and Wear of Hard Materials [WTC2005-64321]

Kato, T.
Pressure in Ultra Thin Perfluoropolyether Film [WTC2005-64257]

Kato, Takahisa
The Effect of Thin Lubricant Films on Acoustic Emission Characteristics [WTC2005-64256]

Kaushik, S.
An Investigation on Machining Behaviour of Metal Matrix Composites by Using PCD Inserts [WTC2005-63152]

Kawaguchi, Masahiro
The Effect of Thin Lubricant Films on Acoustic Emission Characteristics [WTC2005-64256]

Kawai, Toshiyuki
Stiffness and Damping of Molecularly Thin PFPE Lubricant Bridging Between Magnetic Disk and Diamond Probe Tip [WTC2005-63058]

Kawakita, J.
Tribological Property of WC Cermet Coatings Sprayed by Using an Improved HVOF Process [WTC2005-63461]

Kawakubo, Y.
Effects of Tube Diameters on Frictional Characteristics of Carbon Nanotubes [WTC2005-63602]

Kawasaki, Mariko
An Easy Way to Find a Suitable Amount of Top-Up Oil [WTC2005-64143]

Kawasaki, Mario
Investigation of O-Ring Deterioration Due to Polymerized Oil Oxidation Products [WTC2005-64104]

Kawata, Ken
Disk-Like Compounds Showing Low Traction Coefficient Under EHL Contacts [WTC2005-63580]

Kayali, E. Sabri
An Investigation of Fretting Wear Behaviour of Ternary (Zr,Hf)N Coatings [WTC2005-63637]
Kazi, Hassan I.
The Impact of Chemical Mechanical Planarization Polishing on a Surface Textured With Deterministic Microasperities [WTC2005-64292]

Kazmanli, K.
Comparative Tribological Behavior of TiN-, CrN-, ZrN-, and MoN -Cu Based Nanocomposite Coatings [WTC2005-64056]

Kazmanli, M. K.
Scuffing Resistance of Laser Textured Surfaces [WTC2005-64013]

Ke, Gang
Study on Lubrication Properties of Carboxymethyl Cellulose as a Novel Additive in Water-Based Stock [WTC2005-64250]

Keer, L. M.
Contact Analyses for Bodies With Frictional Heating and Plastic Behavior [WTC2005-63156]
Partial Contact of a Smooth Elastic Wavy Strip Pressed Between Two Flat Surfaces [WTC2005-63985]
Behavior of a Horizontal Fluid Filled Crack Under Moving Hertzian Load [WTC2005-64087]

Keer, Leon M.
Numerical Simulation for Rough Contact Incorporating Plastic Deformation [WTC2005-63307]
Gear Pitting Life Prediction and Comparison With Experiments [WTC2005-63352]
Thermo-Electro-Mechanical Simulation of Aluminum-Steel Imperfect Electrical Contact With Extremely High Interfacial Temperature [WTC2005-63369]
Contact Problems and Nanoindentation Tests for Indenters of Non-Ideal Shapes and Effects of Molecular Adhesion [WTC2005-63912]
Models of Friction and Wear of DLC Films [WTC2005-64085]
Nonhertzian Contact: Geometric and Computational Issues [WTC2005-64380]

Keith, T. G. Jr.
Prediction Model of Surface Topography Evolution Due to Micropitting [WTC2005-63273]
Dynamic Modeling of a Dual Clearance Squeeze Film Damper — Part III [WTC2005-63522]
Lobatto Point Quadrature for Thermal Lubrication Problems Involving Compressible Lubricants [WTC2005-64171]

Keith, Theo G. Jr.
The Robust Stability of a Wave Bearing [WTC2005-64084]

Kelling, N.
Magnéli-Type Phases for Dry High-Speed Sliding Applications Up to 800°C [WTC2005-63236]

Kennedy, F. E.
Wear Evaluation of Crosslinked UHMWPE for Knee Prostheses Using a Multi-Station Rolling-Sliding Tribotester [WTC2005-63533]

Kennedy, Francis E. Jr.
In-Vitro Study of Backside Wear Mechanism on Mobile Knee Bearing Components [WTC2005-63360]

Kent, T.
New Generation of Smart Sensors [WTC2005-63695]

Keresztes, Róbert
Friction and Wear of Engineering Polymer Gears [WTC2005-63961]

Kernizan, Carl F.
KRL Thrust Bearing Rig: Effects of Test Conditions on Bearing Performance [WTC2005-64266]
Khabashesku, Valery N.
Applications of Carbon Based Nano-Particles to Space and Aeronautics Lubrication [WTC2005-63553]

Khan, Polina V.
Bifurcation Approach to the Analysis of Multiple Flying Height States in Load/Unload Hard Disk Drive Systems [WTC2005-64028]

Khang, Le Ba
Investigation of Tribological Properties of Slide Bearing (PA 6-15% PTFE1100) [WTC2005-64193]

Khanh, Du Dao

Kharlamov, M. Y.
General Problems of Tribology of Thermal Sprayed Composite Coatings [WTC2005-63631]

Kharlamov, V. V.
Wear of Sliding Tribocojugations With Irregular Profile Peak From a Position of a Damage Accumulation on the Plastic Contact Condition [WTC2005-63820]

Kharlamov, Y. A.
General Problems of Tribology of Thermal Sprayed Composite Coatings [WTC2005-63631]

Khonsari, M. M.
Reynolds Equations for Common Generalized Newtonian Models and an Approximate Reynolds-Carreau Equation [WTC2005-63345]
Analysis of Heat Partitioning in Wheel/Rail and Wheel/Brake Shoe Contact: An Analytical Approach [WTC2005-63365]
Theoretical and Experimental Investigation of Frictional and Thermal Behavior in Oscillatory Sliding Line Contact [WTC2005-63572]

Khonsari, Michael M.
Thermal Influence on Torque Transfer of Wet Clutches in Limited Slip Differential Applications [WTC2005-63532]

Kiehne, T. M.
Theoretical Analysis of Piston Ring Frictional Loss in an Innovative Rotating Liner Internal Combustion Engine [WTC2005-63725]

Kiely, James
A Novel Method of Characterizing Slider Dynamic Motion During Intermittent Head-Disk Contact [WTC2005-63195]

Kim, B. R.

Kim, Byungkyu
Tribological Properties of Nano/Micro-Patterned PMMA Surfaces on Silicon Wafer [WTC2005-63964]

Kim, Dae-Eun

Kim, Dae-Young
Effect of Lubricant Darkening on Wear Properties of White Metal Bearing in 2-Stroke Marine Diesel Engine [WTC2005-63593]
Wear Characteristics of the Sprayed Coatings With Amorphous Material [WTC2005-63605]

Kim, Doek-Ho
Tribological Properties of Nano/Micro-Patterned PMMA Surfaces on Silicon Wafer [WTC2005-63964]
Kim, Donggun
Activation of SiC Surfaces for Vapor Phase Lubrication by Chemical Vapor Deposition of FE [WTC2005-64353]

Kim, Dongman
Effect of Glide Head and Suspension on Glide Detection [WTC2005-63376]

Kim, Eun-Cheol
Effect of Lubricant Darkening on Wear Properties of White Metal Bearing in 2-Stroke Marine Diesel Engine [WTC2005-63593]

Kim, Hyun I.
Conductive Atomic Force Microscopic (C-AFM) Studies of Au/MoS$_2$ Nanocomposite Films [WTC2005-63987]

Kim, K. S.
Adhesive Force Reduction and Molecular Aggregation on Lubricin-Coated Contacts [WTC2005-64016]

Kim, Kwang-Seop
A Study on Adhesion Between Mold and Resist in Nanoimprint Lithography [WTC2005-63597]
Effects of Adhesion and Friction on the Pattern Transfer in Nanoimprint Lithography: A Molecular Dynamics Simulation [WTC2005-63652]

Kim, Kyung-Soo
Tribological Characteristics of Coated Vane Surfaces Under Mixed Environments of Various Oils and CO$_2$ as a Refrigerant [WTC2005-63412]

Kim, Kyung-Woong
A Study on Adhesion Between Mold and Resist in Nanoimprint Lithography [WTC2005-63597]
Effects of Adhesion and Friction on the Pattern Transfer in Nanoimprint Lithography: A Molecular Dynamics Simulation [WTC2005-63652]
The Static Performance Analysis of Air Foil Journal Bearings Considering Three-Dimensional Structure of Bump Foil [WTC2005-63728]

Kim, M.
Theoretical Analysis of Piston Ring Frictional Loss in an Innovative Rotating Liner Internal Combustion Engine [WTC2005-63725]

Kim, Myungsob
A New Technique for Contact Mechanics and Friction in Microstructures: Controllable Electrostatic Repulsive Forces From Capacitive Coupling to Electret [WTC2005-64149]

Kim, Sang-Gook
Micro Undulated Contact Surfaces on the Contact Behavior of a MEMS Switch [WTC2005-63743]

Kim, Seock Sam
Sliding Wear Behavior of Plasma Sprayed Zirconia Ceramic Coating Under Different Conditions [WTC2005-63852]
The Behavior of Tribological Characteristics of Diesel Crank-Shaft Bearing [WTC2005-64196]

Kim, Seock-Sam

Kim, Tae Ho
Analysis of Gas Foil Bearings With Piecewise Linear Elastic Supports [WTC2005-63397]
Gas Foil Bearings: Limits for High-Speed Operation [WTC2005-63398]
Kim, Wan-Sik
Thermo-Electro-Mechanical Simulation of Aluminum-Steel Imperfect Electrical Contact With Extremely High Interfacial Temperature [WTC2005-63369]
Numerical Modeling of Surface Temperature Rising on Imperfect Sliding Electrical Contact [WTC2005-64142]

Kim, Y.-W.

Kim, Young-Cheol
The Static Performance Analysis of Air Foil Journal Bearings Considering Three-Dimensional Structure of Bump Foil [WTC2005-63728]

Kimmar, Eduard
Tribological Properties of Boron Nitride Based Composites [WTC2005-63210]

Kinzig, Barbara J.
Novel Ionic Liquid Lubricants for Aerospace and MEMS [WTC2005-63744]

Kirpekar, Sujit
A Study on the Efficacy of Airflow Mitigation Devices in Hard Disk Drives [WTC2005-63529]

Kishore
Role of Surface Topography on Friction and Transfer Layer Formation: A Study Using Inclined Scratch Test [WTC2005-63999]

Klaas, H.
Evaluation of the Stress Situation of Coated Tribosystems With Contact Mechanics Simulation [WTC2005-63426]

Kligerman, Yuri
Multiple Loading-Unloading of an Elastic-Plastic Spherical Contact [WTC2005-63148]
The Validity of the Reynolds Equation in Modeling Hydrostatic Effects in Gas Lubricated Textured Parallel Surfaces [WTC2005-63149]
Failure Inception of a Spherical Contact Under Slip and Stick Conditions for Various Material Properties [WTC2005-63150]

Klit, Peder
Shaft Center Orbit in Dynamically Loaded Radial Bearings [WTC2005-64036]

Km, Daejong
Design and Hydrodynamic Performance of Hybrid Flexural Pivot Gas Bearings for High Speed Oil-Free Micro Turbomachinery [WTC2005-63561]

Knigge, Bernhard
Write Protrusion Modulation for Sub-Nanometer Contact Interference [WTC2005-63808]

Knigge, Bernhard E.
A Scanning Method to Study the Influence of Roughness, Microwaviness, and Lubricant Thickness Variation on Slider Dynamics [WTC2005-63682]

Knyazik, Vladimir
Tribological Process Characterization With In-Situ Quantitative Nano-Scale Metrology [WTC2005-63834]

Ko, S. M.
The Effects of Static Friction on the Drilling Process of Hammer-Drill System [WTC2005-64268]

Kobayashi, A.
Pressure in Ultra Thin Perfluoropolyether Film [WTC2005-64257]
Kobrin, B.
Vapor Deposition of Composite Organic-Inorganic Films [WTC2005-64335]

Kogut, Lior
Electrical Performance of Degraded MEMS Ohmic Switches [WTC2005-63169]
A Comparison of Elastic Contact Modeling Utilizing Statistical and Fractal Approaches [WTC2005-63238]
The Influence of Residual Stress on Micromachine Stiction of a Stiff Circular Plate [WTC2005-63280]

Köhler, N.
Magnéli-Type Phases for Dry High-Speed Sliding Applications Up to 800°C [WTC2005-63236]

Kolambkar, Y. M.

Komanduri, R.
Analysis of Surface Roughness and Surface Texture Generated by Pulsating Flexible Magnetic Abrasive Brush (P-FMAB) [WTC2005-63134]

Komissarov, Victor V.
Contact and Bending Fatigue of Toothed Gearings [WTC2005-63109]

Kommel, Lembit
Tribological Properties of Boron Nitride Based Composites [WTC2005-63210]

Komvopoulos, K.
Surface Adhesion and Friction in Microelectromechanical Systems: Measurement and Modification Techniques [WTC2005-64107]
Plasma-Enhanced Surface Modification of Biopolymers [WTC2005-64235]
Scale Effects on Contact Deformation of Elastic-Plastic Solids [WTC2005-64246]

Konca, E.
Sliding Wear of Non-Hydrogenated Diamond-Like Carbon Coatings Against Al, Cu and Ti [WTC2005-64100]

Kondo, Sei-ichi
Frictional Force Microscopic Detection of Anisotropy and Asymmetry at Various Atom-Flat Surfaces [WTC2005-63171]

Kong, Hosung
Friction Characteristics of Self-Assembled Monolayers Coated on SI-Wafer by Chemical Vapor Deposition at Nano/Micro-Scale [WTC2005-63417]
Classification of Wear Particles Based on Qualitative Morphological Features [WTC2005-63649]
Tribological Properties of Nano/Micro-Patterned PMMA Surfaces on Silicon Wafer [WTC2005-63964]

Konishi, Shozaburo
Super Low Friction Property of DLC Lubricated With Ester-Containing Oil: Part 1 — Friction Properties Evaluated in Rig Tests [WTC2005-63920]

Konrad, D.
Vibration Monitoring and Damage Quantification of Ball Bearings for Household Appliances [WTC2005-64126]

Korach, Chad S.
The Relative Friction Force Contributions of Polishing Pads and Slurries During Chemical Mechanical Polishing [WTC2005-63817]
Models of Friction and Wear of DLC Films [WTC2005-64085]

Korczak, A.
Thrust Bearing-Relieving Disk of Multistage Centrifugal Pump [WTC2005-63858]

Kosasih, P. B.
Experimental and Numerical Study of Emulsion Lubricated Strip Rolling [WTC2005-64020]
Koskinen, J.
Optimizing Coated Contacts by 3D FEM Stress Modelling and Fracture Toughness Determination [WTC2005-64137]

Kostyuchenko, Alexei A.
Corrosion-Erosion Fatigue of Pipeline Tubes [WTC2005-63111]

Kottke, P. A.
Shear Cavitation [WTC2005-64168]

Kotula, P. G.
On the Evolution of Friction-Induced Nanostructures in Single Crystal Nickel [WTC2005-63577]

Kotzalas, Michael
A Simple Calculation of EHL Traction at Small Slide/Roll Ratio Including Roller Elasticity [WTC2005-64338]

Kotzalas, Michael N.
Statistical Distribution of Tapered Roller Bearing Fatigue Lives at High Levels of Reliability [WTC2005-63052]

Kovalchenko, Andriy
Tribological Behavior of Oil-Lubricated Laser Textured Surfaces in Conformal Flat and Point Contacts [WTC2005-64309]

Kowal, A.
Fretting Corrosion in the Pin Joints of the Rope Mounting of Skip Buckets Operating in the Coal Mines Deep Pit Shafts [WTC2005-63833]

Kowalski, R.
An In-Vitro Investigation of Sliding Friction Between Biomaterials for Cartilage Substitution and Articular Cartilage [WTC2005-63350]

Kozlov, G. V.
Shearing Resistance and Frictional Wear of Carbon Plastics Based on the Ultrahigh-Molecular-Weight Polyethylene [WTC2005-63375]

Kozma, Mihály
Friction and Wear of Engineering Polymer Gears [WTC2005-63961]

Kraft, O.
A Finite Element Based Technique for Simulating Sliding Wear [WTC2005-63196]

Kral, Milo V.
The Selection and Testing of Compression Seal and Chamber Coating Materials for the Pivotal™ Engine [WTC2005-64379]

Kratz, S. H.
Simulation of Space Shuttle Gear Performance [WTC2005-64297]

Kremmer, Sascha
Finite Element Simulation of Metal Matrix Composites: Effective Coefficients of Friction and Temperature Fields Under Frictional Loading [WTC2005-63272]

Krim, J.
Nanodynamics of Vapor-Phase Organophosphates on Silicon and OTS for MEMS Lubrication Purposes [WTC2005-63734]
Krim, Jacqueline
A Study of the Tribological Properties of Bound Plus Mobile Phase Lubricants With QCM and MEMS Sidewall Tribometers [WTC2005-63676]
Analysis of Cycle Lifetimes and Failure Modes for RF MEMS Switches [WTC2005-63733]
QCM Studies of Phononic and Electronic Contributions to Sliding Friction in Adsorbed Monolayers [WTC2005-64097]

Krishnan, N. Muthu
An Investigation on Machining Behaviour of Metal Matrix Composites by Using PCD Inserts [WTC2005-63152]

Krousgrill, Charles M.
Effects of Tip Compliance in Friction Force Microscopy [WTC2005-64288]

Krupka, Ivan
Experimental Study of Real Roughness Features Within EHD Point Contacts [WTC2005-63183]

Krzanowski, James E.
Tribological Properties of Embedded Solid Lubricant Coatings Fabricated by Patterning Methods [WTC2005-63247]

Ku, Ming-Yao
Study of Microcontact Model for Hard Particles Between Rough Surfaces [WTC2005-63618]

Kubo, Shunichi
Wear Properties of Metal-Impregnated Carbon Fiber-Reinforced Carbon Composite Sliding Against a Copper Plate Under an Electric Current [WTC2005-63457]

Kuboi, Kathy
Meniscus Adhesion at Ultra-Low Flying Slider-Disk Interfaces [WTC2005-63180]

Kubota, N.
Pressure in Ultra Thin Perfluoropolyether Film [WTC2005-64257]

Kudish, Ilya I.
A Unified Approach to Contact and Structural Fatigue [WTC2005-63668]

Kuhn, M.
Influences of Additives on the Wear Protection of PVD-Coated and Ester Lubricated Roller Thrust Bearings [WTC2005-63427]

Kuhn, Thomas
Tribological Performance of Cell-Treated Nickel Matrix [WTC2005-63694]

Kulkarni, Milind
Investigation of Copper CMP Mechanisms Using an Atomic Force Microscope [WTC2005-63587]
Nano-Particle Interaction During Chemical-Mechanical Polishing [WTC2005-63591]
Roles of Surfactant Molecules in Post-CMP Cleaning [WTC2005-64358]

Kumemura, Yoichi
Numerical Simulations for Friction Induced Vibrations Considering Temperature-Dependence Effect [WTC2005-64185]

Kurita, M.
Parameter Effects on Thermal Protrusions of Magnetic Head Sliders [WTC2005-63784]

Kuroda, S.
Tribological Property of WC Cermet Coatings Sprayed by Using an Improved HVOF Process [WTC2005-63461]
Kurth, T. L.
Adsorption Modeling of Fatty and Oleic Estolide Esters via Boundary Lubrication Coefficient of Friction Measurements
[WTC2005-64073]

Kusmierz, L.
Thermal Deformation of Pads in Tilting 5-Pad Journal Bearing [WTC2005-63832]

Kuwahara, Takeshi
Influence of Cam Surface Finish and Roughness on Frictional Power Loss in Valve Trains With Roller Tappets [WTC2005-63994]

Kwak, Musun
Frictional Force Microscopic Detection of Anisotropy and Asymmetry at Various Atom-Flat Surfaces [WTC2005-63171]

Kwak, S. Daniel
Initial Wear Characterization of a Spinal Artificial Disc [WTC2005-64099]

Kybarsepp, Jakob
Tribological Properties of Boron Nitride Based Composites [WTC2005-63210]

Kyogoku, Keiji
The Effect of Interaction Between Neighboring Asperity Contacts on Wear Mode Transition in Sliding Contact of Rough Surfaces
[WTC2005-63617]
LaBerge, Martine  
Fiberscopic Visualization of Total Knee Replacement Contact Kinematics During In Vitro Simulation [WTC2005-63699]

Laboriante, Ian  
Vapor Phase Lubrication of Gold/Gold Interfaces [WTC2005-63773]

Labus, E.  
Vibration Monitoring and Damage Quantification of Ball Bearings for Household Appliances [WTC2005-64126]

Laderer, M.  
Lubricin Interaction With Hyaluronate Promotes Interchain Association Leading to Network Formation [WTC2005-64017]

Lai, D. M.  
Tribological Properties of Magnetron Sputtered MoS$_2$/Metal (Ti, Mo) Nanocomposite Coatings [WTC2005-63588]

Lakhnenko, Vladimir L.  
Wear Rate of Cast Alloys of the System Cu-Al-Ni Having Martensite Transformation for Work Under Sliding Friction [WTC2005-63047]

Lakshminarayanan, P. A.  
Studies on Wear of Inlet Valve and Cylinder Bore in Diesel Engines [WTC2005-63599]

Landers, Robert G.  

Langford, Stephen C.  

Larsen-Basse, Jorn  
Boundary Lubricated Friction Experiments With Coarse Surface Texture [WTC2005-63355]

Larsson, Roland  
Thermal Influence on Torque Transfer of Wet Clutches in Limited Slip Differential Applications [WTC2005-63532]  
A Cavitation Algorithm for Arbitrary Lubricant Compressibility [WTC2005-63940]  
An Abbott Curve Based Rough Surface Contact Mechanics Approach [WTC2005-64038]

LaRue, Gerry  
Advances in Nonlinear Rotordynamics of Passenger Vehicle Turbochargers: A Virtual Laboratory Anchored to Test Data [WTC2005-64155]

Laukkanen, A.  
Optimizing Coated Contacts by 3D FEM Stress Modelling and Fracture Toughness Determination [WTC2005-64137]

Laurich, Michael A.  

Lavan, D. A.  
Contact and Adhesion of Curved Rough Surfaces With Application to MEMS [WTC2005-63575]

Lawrentz, David  
Development of Friction Drive Transmission [WTC2005-63073]
**Laxer, R. M.**
Lubricin Interaction With Hyaluronate Promotes Interchain Association Leading to Network Formation [WTC2005-64017]

**Lazarev, Vladimir E.**
Complex Micromodel Analysis of Wearing Contact Interfaces [WTC2005-63540]

**Le Bot, A.**
Acoustic Tribology of Human Skin [WTC2005-64216]

**Le, H. R.**
Process Map Development for Chemical Mechanical Polishing With Low-k Material [WTC2005-63708]

**Le, Minh-Quy**

**Le, Thuong Hien**
Sliding Wear Behavior of Plasma Sprayed Zirconia Ceramic Coating Under Different Conditions [WTC2005-63852]
The Behavior of Tribological Characteristics of Diesel Crank-Shaft Bearing [WTC2005-64196]

**Le, Thuong-Hien**

**Leavers, V. F.**
Establishment of the Accuracy and Consistency of Using Automatic Image Analysis to Classify Wear Debris Particles [WTC2005-64385]

**Leberman, Mike**
Testing and Comparative Evaluation of Space Shuttle Main Engine Flowmeter Bearings [WTC2005-63299]

**Lebersorger, T.**
Investigation of Influence of Inclination on Friction and Wear Mechanisms in Piston Ring Cylinder Liner Contact With the New SRV® 4 Test Rig [WTC2005-63520]

**Lee, Chul-Hee**
Experimental Verification of an Improved Elastic-Plastic Static Friction Model Including Roughness Effects [WTC2005-63780]
Lee, Chungho
A New Technique for Contact Mechanics and Friction in Microstructures: Controllable Electrostatic Repulsive Forces From Capacitive Coupling to Electret [WTC2005-64149]

Lee, Dong-Hyun
The Static Performance Analysis of Air Foil Journal Bearings Considering Three-Dimensional Structure of Bump Foil [WTC2005-63728]

Lee, H.
Characterization of Wear of a Soft Coating Deposited on Titanium Alloy During Fretting [WTC2005-63254]

Lee, Ki Myung
Micro/Nano Scale Wear Behavior of Pearlitic and Bainitic Rail Steels [WTC2005-63735]

Lee, P. M.
Lubricant Degradation Studies Using a Single Cylinder Research Engine [WTC2005-64373]

Lee, Peter M.
The Tribological and Chemical Analysis of Top Ring Zone Samples of Fully Formulated Oil Taken From a Four Stroke Gasoline Engine [WTC2005-64076]

Lee, S.
Influence of Surface Modification on Aqueous Lubrication of Elastomers [WTC2005-63234]

Lee, S. M.
Nanodynamics of Vapor-Phase Organophosphates on Silicon and OTS for MEMS Lubrication Purposes [WTC2005-63734]

Lee, Sang M.

Lee, Sang-Ek
Wear Characteristics of the Sprayed Coatings With Amorphous Material [WTC2005-63605]

Lee, T. Randall
Adhesion, Friction and Mechanical Properties of -CF3 and -CH3-Terminated Alkanethiol Monolayers: A Comparative Study [WTC2005-63769]

Lee, Yonghyun
Numerical Simulation and Experimental Study on the Effect of Ramp Profile, Friction and Flex-Cable Force on the L/UL Process for Small Form Factor HDD [WTC2005-64389]

Lee, Yong-Ze

Leendertz, J. S.
Integrated Design of Highly Loaded Sliding Surfaces of a Huge Ball-Joint [WTC2005-63200]

Legrand, N.
Anisotropic Friction in Cold Rolling of Flat Steel Strips [WTC2005-63986]

Leigh-Jones, C.
New Generation of Smart Sensors [WTC2005-63695]
Leitner, Harald
Wear and Friction Behavior of the Aerospace Bearing Steel M50 and a Nitrogen-Alloyed Stainless Steel Under Lubricated Sliding Conditions [WTC2005-63444]

Lelis, José María Rodríguez
DLC Coating of Rolling Bearings by Triboadhesion and Its Effect on Their Dynamic Response [WTC2005-63777]

Leonhardt, H.
Meeting the Lubrication Challenges of Heavy Duty Low Emission Diesel Engines [WTC2005-63983]

Lépore, F. P.
Non-Linear Signal Analysis Applied to Surface Wear Condition Monitoring in Reciprocating Sliding Testing Machines [WTC2005-63119]

Letov, A. F.

Leustek, M. E.
Crank-Angle Resolved In-Cylinder Friction Measurements With the Instantaneous IMEP Method [WTC2005-63677]

Levert, Joseph A.
The Relative Friction Force Contributions of Polishing Pads and Slurries During Chemical Mechanical Polishing [WTC2005-63817]

Levesley, M. C.
Effects of Bubble on the Viscosity Properties of Lubricant [WTC2005-64114]

Levi, L.
Correlation Between Structural Changes of Materials During Friction and Finite Element Analysis [WTC2005-63114]

Levkin, G.
The Analysis of a Mechanism of Mineral Tribotechnical Compounds Influence of Wear Resistance of Tribo Contacts [WTC2005-63959]

Levy, Richard
Novel Superabsorbent Polymer-Based Lubricant Technology [WTC2005-63030]

Lewicki, David G.
Determination of Turboprop Reduction Gearbox System Fatigue-Life and Reliability From Computer Generated Tests [WTC2005-63187]

Lewis, R.
Ultrasonic Measurement of Wheel Hub/Axle Interference Fit Pressures [WTC2005-63454]
Ultrasound as a Tool to Measure the Wear of Human Tooth Enamel [WTC2005-63499]
Measuring Pressure in Apple Contacts [WTC2005-63500]

Leyland, Adrian
The Future for Plasma-Based Surface Engineering Techniques in Tribology [WTC2005-64180]

Li, Chien Liang
The Stress of Sliding Vanes in a Rotary Compressor [WTC2005-63640]

Li, Gang
The Characteristic Fractal Parameter for the Characterization of Rough Surfaces [WTC2005-63643]

Li, Hongmin
Some Numerical Simulations and an Experimental Investigation of a Finger Seal [WTC2005-63916]
Li, Jiusheng

Li, K. Y.
Properties of Ti-Si-N Nanocomposite Coatings Deposited by Closed-Field Unbalanced Magnetron Sputtering [WTC2005-63283]

Li, Lei
Effect of Molecular Weight (MW) and End-Groups on the Thermal and Lewis-Acid Catalyzed Decomposition of Fomblin Z-Type Lubricants [WTC2005-63823]

Li, Pengfei
Adaptive Friction Compensation of Servo Mechanisms With Nonlinear Viscous Friction [WTC2005-63948]

Li, Qiang
Determination of a Critical Forming Parameter for the Cross-Wedge Rolling of Tubes [WTC2005-63528]

Li, Shenghua
Effect of Mechanochemical Activation on Surface Oxidation of Steel Ball in Milling Serpentinite [WTC2005-63396]
Tribological Performances of Some Piston Ring Materials Lubricated With Low Acidity Fuel Alcohol [WTC2005-63411]
Phase Structure and Lubricity of In-Situ Generated Protective Layer on Worn Metal Surfaces in Presence of $\text{Mg}_6\text{Si}_4\text{O}_{16}\text{(OH)}_8$ [WTC2005-63927]

Li, Wang-Long
Effects of Surface Texturing on Lubrication Theory: Consideration of Electrodouble Layer (EDL) [WTC2005-63241]

Li, X.
Wear and Failure Model for Lifetime Estimation of Solid Lubricated Rolling Contacts [WTC2005-63139]

Li, Xin
A Molecular Dynamics Study on the Static and Dynamic Properties of Lubricant PFPE in Hard Disk Driver [WTC2005-64026]

Li, Xinglin
$\text{A}_2\text{BLT}+\text{F}_2\text{AST}$: A Rapid Bearing Life and Reliability Evaluation Tool [WTC2005-63405]

Li, Y.
An Assessment of Statistical Theory of Contact Between Macroscopically Conforming Rough Surfaces [WTC2005-63309]

Li, Yongjian

Li, Yuzhuo
Friction Behavior of CMP Slurries Based on Novel Organic Particles [WTC2005-64023]

Liang, Fenggang
Overview and Future Trends of Manufacturing Lubrication and Conditioning Monitoring Technologies [WTC2005-64179]

Liang, H.
Biotribological Behavior of Boronized Tungsten [WTC2005-63692]
Friction and Wear Behavior of Boronized Chromium for Biological Applications [WTC2005-63696]
Liang, Hong
Investigation of Copper CMP Mechanisms Using an Atomic Force Microscope [WTC2005-63587]
Nano-Particle Interaction During Chemical-Mechanical Polishing [WTC2005-63591]
Sliding Induced Nanocrystals on Si [WTC2005-63670]
Friction-Induced Phase Transformations of Cu-Al During Severe Wear [WTC2005-63690]
Tribological Performance of Cell-Treated Nickel Matrix [WTC2005-63694]
Studying Shear Behavior of Ductile Metals Using an Atomic Force Microscope [WTC2005-64101]
Effects of Contact Modes on Wear of Railroad [WTC2005-64356]
Roles of Surfactant Molecules in Post-CMP Cleaning [WTC2005-64358]

Liang, Yongmin
Ionic Liquid Thin Films: Potential Solution to Lubricate Miniaturized Devices [WTC2005-63441]

Liebel, Alexander F.
Corrected FFT-Based Method for the Calculation of Deformations in Line Contacts [WTC2005-63115]

Lien, Quach Dinh
Investigation of Tribological Properties of Slide Bearing (PA 6-15% PTFE1100) [WTC2005-64193]

Liew, W. Y. H.
Wear of Coated Carbide Tools in the Ultra-Precision Machining of Stainless Steel [WTC2005-63952]

Lim, A.
Viscoelastic Contact of Nominally Flat Rough Surfaces [WTC2005-63825]

Lim, Seh Chun
Modeling Abrasive Wear for Polymers Using Intersecting Scratching Technique [WTC2005-64071]

Lin, Chih
Locally Refined Finite Element Approaches for Journal-Bearing System Analysis [WTC2005-64351]

Lince, Jeffrey R.
Conductive Atomic Force Microscopic (C-AFM) Studies of Au/MoS\textsubscript{2} Nanocomposite Films [WTC2005-63987]

Linck, V.
Influence of Contact Geometry and Third Body on Squeal Initiation: Experimental and Numerical Studies [WTC2005-63839]

Lindsay-Smith, J. R.
The Tribological and Chemical Analysis of Top Ring Zone Samples of Fully Formulated Oil Taken From a Four Stroke Gasoline Engine [WTC2005-64076]
Lubricant Degradation Studies Using a Single Cylinder Research Engine [WTC2005-64373]

Liska, Miroslav
Experimental Study of Real Roughness Features Within EHD Point Contacts [WTC2005-63183]

Liskiewicz, T.

Lisowsky, B.
Locally Refined Finite Element Approaches for Journal-Bearing System Analysis [WTC2005-64351]

Litwin, Wojciech
Water Lubricated Hybrid Propeller Shaft Bearings With Polymer Bearing Bush [WTC2005-63072]
Liu, Bo
Influence of the Pitch Static Torque of the Suspension on the Multiple Flying States of the Air Bearing Sliders [WTC2005-64391]
Decoupling Adjustment of Crown and Camber for Flying Height Control [WTC2005-64392]

Liu, F.
Contact Mechanics Analysis and Initial Stability of Press-Fit Metal-on-Metal Hip Resurfacing Prostheses [WTC2005-63337]
Effect of Acetabular Cup Design on the Tribology of Metal-on-Metal Hip Resurfacing Replacements: A Contact Mechanics and Elastohydrodynamic Lubrication Study [WTC2005-63356]
Process Map Development for Chemical Mechanical Polishing With Low-k Material [WTC2005-63708]

Liu, Geng
Thermal Elasto-Plastic Contact Model of Rough Surfaces [WTC2005-63810]
Elasto-Plastic Asperity Contacts of Layered Media [WTC2005-63812]
A Two-Dimensional Adaptive Elasto-Plastic Contact Model of Rough Surfaces [WTC2005-63815]

Liu, Hongzhao
Adaptive Friction Compensation of Servo Mechanisms With Nonlinear Viscous Friction [WTC2005-63948]

Liu, Jie
Vortex-Tube Cooling for Tool Wear Reduction in A390 Dry Machining [WTC2005-64166]

Liu, Jin
Decoupling Adjustment of Crown and Camber for Flying Height Control [WTC2005-64392]

Liu, Jinyi
Finite Element Analysis on Critical Conditions for Heat-Induced Demagnetization in Head/Disk Sliding Continuous Contact [WTC2005-63215]

Liu, Liang
Modeling Oil Evaporation From the Engine Cylinder Liner With Consideration of the Transport of Oil Species Along the Liner [WTC2005-63984]

Liu, Lilan
Adaptive Friction Compensation of Servo Mechanisms With Nonlinear Viscous Friction [WTC2005-63948]

Liu, S.
Contact Analyses for Bodies With Frictional Heating and Plastic Behavior [WTC2005-63156]

Liu, S. B.
Relating Surface Roughness to Subsurface Stress [WTC2005-63090]

Liu, S. Jordan
Determination of Young's Modulus and Poisson's Ratio of Coatings With Non-Destructive Indentation [WTC2005-63284]

Liu, Shuangbiao
Wear Behavior of W-DLC Coating Under Reciprocating Sliding Motion [WTC2005-63364]
Thermo-Electro-Mechanical Simulation of Aluminum-Steel Imperfect Electrical Contact With Extremely High Interfacial Temperature [WTC2005-63369]
Numerical Modeling of Surface Temperature Rising on Imperfect Sliding Electrical Contact [WTC2005-64142]

Liu, Tianxiang
Thermal Elasto-Plastic Contact Model of Rough Surfaces [WTC2005-63810]
Elasto-Plastic Asperity Contacts of Layered Media [WTC2005-63812]
A Two-Dimensional Adaptive Elasto-Plastic Contact Model of Rough Surfaces [WTC2005-63815]
Liu, W. K.
Locally Refined Finite Element Approaches for Journal-Bearing System Analysis [WTC2005-64351]

Liu, Weimin
Investigation of Some Liquid Lubricants for Potential Aerospace Application [WTC2005-63434]
Ionic Liquid Thin Films: Potential Solution to Lubricate Miniaturized Devices [WTC2005-63441]

Liu, X.
Tribofilms Generated From ZDDP and DDP on Steel Surfaces: Part 2 — Chemistry [WTC2005-63251]

Liu, Y.
Integration of a Molecular Viscosity Model and a Continuum EHL Solution for Simulation of Thin Film Lubrication [WTC2005-63091]
The Analysis of Squeezed Air-Damping on the Planar MEMS Structures [WTC2005-63926]

Liu, Yifeng
Study on Lubrication Properties of Carboxymethyl Cellulose as a Novel Additive in Water-Based Stock [WTC2005-64250]

Lococo, J.
effects of Boundary Films on the Frictional Behavior of Rough-Surface Contacts in Incipient Sliding [WTC2005-63510]

Loibnegger, Bernhard
Simulation of EHD Lubrication of Common-Pin Conrod Big End Bearings in High Speed IC Engines [WTC2005-63157]

Long, Rui
The Study on Abrasive Wear of Carbon of High Vanadium High Speed Steel Compared With That of High Chromium Cast Iron [WTC2005-63590]

Lontos, A.
Evaluation of Microindentation Test Results Using FEM Simulations for the Determination of the Mechanical Properties of Various Ferrous or Non Ferrous Materials [WTC2005-64136]

Loos, J.
Evaluation of the Stress Situation of Coated Tribosystems With Contact Mechanics Simulation [WTC2005-63426]
Influences of Additives on the Wear Protection of PVD-Coated and Ester Lubricated Roller Thrust Bearings [WTC2005-63427]

Lorenzo-Martin, Cinta

Lou, Y. Q.
Using Transient Solutions to Reynolds Equation to Determine Bearing Forces [WTC2005-63392]

Loubet, Jean-Luc
Mechanical Properties of ZnDTP Tribofilms Measured by Nanoindentation at Controlled Temperature [WTC2005-64011]
The Role of Tribofilm Evolution on Tribological Behaviour of Ti$_3$SiC$_2$ Ceramic [WTC2005-64267]

Lovell, M.
On the Friction and Wear Performance of Boric Acid Lubricant Combinations in Extended Duration Operations [WTC2005-63968]
A Novel Particulate-Fluid Lubricant for Environmentally Benign Forming Processes [WTC2005-63976]

Lovell, Michael
Friction and Wear Performance of Surface Coatings in Brake Applications [WTC2005-63972]

Lovell, Michael R.
Determination of a Critical Forming Parameter for the Cross-Wedge Rolling of Tubes [WTC2005-63528]
Lu, Cheng
Numerical and Experimental Investigation of Friction in Cold Strip Rolling [WTC2005-63394]

Lu, J.-Q.
Global Planarization Requirements for Wafer-Level Three-Dimensional (3D) ICs [WTC2005-63492]

Lu, X. C.
Properties of Ti-Si-N Nanocomposite Coatings Deposited by Closed-Field Unbalanced Magnetron Sputtering [WTC2005-63283]
Variations of a Ni-P Surface Layer After Nanoparticle Impacts [WTC2005-64131]

Lu, Xinchun
Movements and Collisions of Nanoparticles in Two Phase Flow [WTC2005-63442]

Luan, Binquan
Effect of Atomic-Scale Surface Roughness on Friction [WTC2005-64093]
When Does Continuum Theory Describe Mechanical Contacts? [WTC2005-64095]

Lubinski, Jacek I.
Dynamic Analysis of the Test Stand: The Key to a Successful Sliding Friction Testing [WTC2005-63770]

Lubrecht, A. A.
Bearing Performance Limits With Grease Lubrication [WTC2005-63205]
Roughness Amplitude Reduction Under Non-Newtonian EHL Conditions [WTC2005-63438]

Luca, Paula
Synthetic Lubricants Based on Sebacic Complex Esters [WTC2005-63049]

Luczak, Marcin
Journal Bearing Misalignment as an Extension of Knowledge-Base of Large Power Turboset Diagnostic System [WTC2005-63928]

Lundgren, S.
Tribological Properties of Associated Structures at Solid-Liquid Interfaces [WTC2005-63225]

Luo, J. B.
Properties of Ti-Si-N Nanocomposite Coatings Deposited by Closed-Field Unbalanced Magnetron Sputtering [WTC2005-63283]
Variations of a Ni-P Surface Layer After Nanoparticle Impacts [WTC2005-64131]

Luo, Jianbin
Thickness and Processing Effects on the Composition and Actuating Force of Pb(Zr,Ti)O$_3$ Thin-Film Micro-Actuator for Hard Disk Drives [WTC2005-63316]
Movements and Collisions of Nanoparticles in Two Phase Flow [WTC2005-63442]

Lup, Mark Chong Wai
Modeling Abrasive Wear for Polymers Using Intersecting Scratching Technique [WTC2005-64071]
Ma, Hongtao

Ma, Ming-Tang
Simulation of EHD Lubrication of Common-Pin Conrod Big End Bearings in High Speed IC Engines [WTC2005-63157]

Maccone, P.
A Very Effective Stabilizer for Perfluoropolyether Lubricants [WTC2005-64186]

Machatschek, F.
Meeting the Lubrication Challenges of Heavy Duty Low Emission Diesel Engines [WTC2005-63983]

Mackin, T. J.
A Thermoelastic Investigation of Friction Phenomena [WTC2005-63245]

Madan, I.
Wear and Failure Model for Lifetime Estimation of Solid Lubricated Rolling Contacts [WTC2005-63139]

Mahlia, T. M. I.
Study of Lubricant Viscosity From Diesel Engine Operating on Various Percentages of Coconut Oil Blended Fuel [WTC2005-63263]

Maitland, G.
Lubrication With Water-Based Clay Suspensions [WTC2005-63835]

Majcherczak, D.
Experimental Thermal Study of Contact With Third Body [WTC2005-63363]

Majumdar, B. S.
Contact and Adhesion of Curved Rough Surfaces With Application to MEMS [WTC2005-63575]
On the Evolution of Friction-Induced Nanostructures in Single Crystal Nickel [WTC2005-63577]

Makhonin, I. I.

Makhovskaya, Y. Yu.
Adhesive Component of Friction Between Rough Surfaces [WTC2005-63266]

Makhutov, Nikolai
Analogy Between the Full Curves of Fatigue Under Cyclic Loading and Under Friction [WTC2005-63055]

Mäki, Rikard
Thermal Influence on Torque Transfer of Wet Clutches in Limited Slip Differential Applications [WTC2005-63532]

Makoto, Ishida
Study on the Wear of Wheel Flange/Rail Gauge Face [WTC2005-63318]

Malhi, A. S.
A Second Generation Highly Crosslinked UHMWPE: Vitamin E Stabilization Does Not Adversely Affect the Wear Rate of Irradiated Acetabular Liners [WTC2005-63306]

Malik, M. Afzaal
Scuffing Failure Analysis Due to an Abrasive Contaminant in High Pressure Injection Fuel System [WTC2005-63381]
Mall, S.
Characterization of Wear of a Soft Coating Deposited on Titanium Alloy During Fretting [WTC2005-63254]
Effects of Stress-Relieving Slots on Fretting Fatigue Behavior of Ti-6Al-4V [WTC2005-64336]

Malyska, K.
Amorphous Carbon Thin Films for Interfaces in MEMS [WTC2005-63147]

Mandel, Kostia

Mann, Ulrich
Gear Oils Based on Polyglycols: New Solution for the Lubrication of Large Industrial Gear Drives [WTC2005-64072]

Manno, Vincent P.
Quantitative In-Situ Measurement of Asperity Compression During Chemical Mechanical Planarization [WTC2005-63805]

Mansouri, M.
Theoretical and Experimental Investigation of Frictional and Thermal Behavior in Oscillatory Sliding Line Contact [WTC2005-63572]

Marcellan, A.
Third Body Effects in the Wear of Polyamide Materials [WTC2005-63895]

Marchenko, Alexander V.
Analogy Between the Full Curves of Fatigue Under Cyclic Loading and Under Friction [WTC2005-63055]

Marin, M.
PVD-Based Microstructuring Surface Techniques for Tribological Applications [WTC2005-63303]

Marinescu, Ioan

Marinkovic, Aleksandar

Marklund, Pär
Thermal Influence on Torque Transfer of Wet Clutches in Limited Slip Differential Applications [WTC2005-63532]

Marshall, M. B.
Ultrasonic Measurement of Wheel Hub/Axle Interference Fit Pressures [WTC2005-63454]
Measuring Pressure in Apple Contacts [WTC2005-63500]

Martin, J. M.
Carbon Nanotubes and Onions as Lubricant Additives [WTC2005-63220]
Inorganic Fullerene-Like Nanoparticles as New Lubricant Additives: A Drug Delivery Mechanism [WTC2005-63221]
Towards Superlubricity Under Boundary Lubrication [WTC2005-63953]
Antiwear Chemistry in Presence of ZDDP [WTC2005-63960]
Friction-Induced Change of Boron Hybridization in Lubricant Additives [WTC2005-64188]

Martin, Jean Michel
Superlow Friction of WS2 Coatings in Ultrahigh Vacuum at Low Temperature [WTC2005-63763]
Super Low Friction Property of DLC Lubricated With Ester-Containing Oil: Part 1 — Friction Properties Evaluated in Rig Tests [WTC2005-63920]
Martin, Jean-Michel
Temperature Dependence of Friction Coefficient in Ultrahigh Vacuum for Hydrogenated Amorphous Carbon Coating [WTC2005-63513]
Mechanical Properties of ZnDTP Tribofilms Measured by Nanoindentation at Controlled Temperature [WTC2005-64011]

Martinez-Nicolas, G.
Neat Ionic Liquids and Additives in Lubrication of Steel-Aluminum [WTC2005-63120]

Martini, A.
Relating Surface Roughness to Subsurface Stress [WTC2005-63090]
Integration of a Molecular Viscosity Model and a Continuum EHL Solution for Simulation of Thin Film Lubrication [WTC2005-63091]
Modeling the Pressure-Density Relationship in Thin Films at Asperity Contacts in Mixed Lubrication [WTC2005-64347]

Martirosyan, T. R.
Surfactant Influence on the Tribological Properties of Bentonite-Based Greases [WTC2005-63332]

Marumo, R.
Intelligent Modeling of Contact Mechanics and Friction Dynamics [WTC2005-63903]

Masjuki, H. H.
Flash Temperature Parameter Number Prediction Model by Design of Tribological Experiments for Basestock Mineral Oil Containing Palm Olein and Aminephosphate Additives [WTC2005-63193]
Study of Lubricant Viscosity From Diesel Engine Operating on Various Percentages of Coconut Oil Blended Fuel [WTC2005-63263]

Massey, M.
Evaluation of Near Frictionless Carbon Coatings Using Four-Ball Wear Tester [WTC2005-63867]

Mataigne, J.-M.
Adsorption of a Fatty Acid Onto a Deformed Electrogalvanized Steel Sheet [WTC2005-64372]

Matasic, James C.
Coated Valve Train Components and Low Emission Engine Oils in a Fired Engine Enviroment [WTC2005-64127]

Mate, C. Mathew
Meniscus Adhesion at Ultra-Low Flying Slider-Disk Interfaces [WTC2005-63180]

Mateus, A.
Biomechanical Modeling of Hip Joint Prosthesis [WTC2005-64276]

Mathew, M. T.

Matsubo, Hideki
High-Pressure Viscometry and Dilatometry for Lubricant Oils in a Diamond Anvil Cell Up to 6 GPa [WTC2005-63100]

Matsui, Masahito
Plastic Deformations of Micro-Spheres by Solidified Lubricants and Lubricants' Shear Stress Under Very High Pressure [WTC2005-63099]

Matsumoto, Koji
Changes in Tribological Properties of MOS2 Film Exposed to LEO on SM/SEED [WTC2005-64029]

Matsumoto, Susumu
Evaluation of Ultra High Speed Micro Traction Drive [WTC2005-63288]
Matsuoka, Hiroshige
A Data Correction Method for the Dynamic Measurements by the Atomic Force Microscope [WTC2005-63388]
Deformation and Stability Analysis of Ultra-Thin Lubricant Films by the Long Wave Equation: Analysis Considering the van der Waals Force and Gas Pressure at the Liquid Surface [WTC2005-63629]

Matthews, Allan
The Future for Plasma-Based Surface Engineering Techniques in Tribology [WTC2005-64180]

Matthews, R. D.
Theoretical Analysis of Piston Ring Frictional Loss in an Innovative Rotating Liner Internal Combustion Engine [WTC2005-63725]

Mayon, A.
Acoustic Tribology of Human Skin [WTC2005-64216]

Mayeed, M. S.
Pressure in Ultra Thin Perfluoropolyether Film [WTC2005-64257]

Mayer, T. M.
Atomic Layer Deposition of Solid Lubricant Thin Films [WTC2005-63566]

Mayeur, J. R.
Effect of Crystallographic Texture on Deformation Fields in Fretting Contacts [WTC2005-63536]

Mayuram, M. M.
A Finite Element Study of Elastic-Plastic Contact Between Multiple Hemispherical Asperities [WTC2005-64035]

McCook, N. L.
Effects of the Fraction of PTFE and Film Thickness on Wear and Friction in an ePTFE and Epoxy Composite Solid Lubricant Coating [WTC2005-63555]

McCutchan, Sean
A Physics-Based Heat Transfer Analysis for Aerospace Ball Thrust Bearings [WTC2005-63485]

McDowell, D. L.
Effect of Crystallographic Texture on Deformation Fields in Fretting Contacts [WTC2005-63536]

McEvoy, Ann

McGrue, Nicol E.
Contact Evolution in a Micromechanical Switch [WTC2005-63970]

McIntyre, Gary
Solid Lubricant Coatings for Automotive Engine Pistons [WTC2005-63086]

McLeroy, Rick
Testing and Comparative Evaluation of Space Shuttle Main Engine Flowmeter Bearings [WTC2005-63299]

McMahon, J. J.
Global Planarization Requirements for Wafer-Level Three-Dimensional (3D) ICs [WTC2005-63492]

Mehta, N.
A Surface Analytical Study of the Effects of Water and Oxygen on Tribological Behavior of DLC Films [WTC2005-64083]

Meister, B.
A Constant Temperature FZG Test for Open Gear Lubricants [WTC2005-63333]
Mekari, Milad
Development of High Temperature Tribological Lubricant for Low Heat Rejection High Temperature Operation Diesel Engines [WTC2005-64342]
Ceramic Coated Piston Rings for Internal Combustion Engines [WTC2005-64343]

Mendels, D. A.
Scratch Testing of Nanostructured Films [WTC2005-63864]

Menezes, Pradeep L.
Role of Surface Topography on Friction and Transfer Layer Formation: A Study Using Inclined Scratch Test [WTC2005-63999]
Effect of Directionality of Grinding Marks on Friction at Different Surface Roughness Using Inclined Scratch Test [WTC2005-64000]

Meng, Kai
Experimental Investigation of Cavitation in an Oil Squeeze Film Subjected to Displacement-Controlled Oscillations [WTC2005-64197]

Meng, Yonggang
A Micro-Tribotester for Evaluating Friction and Wear on Side Contacting Surfaces in Bulk-Microfabricated Devices [WTC2005-63317]

Menon, Aric K.
Capillary Induced Stiction and Adhesion of MEMS Materials [WTC2005-63203]
Fluorocarbon Films Deposited by Deep Reactive Ion Etching for Stiction Minimization of MEMS Structures [WTC2005-63204]

Merzlikine, Alexei G.
Effect of Molecular Weight (MW) and End-Groups on the Thermal and Lewis-Acid Catalyzed Decomposition of Fomblin Z-Type Lubricants [WTC2005-63823]

Meyman, Alex
Tribological Process Characterization With In-Situ Quantitative Nano-Scale Metrology [WTC2005-63834]

Mezghani, S.
Multi-Scale Study of Abrasion Signature by 2D Wavelet Decomposition [WTC2005-64215]

Michael, J. R.
On the Evolution of Friction-Induced Nanostructures in Single Crystal Nickel [WTC2005-63577]

Michalczewski, Remigiusz
New Challenges in Application of Thin Hard Coatings on Heavy-Loaded Machine Components [WTC2005-63424]
The Effect of AW/EP Additives on Rolling Contact Fatigue of the Coated Parts [WTC2005-63430]
The Scuffing Resistance of the Coated Tribosystems Lubricated With Ecological Oils [WTC2005-63432]
The Resistance to Scuffing, Seizure and Pitting as a Result of the Chemistry of Lubricating Oils [WTC2005-63439]

Michaud, Philippe
Development of an Experimental Device for Studying Real Connecting-Rod Bearings Functioning in Severe Conditions [WTC2005-63290]

Mieno, T.
Carbon Nanotubes and Onions as Lubricant Additives [WTC2005-63220]

Mikula, S.
Thrust Bearing-Relieving Disk of Multistage Centrifugal Pump [WTC2005-63858]
Mikulski, P. T.
The Tribology of Carbon, Hydrogen, and Silicon-Containing Solid Lubricants [WTC2005-63141]
Molecular Dynamics Simulations of Nanocomposite Diamond-Like Carbon [WTC2005-63255]
Friction and Wear Studies of Hydrogenated Amorphous Carbon Films Containing Silicon [WTC2005-63746]

Milich, Edward P.
Investigation and Validation of a Finite Element Model for the Study of a Small Format Magnetic Tape Vacuum Column [WTC2005-63887]

Miller, Brad A.

Miller, Dan B.
Evolution of Matt Surface Topography in Aluminium Pack Rolling [WTC2005-63172]

Miller, David J.
The Selection and Testing of Compression Seal and Chamber Coating Materials for the Pivotal™ Engine [WTC2005-64379]

Min, Sangkee
Investigation of Tribological Mechanism of Near Dry Machining (NDM) [WTC2005-64181]

Minfray, C.
Phase Structure and Lubricity of In-Situ Generated Protective Layer on Worn Metal Surfaces in Presence of \( \text{Mg}_6\text{Si}_4\text{O}_{10}(\text{OH})_8 \) [WTC2005-63927]
Antiwear Chemistry in Presence of ZDDP [WTC2005-63960]

Minfray, Clotilde
Mechanical Properties of ZnDTP Tribofilms Measured by Nanoindentation at Controlled Temperature [WTC2005-64011]

Mirci, Liviu E.
Synthetic Lubricants Based on Sebacic Complex Esters [WTC2005-63049]

Mironov, A. E.
Self-Organizing at Friction and Development of Wearproof Materials [WTC2005-63889]

Mishra, S. B.
Solid Particle Erosion Behaviour of Plasma Sprayed Coatings on a Fe-Based Superalloy [WTC2005-63877]

Mitamura, Nobuaki
Unique Fatigue Failure of Spherical Roller Bearings and Life-Enhancing Measures [WTC2005-63202]
Research of New Factors Affecting Rolling Contact Fatigue Life [WTC2005-63400]

Mitariu, M.
Increasing the Performance of Motor Vehicle Clutches by the Use of Ceramics as Friction Material and the Resulting Effects on System Design [WTC2005-63460]

Mitsuya, Yasunaga
Stiffness and Damping of Molecularly Thin PFPE Lubricant Bridging Between Magnetic Disk and Diamond Probe Tip [WTC2005-63058]
Simulations for Nanoscale Meniscus Formation and Rupture by Using Molecular Dynamics [WTC2005-63607]
Flying Characteristics of Head Sliders on Patterned Disk Surfaces [WTC2005-64390]
A Simulation Method for Spreading Dynamics of Molecularly Thin Lubricant Films on Magnetic Disks Using Bead-Spring Model [WTC2005-64393]
Miura, K.
Superlubricity of C60 Intercalated Graphite Films [WTC2005-63930]

Miyake, K.
Frictional Properties of Alkyl-Substituted Phthalocyanines Physisorbed on Graphite [WTC2005-63625]

Miyauchi, T.
Relationship Between Wear Performance and Solid Lubricants in Sintered Friction Materials [WTC2005-63467]

Miyazaki, K.
Effects of Tube Diameters on Frictional Characteristics of Carbon Nanotubes [WTC2005-63602]

Miyoshi, K.
Solid Lubrication by Multiwalled Carbon Nanotubes in Air and in Vacuum for Space and Aeronautics Applications [WTC2005-63249]
Contact and Surface Problems in Adhesion, Friction, Indentation, and Cavitation Erosion Related to Space and Aeronautics Lubrication [WTC2005-63253]

Mizuhara, K.
Behavior of Sucking Disks Under Vertical and Tangential Load [WTC2005-63745]

Mobley, A. J.
Friction and Wear Performance of Surface Coatings in Brake Applications [WTC2005-63972]
A Novel Particulate-Fluid Lubricant for Environmentally Benign Forming Processes [WTC2005-63976]

Modafe, Alireza
Modeling of Velocity-Dependent Rolling Friction in Linear Microball Bearings [WTC2005-64025]

Modra, Dorina
Considerations About Using Vegetable Oils in Lubricants [WTC2005-63838]

Mohamad, Edzrol Niza
Wear and Lubrication Characteristics of a Multi-Cylinder Diesel Engine Using Vegetable Oil Blended Fuel [WTC2005-63414]

Moinpour, Mansour
Quantitative In-Situ Measurement of Asperity Compression During Chemical Mechanical Planarization [WTC2005-63805]

Mokshin, Vadim

Molina, Gustavo J.
A Critical Assessment of Tribopolymerization as an Antiwear Mechanism [WTC2005-63308]

Molinari, J. F.
Finite Element Modeling of Sliding Contact Between Rough Surfaces [WTC2005-63567]

Mongkolwongrojn, Mongkol
The Influence of Surface Roughness on Elastohydrodynamic Journal Bearing With Non-Newtonian Lubricants [WTC2005-64046]

Montmitonnet, Pierre
Comparison of Aluminum Cold Strip Rolling Lubricant Additives [WTC2005-63650]

Morag, Yahav
Resolving the Contradiction of Asperities Plastic to Elastic Mode Transition in Current Contact Models of Fractal Rough Surfaces [WTC2005-64357]
Morais, L.

Moraru, L.
Dynamic Modeling of a Dual Clearance Squeeze Film Damper — Part III [WTC2005-63522]
Lobatto Point Quadrature for Thermal Lubrication Problems Involving Compressible Lubricants [WTC2005-64171]

More, Karren L.
The Erosion-Corrosion of Intake Valve Sealing Surfaces Due to the Formation of Lubricating Oil Deposits [WTC2005-64227]

Mori, Atsunobu
Effects of Molecularly Thin Lubricant Films on Slider Touch-Down and Take-Off Hysteresis Behavior in Hard Disk Drives [WTC2005-63622]

Morris, Art
Analysis of Cycle Lifetimes and Failure Modes for RF MEMS Switches [WTC2005-63733]

Morrow, Clint A.
Determination of a Critical Forming Parameter for the Cross-Wedge Rolling of Tubes [WTC2005-63528]

Mosey, Nicholas J.
Molecular Mechanisms of Anti-Wear Pad Formation and Functionality [WTC2005-63954]

Moshkovich, A.
Static and Kinetic Friction of Smooth Glass Surfaces Rubbed With Silicone Oils [WTC2005-63174]

Mourhatch, R.
ZDDP-Additive-Catalyst Interactions in Engine Oil [WTC2005-64075]

Mueller, Michael
Surface Topography and Friction Dynamics in Brake Systems Described by a Cellular Automaton [WTC2005-63154]

Mufti, Riaz A.
Experimental and Theoretical Evaluation of Simultaneous Piston Assembly, Valve Train and Engine Bearing Friction in a Fired Engine [WTC2005-64255]

Miiftu, Sinan
Adhesion in the Contact of a Spherical Indenter With a Layered Medium [WTC2005-63382]

Miiftu, Sinan
A Model for Analyzing Multi-Asperity Contact of Thin Sheets With Real Surfaces on Both Sides [WTC2005-63862]
Stability of an Axially Accelerating String Subjected to Frictional Guiding-Forces [WTC2005-63863]

Mukarami, T.
Wear Reduction by Functional Protein Boundary Film on Poly(Vinyl Alcohol) Hydrogel [WTC2005-63623]

Munot, S.
Development and Evaluation of a High Performance Universal Grease [WTC2005-64079]

Murakamai, T.
Modification of Microscopic Zirconia Surface Structure for Improvement in Tribological Characteristics of UHMWPE-on-Zirconia Sliding Pair for Joint Prostheses [WTC2005-63675]
Murakami, T.
The Cooperative Effects of Protein and Lipid on Wear Behavior of Ultra-High Molecular Weight Polyethylene [WTC2005-63678]

Murakami, Yasuo
Research of New Factors Affecting Rolling Contact Fatigue Life [WTC2005-63400]

Muratoglu, O. K.
A Second Generation Highly Crosslinked UHMWPE: Vitamin E Stabilization Does Not Adversely Affect the Wear Rate of Irradiated Acetabular Liners [WTC2005-63306]

Muratore, C.
Adaptive Nanocomposite Films Exhibiting Low Friction in a Broad Temperature Range [WTC2005-63568]

Murphy, M.
New Generation of Smart Sensors [WTC2005-63695]

Murthy, Aravind N.
Effect of Non-Operational Shock on Interaction Between Suspension Lift-Tab and Load/Unload Ramp [WTC2005-63558]

Müser, Martin H.
A Theoretical and Computational Study of Superlubricity and the Role of the Roughness Exponent [WTC2005-63868]
Molecular Mechanisms of Anti-Wear Pad Formation and Functionality [WTC2005-63954]
Nagafuji, Masashi
Influence of Cam Surface Finish and Roughness on Frictional Power Loss in Valve Trains With Roller Tappets [WTC2005-63994]

Nagasaka, Mitsuhiro
Numerical Simulations for Friction Induced Vibrations Considering Temperature-Dependence Effect [WTC2005-64185]

Nagata, Yusaku
Numerical Simulations for Friction Induced Vibrations Considering Temperature-Dependence Effect [WTC2005-64185]

Nair, Bala R.
Commercial Spool Pump Bearing Performance Testing [WTC2005-63282]

Nair, K. Prabhakaran
Vegetable Oils as Base Oil for Industrial Lubricants: Evaluation Oxidative and Low Temperature Properties Using TGA, DTA and DSC [WTC2005-63893]

Nakagawa, Kenji
Experimental Study of Bouncing Behavior of Spherical Slider on Stationary Magnetic Disk [WTC2005-63628]

Nakahara, T.
Experimental Study on Superlubricity of AG Nanometer-Thick Layers by Sliding on a Macroscopic System [WTC2005-63892]

Nakahara, Tsunamitsu
The Effect of Interaction Between Neighboring Asperity Contacts on Wear Mode Transition in Sliding Contact of Rough Surfaces [WTC2005-63617]

Nakajima, Akira
Analysis of Molecular Conformation of PFPE on Hard Disk Surfaces by Considering the Dip-Coating Process [WTC2005-63389]
Accumulation Process of Liquid-Like Chemicals on the Air Bearing Surface of a Slider in Hard Disk Drives [WTC2005-63391]

Nakamura, Takashi
Effect of the Shear Strength of Coating of CNx on Friction Sliding Against Si3N4 Pin in Nitrogen [WTC2005-63419]

Nakamura, Yuichi
Plastic Deformations of Micro-Spheres by Solidified Lubricants and Lubricants' Shear Stress Under Very High Pressure [WTC2005-63099]
High-Pressure Viscometry and Dilatometry for Lubricant Oils in a Diamond Anvil Cell Up to 6 GPa [WTC2005-63100]

Nakashima, K.
Wear Reduction by Functional Protein Boundary Film on Poly(Vinyl Alcohol) Hydrogel [WTC2005-63623]

Nakayama, Keiji
Decomposition of Perfluoropolyether Fluid Through Reactions With Ambient Air Due to Triboplasma [WTC2005-63425]
Tribomicroplasma Generation in Diamond Like Carbon and Related Films [WTC2005-64198]

Nakhimovski, I.
Multibody Rolling Bearing Calculations: Computer Program Beast [WTC2005-64337]

Nakonieczny, Aleksander
Namai, Yoshimichi
Frictional Force Microscopic Detection of Anisotropy and Asymmetry at Various Atom-Flat Surfaces [WTC2005-63171]

Naoki, Shiraishi
Applying Micro Devices to Scanning Probe Microscopes for Micro/Nano Tribology Study [WTC2005-63642]

Natarajan, Manikandan
Dry Machinability of Aluminum Alloys [WTC2005-64098]

Nay, Richard
Characteristics and Nanotribological Applications of Scanning Wear [WTC2005-63710]

Nayak, Nagaraj
Studies on Wear of Inlet Valve and Cylinder Bore in Diesel Engines [WTC2005-63599]

Nebozhak, Ivan A.
Wear Rate of Aluminum Alloys Reinforced by Means of Dispersed Intermetallic Compound Fe-Cr Under Dry Friction [WTC2005-63062]

Neeyakorn, W.
A Study of the Tribological Properties of Bound Plus Mobile Phase Lubricants With QCM and MEMS Sidewall Tribometers [WTC2005-63676]
Nanodynamics of Vapor-Phase Organophosphates on Silicon and OTS for MEMS Lubrication Purposes [WTC2005-63734]

Nélías, D.
Contact Analyses for Bodies With Frictional Heating and Plastic Behavior [WTC2005-63156]
A Comprehensive Elastic-Plastic Model to Predict Wear and to Define the Optimum Geometry of Fretting Surfaces [WTC2005-63451]

Nélías, Daniel

Nelson, K.
The Effect of Diesel Engine Oil Contamination on Friction and Wear [WTC2005-63854]

Nemanich, R. J.
Tribological Properties of Nanocrystalline Diamond Films With Different Nanoscale Morphology and Bonding Characteristics [WTC2005-63691]
Nanodynamics of Vapor-Phase Organophosphates on Silicon and OTS for MEMS Lubrication Purposes [WTC2005-63734]

Neu, R. W.
Effect of Crystallographic Texture on Deformation Fields in Fretting Contacts [WTC2005-63536]
Characterization of Fretting Damage at Ti-6Al-4V Interfaces in Point Contact [WTC2005-63537]

Neu, Richard W.
Role of Misorientation in Assessing Fretting Damage [WTC2005-63313]

Ng, Dedy
Investigation of Copper CMP Mechanisms Using an Atomic Force Microscope [WTC2005-63587]
Nano-Particle Interaction During Chemical-Mechanical Polishing [WTC2005-63591]
Roles of Surfactant Molecules in Post-CMP Cleaning [WTC2005-64358]

Ng, K. Y.
Modeling Airflow and Particle Trajectories Near the Head/Disk Interface Region of a Small Form Factor Hard Disk Drive Enclosure [WTC2005-63633]
Ng, Sum Huan
Dishing and Erosion in Cu-CMP [WTC2005-63978]

Ng, W. S.
Effects of Bubble on the Viscosity Properties of Lubricant [WTC2005-64114]

Ngaile, Gracious
Influence of Die Surface Textured on Tribological Performace for Tube Hydroforming [WTC2005-63688]

Nichols, Michael A.
Novel Superabsorbent Polymer-Based Lubricant Technology [WTC2005-63030]

Nikitin, Yu. A.
Identification of Tribological Characteristics of the Ablative Stability and Micromechanical Strength of the Lightweight Materials Surface [WTC2005-63059]

Nilsson, P. H.
Wear Resistance of Smooth Automotive Cylinder Liner Surfaces [WTC2005-64281]

Nilsson, Per H.
Optimization of the Cylinder Liner Surface for Reduction of Oil Consumption [WTC2005-63464]

Nishimura, Makoto
Effect of Aging on Wear Life of Sputtered MoS2 Films [WTC2005-63944]

Nixon, Harvey P.
Methods for Assessing the Bearing Surface Durability Performance of Lubricant Formulations [WTC2005-64090]

Njankeu, G. R. Yantio
Fretting Behavior of Coated and Treated Titanium Alloy Using an Open-Loop System [WTC2005-63531]

Nogi, Takashi
Some Tribological Properties of an Ionic Liquid [WTC2005-63326]

Nollek, Heinrich
Maintenance-Free, Low Stick-Slip ELGOGLIDE® Plain Bearings for Industrial Applications [WTC2005-63471]

Northwood, E.
An In-Vitro Investigation of Sliding Friction Between Biomaterials for Cartilage Substitution and Articular Cartilage [WTC2005-63350]

Noshiro, Junichi
Superlow Friction of WS2 Coatings in Ultrahigh Vacuum at Low Temperature [WTC2005-63763]

Novytskyy, Viktor G.
Wear Rate of Cast Alloys of the System Cu-Al-Ni Having Martensite Transformation for Work Under Sliding Friction [WTC2005-63047]
Wear Resistance and Self-Organizing of Near-Surface Structure of Stainless Steels Under Boundary Friction [WTC2005-63051]
Effect of Initial Structure of Cast Composites Fe-Cr-Cu-C-(Me) on the Formation of Near-Surface Structure Under Dry and Boundary Friction [WTC2005-63054]
Wear Rate of Aluminum Alloys Reinforced by Means of Dispersed Intermetallic Compound Fe-Cr Under Dry Friction [WTC2005-63062]

Nunna, Dyumani
Tribological Properties of Embedded Solid Lubricant Coatings Fabricated by Patterning Methods [WTC2005-63247]
Nutilu, Remus
Considerations About Using Vegetable Oils in Lubricants [WTC2005-63838]
O'Brien, Michael
A Novel Test Method to Measure the Fracture Toughness of Ceramic Balls Used in Bearings [WTC2005-64189]

Obara, T.
Rolling Noise and Wear Mode of Wheel on Railway [WTC2005-63635]

Obata, Fumio
Effects of Microscopic Spherical Particles Mixed in Lubricating Oil on Frictional Characteristics of Linear Slide Guide [WTC2005-63595]

Ocampo, Jorge Colin
DLC Coating of Rolling Bearings by Triboadhesion and Its Effect on Their Dynamic Response [WTC2005-63777]

Ogata, Susumu
Simulations for Nanoscale Meniscus Formation and Rupture by Using Molecular Dynamics [WTC2005-63607]
A Simulation Method for Spreading Dynamics of Molecularly Thin Lubricant Films on Magnetic Disks Using Bead-Spring Model [WTC2005-64393]

Ogawa, Eiji
Influence of Cam Surface Finish and Roughness on Frictional Power Loss in Valve Trains With Roller Tappets [WTC2005-63994]

Oh, Se-Doo
Tribological Characteristics of Coated Vane Surfaces Under Mixed Environments of Various Oils and CO₂ as a Refrigerant [WTC2005-63412]

Ohlsson, R.
Wear Resistance of Smooth Automotive Cylinder Liner Surfaces [WTC2005-64281]

Ohlsson, Robert
Optimization of the Cylinder Liner Surface for Reduction of Oil Consumption [WTC2005-63464]

Ohmae, N.
Carbon Nanotubes and Onions as Lubricant Additives [WTC2005-63220]

Ohno, Nobuyoshi
Application of Acoustic Emission for High-Pressure Short Time Solidification of Traction Fluids [WTC2005-63168]

Ohshima, Yasuji
Stiffness and Damping of Molecularly Thin PFPE Lubricant Bridging Between Magnetic Disk and Diamond Probe Tip [WTC2005-63058]

Ohyama, T.
Rolling Noise and Wear Mode of Wheel on Railway [WTC2005-63635]

Okamoto, Hisaki
Effects of Microscopic Spherical Particles Mixed in Lubricating Oil on Frictional Characteristics of Linear Slide Guide [WTC2005-63595]

Okamoto, Yusuke

Okubo, Katsuyuki
Tribochemical Polishing of Aluminum Oxide in the Atmosphere of CHF₃ [WTC2005-64041]
Oliver, Warren C.
Determination of Contact Area During Small-Scale Friction Experiments by Means of Continuous Stiffness Measurements [WTC2005-63373]

Olsson, Richard
Thermal Influence on Torque Transfer of Wet Clutches in Limited Slip Differential Applications [WTC2005-63532]

Olver, A. V.
Elastohydrodynamic Lubrication of Multiple Periodic Ridges [WTC2005-63802]

Onciul, Oana Miron
A Simple Investigation Method of Rheological Properties of Molecular Substances [WTC2005-63686]

Ong, Q. K.
On Direct Measurement of Forces Between CMP Polishing Pads and Abrasive Nanoparticles [WTC2005-64160]

Ono, Kyosuke
Improved Analysis of Unstable Bouncing Vibration and Stabilizing Design of Flying Slider in Near-Contact Regime [WTC2005-63612]
Experimental Study of Bouncing Behavior of Spherical Slider on Stationary Magnetic Disk [WTC2005-63628]
Study of Contact Bouncing Vibration of Flying Head Slider in Near-Contact Regime [WTC2005-64263]

Opp, William R.
Novel Superabsorbent Polymer-Based Lubricant Technology [WTC2005-63030]

Oral, E.
A Second Generation Highly Crosslinked UHMWPE: Vitamin E Stabilization Does Not Adversely Affect the Wear Rate of Irradiated Acetabular Liners [WTC2005-63306]

Orchard, Marcos
A Particle Filtering Framework for Failure Prognosis [WTC2005-64005]

Orndorff, R. Jr.
From Lab to Field: New High Performance Water Lubricated Bearings [WTC2005-63300]

Ortiz, J.
Biotribological Behavior of Boronized Tungsten [WTC2005-63692]

Ortiz, Juan
Friction and Wear Behavior of Boronized Chromium for Biological Applications [WTC2005-63696]

Ortiz, M. I.
Temperature-Dependent Tribological Improvements in Low-Energy Nitrogen Ion Implanted Vanadium-Titanium Alloys [WTC2005-64203]

Oshikubo, Yukiko
Tribological Characteristics of Newly Synthesized Multi-Functional PFPE Lubricants [WTC2005-63634]

Osorno, Andres
Dishing and Erosion in Cu-CMP [WTC2005-63978]

Ost, W.
The Frictional Stability of Wet Clutch Friction Materials Investigated on a Small Scale Test-Rig [WTC2005-63514]

Ostermeyer, G. P.
Surface Topography and Friction Dynamics in Brake Systems Described by a Cellular Automaton [WTC2005-63154]
Osuch-Slomka, Edyta
The Resistance to Scuffing, Seizure and Pitting as a Result of the Chemistry of Lubricating Oils [WTC2005-63439]

Oussouadi, O.
Numerical Simulation of Material Sub-Surface Defects in Rolling Contact Fatigue [WTC2005-63654]

Ovaert, Timothy C.

Oztürk, Ahmet
Comparative Tribological Behavior of TiN-, CrN-, ZrN-, and MoN -Cu Based Nanocomposite Coatings [WTC2005-64056]
Padgurskas, Juozas
Investigation of Sliding Friction Pairs With Electro-Pulse Sprayed Micro-Coats [WTC2005-63975]

Paffoni, B.
Prediction of Wear Rate Dispersion in Mixed Lubrication [WTC2005-63212]

Pal, S. K.
Frictional and Electrical Properties of Multiwalled Carbon Nanotubes [WTC2005-63550]

Palanisamy, T.
Tribological Study of Ti3SiC2 and Its Derivatives [WTC2005-63739]

Palmers, J.
Fretting Behaviour of PACVD Deposited DLC Coatings Against Different Counter Bodies [WTC2005-64251]

Pan, Coda H. T.
The Narrow Groove Analysis Revisited [WTC2005-63803]

Pan, G. S.
Variations of a Ni-P Surface Layer After Nanoparticle Impacts [WTC2005-64131]

Pan, J.
A Transient Thermoelastohydrodynamic Analysis of a Tilting-Pad Thrust Bearing During Start-up [WTC2005-63925]

Panasenko, Dina D.
Effect of Initial Structure of Cast Composites Fe-Cr-Cu-C-(Me) on the Formation of Near-Surface Structure Under Dry and Boundary Friction [WTC2005-63054]

Pangilinan, Harold

Panovko, M. Ya.
The Pressure and Film Thickness Distributions in Point Elastohydrodynamic Contact Under Dynamic Load [WTC2005-63641]

Parekh, K.
ZDDP-Additive-Catalyst Interactions in Engine Oil [WTC2005-64075]

Parikka, R.
Reliability Analysis Based on Crosstabulation: A Novel Method [WTC2005-63849]

Paris, J.-Y.
Rubbing Surface Reactivity of Alloy 718 Under Controlled Oxidation Conditions [WTC2005-63278]
Fretting Behavior of Coated and Treated Titanium Alloy Using an Open-Loop System [WTC2005-63531]

Park, Kyoung-Su
Numerical Simulation and Experimental Study on the Effect of Ramp Profile, Friction and Flex-Cable Force on the L/UL Process for Small Form Factor HDD [WTC2005-64389]

Park, No-Cheol
Numerical Simulation and Experimental Study on the Effect of Ramp Profile, Friction and Flex-Cable Force on the L/UL Process for Small Form Factor HDD [WTC2005-64389]
Park, Young-Pil
Numerical Simulation and Experimental Study on the Effect of Ramp Profile, Friction and Flex-Cable Force on the L/UL Process for Small Form Factor HDD [WTC2005-64389]

Parker, O.
Nanodynamics of Vapor-Phase Organophosphates on Silicon and OTS for MEMS Lubrication Purposes [WTC2005-63734]

Passman, E.
Tribological Study of Ti3SiC2 and Its Derivatives [WTC2005-63739]

Patel, K.
Development of Low Phosphorous Engine Oils [WTC2005-64078]
Development and Evaluation of a High Performance Universal Grease [WTC2005-64079]

Pattillo, P. D.
Experimental Investigation of Drillpipe Loaded in Slips [WTC2005-63324]

Pauschitz, Andreas
Investigation of Influence of Inclination on Friction and Wear Mechanisms in Piston Ring Cylinder Liner Contact With the New SRV® 4 Test Rig [WTC2005-63520]

Pauschitz, A.
Complex Micromodel Analysis of Wearing Contact Interfaces [WTC2005-63540]

Pavan, Sophie
Mechanical Properties of ZnDTP Tribofilms Measured by Nanoindentation at Controlled Temperature [WTC2005-64011]

Paxton, Charles
Overview and Future Trends of Manufacturing Lubrication and Conditioning Monitoring Technologies [WTC2005-64179]

Paxton, Charles H.
Reliability Based Maintenance in the Industrial/Manufacturing Sector(s) [WTC2005-63896]

Payne, M. L.
Experimental Investigation of Drillpipe Loaded in Slips [WTC2005-63324]

Payne, Robert
Write Protrusion Modulation for Sub-Nanometer Contact Interference [WTC2005-63808]

Payne, Robert N.
Meniscus Adhesion at Ultra-Low Flying Slider-Disk Interfaces [WTC2005-63180]

Pei, Huang
Modeling of Transient Wear Behaviors During Sliding Wear of Polymers [WTC2005-63113]

Pei, L.
Finite Element Modeling of Sliding Contact Between Rough Surfaces [WTC2005-63567]

Peissl, Sven
Wear and Friction Behavior of the Aerospace Bearing Steel M50 and a Nitrogen-Alloyed Stainless Steel Under Lubricated Sliding Conditions [WTC2005-63444]

Peng, Wei
Modeling of Acoustic Wave Propagation HAMR Media [WTC2005-63913]
Peng, Zhu
Modeling of Transient Wear Behaviors During Sliding Wear of Polymers [WTC2005-63113]

Pepper, Stephen V.
Effect of Test Environment on Lifetime of a Vacuum Lubricant [WTC2005-63982]

Pereira, C.
Biomechanical Modeling of Hip Joint Prosthesis [WTC2005-64276]

Perry, Scott S.
Vapor Phase Lubrication of Gold/Gold Interfaces [WTC2005-63773]

Persson, K.
Tribological Properties of Associated Structures at Solid-Liquid Interfaces [WTC2005-63225]

Perumean, Don
The Instantaneous Friction Force Between Two Sliding Bodies When Observed From a Third Moving Body [WTC2005-63092]

Petricci, S.
A Very Effective Stabilizer for Perfluoropolyether Lubricants [WTC2005-64186]

Petrov, I.
Calculation and Optimization of Tribocontacts and Lubrication Systems of Internal Combustion Engines for Various Types of Lubricant [WTC2005-63021]

Pettermann, Heinz E.
Finite Element Simulation of Metal Matrix Composites: Effective Coefficients of Friction and Temperature Fields Under Frictional Loading [WTC2005-63272]

Pettersson, U.
Effect of Surface Textures in Highly Loaded Grease Lubricated Reciprocating Sliding Contacts [WTC2005-63222]

Pfaendtner, Jim
Quantum Chemical Studies of Free-Radical, Hindered Phenol Stabilizers [WTC2005-64007]
Strategies for Constructing Reaction Networks of Lubricant Degradation [WTC2005-64008]

Pharr, George M.
Determination of Contact Area During Small-Scale Friction Experiments by Means of Continuous Stiffness Measurements [WTC2005-63373]

Philipossian, Ara
Quantitative In-Situ Measurement of Asperity Compression During Chemical Mechanical Planarization [WTC2005-63805]

Philippon, D.
Friction-Induced Change of Boron Hybridization in Lubricant Additives [WTC2005-64188]

Phillpot, Simon R.
Nano-Tribology of a Polytetrafluoroethylene Transfer Films Using Molecular Dynamics Simulation and Microtribometry [WTC2005-63881]

Phuong, Nguyen Tuan
The Behavior of Tribological Characteristics of Diesel Crank-Shaft Bearing [WTC2005-64196]

Pichon, L.
Fretting Behavior of Coated and Treated Titanium Alloy Using an Open-Loop System [WTC2005-63531]
Piechna, J.
Calculation of High Speed Multilobe Journal Bearings [WTC2005-63829]

Piekoszewski, Witold
The Effect of AW/EP Additives on Rolling Contact Fatigue of the Coated Parts [WTC2005-63430]
Scuffing Initiation, Scuffing Propagation and Pitting of a Four-Ball Tribosystem Lubricated With Mineral and Synthetic Oils [WTC2005-63445]

Pierre-Danos, Isabelle
Thermo-Elasto-Hydro-Dynamic Modeling of Hydrostatic Seals in Reactor Coolant Pumps [WTC2005-63194]

Pierson, Hazel M.
Some Numerical Simulations and an Experimental Investigation of a Finger Seal [WTC2005-63916]

Pieterse, N.
The Role of Synovial Fluid Properties in a Dynamic Hip Joint Simulation [WTC2005-63661]

Plesha, Michael E.
Modeling Multiscale Contact in MEMS [WTC2005-63368]

Pogosian, A. K.
Surfactant Influence on the Tribological Properties of Bentonite-Based Greases [WTC2005-63332]
Vibrostability Peculiarities of Disk Brake in Automobile Anti-Lock Braking System [WTC2005-64153]

Pöhlmann, K.
Fundamental Wear Mechanisms on the Nanoscale [WTC2005-64004]

Polak, Adam
Reuse of Wear Debris in Automotive Disc Brakes [WTC2005-63346]
Thickness and Distribution of the Transfer Film in Journal Bearing [WTC2005-63473]

Polak, R.
Design of Abrasion Resistant Surfaces by Textures on Macroscopic Size [WTC2005-63884]

Polcik, M.

Poley, Jack
Analyzing Oil Analysis: Part One [WTC2005-63178]

Polycarpou, A. A.
Adhesive Contact Modeling of Ultra-Low Flying Head-Disk Interfaces With and Without Roughness Effects [WTC2005-63729]

Polycarpou, Andreas A.
Tribological Studies of Compressor Surfaces in the Presence of Carbon Dioxide Under Extreme Environmental Pressure Conditions [WTC2005-63731]
Micro/Nano Scale Wear Behavior of Pearlitic and Bainitic Rail Steels [WTC2005-63735]
Analysis of Impact-Induced Head Disk Interface Damage During OP-Shock [WTC2005-63738]
Experimental Verification of an Improved Elastic-Plastic Static Friction Model Including Roughness Effects [WTC2005-63780]

Poniewaz, G.
Thermal Deformation of Pads in Tilting 5-Pad Journal Bearing [WTC2005-63832]

Popova, S.
Calculation and Optimization of Tribocounters and Lubrication Systems of Internal Combustion Engines for Various Types of Lubricant [WTC2005-63021]
Powrie, H. E. G.
The Effect of Diesel Engine Oil Contamination on Friction and Wear [WTC2005-63854]

Pozhidaeva, Vyara
Determining the Roughness of Contact Surfaces of the Rolling Bearings by the Method of Shock Pulses [WTC2005-64221]

Pradeep, N.
Atomic-Scale Observation of Superlubricity [WTC2005-64003]

Prakash, B.
Effect of Reciprocal Sliding on Severe-Mild Wear Transition [WTC2005-64068]

Prakash, S.
Solid Particle Erosion Behaviour of Plasma Sprayed Coatings on a Fe-Based Superalloy [WTC2005-63877]

Prasad, S. V.
Atomic Layer Deposition of Solid Lubricant Thin Films [WTC2005-63566]
Contact and Adhesion of Curved Rough Surfaces With Application to MEMS [WTC2005-63575]
On the Evolution of Friction-Induced Nanostructures in Single Crystal Nickel [WTC2005-63577]

Prasad, Somuri
Friction and Wear Behavior of Silicon Carbonitride Processed From the Polymer-Derived Ceramic Route [WTC2005-64022]

Prenger, Nicholas
Dynamics of Bearing Shaft Systems [WTC2005-64331]

Price, Howard L.
Modeling and Measuring Friction-Generated Temperature of Polymers and Their Composites [WTC2005-63989]

Price, R.
In-Cylinder Fuel and Lubricant Effects on Gasoline Engine Friction [WTC2005-64265]

Priest, M.
The Tribological and Chemical Analysis of Top Ring Zone Samples of Fully Formulated Oil Taken From a Four Stroke Gasoline Engine [WTC2005-64076]
Effects of Bubble on the Viscosity Properties of Lubricant [WTC2005-64114]
In-Cylinder Fuel and Lubricant Effects on Gasoline Engine Friction [WTC2005-64265]
Lubricant Degradation Studies Using a Single Cylinder Research Engine [WTC2005-64373]

Priest, Martin
Experimental and Theoretical Evaluation of Simultaneous Piston Assembly, Valve Train and Engine Bearing Friction in a Fired Engine [WTC2005-64255]

Progrí, R.
Prediction of Wear Rate Dispersion in Mixed Lubrication [WTC2005-63212]

Prorok, B.
A Surface Analytical Study of the Effects of Water and Oxygen on Tribological Behavior of DLC Films [WTC2005-64083]

Przepiórka, Jacek
A New Approach to Optimization of the Metal-Polymer Tribological Characteristics [WTC2005-63343]

Puig, M. A. Pérez
Puscas, Cosmina L.
Considerations About Using Vegetable Oils in Lubricants [WTC2005-63838]

Pytko, Stanislaw
Reuse of Wear Debris in Automotive Disc Brakes [WTC2005-63346]
Qamhiyah, A.
Fatigue Life Investigation of Solid and Hollow Rollers in Pure Rolling Contact [WTC2005-64403]

Qian, Sahnhua
Biotribological Behavior of Ultra High Molecular Weight Polyethylene Composites Containing Nature Coral [WTC2005-63914]

Qiu, Ming
Tribo-Electric Behaviors of Copper Under Dry Sliding Against Cu-Cr Alloys [WTC2005-63095]

Qiwei, H.
Modification of Microscopic Zirconia Surface Structure for Improvement in Tribological Characteristics of UHMWPE-on-Zirconia Sliding Pair for Joint Prostheses [WTC2005-63675]

Qu, Jun

Quicksall, John J.
Elasto-Plastic Hemispherical Contact Models for Various Mechanical Properties [WTC2005-63239]

Quintelier, J.
Tribological Behaviour of GFR Polymer Composites [WTC2005-63357]

Quintelier, Jan
Orientation and Degradation of Polymer Sliding Surfaces Evaluated by Raman Spectroscopy [WTC2005-63452]
Rabitsch, Roland
Wear and Friction Behavior of the Aerospace Bearing Steel M50 and a Nitrogen-Alloyed Stainless Steel Under Lubricated Sliding Conditions [WTC2005-63444]

Rademann, Klaus
Adhesion and Friction on the Nanometer Scale: Energy Dissipation During Sliding of Antimony Islands on Graphite and MoS₂ [WTC2005-63898]

Radice, S.
A Very Effective Stabilizer for Perfluoropolyether Lubricants [WTC2005-64186]

Radil, Kevin
Experimental Measurement of Thrust Foil Bearing Temperature Profiles [WTC2005-63564]

Radil, Kevin C.
Foil Bearings Makes Oil-Free Turbocharger Possible [WTC2005-63724]

Raguram, V.
Analysis of Surface Roughness and Surface Texture Generated by Pulsating Flexible Magnetic Abrasive Brush (P-FMAB) [WTC2005-63134]

Rahman, Fazli
General Problems of Tribology of Thermal Sprayed Composite Coatings [WTC2005-63631]

Rahman, Md. Ziaur
A Fundamental Study on Derailment of Wheel Flange Under Rolling-Sliding and Pure Sliding Conditions [WTC2005-63422]

Rai, A. K.
Evaluation of Near Frictionless Carbon Coatings Using Four-Ball Wear Tester [WTC2005-63867]

Rainforth, W. M.
Focused Ion Beam Studies of Worn Surfaces [WTC2005-64396]

Raj, Rishi
Friction and Wear Behavior of Silicon Carbonitride Processed From the Polymer-Derived Ceramic Route [WTC2005-64022]

Rakita, M.
Some Tribological Aspects of the Duplex Coatings With Additional Ion Bombardment [WTC2005-64218]

Ramalho, A.
Effect of the Substrate on the Fretting Wear of Sputtered W-Si-N Coatings Against Steel [WTC2005-63709]

Raman, Arvind
Effects of Tip Compliance in Friction Force Microscopy [WTC2005-64288]

Ramkumar, P.
The Effect of Diesel Engine Oil Contamination on Friction and Wear [WTC2005-63854]

Randall, N. X.
Frictional Properties of Silicon and Self-Assembled Monolayers as a Function of Surface Roughness, Chemical Composition and Sliding Condition [WTC2005-63716]

Rangarajan, Roger S.
The Erosion-Corrosion of Intake Valve Sealing Surfaces Due to the Formation of Lubricating Oil Deposits [WTC2005-64227]
Rao, K. Prahalada
An Investigation on Machining Behaviour of Metal Matrix Composites by Using PCD Inserts [WTC2005-63152]

Rapoport, L.
Tribological Applications of WS$_2$ (MoS$_2$) Inorganic Fullerene-Like Nanoparticles as Solid Lubrication [WTC2005-63173]
Static and Kinetic Friction of Smooth Glass Surfaces Rubbed With Silicone Oils [WTC2005-63174]

Rar, Andrei
Determination of Contact Area During Small-Scale Friction Experiments by Means of Continuous Stiffness Measurements [WTC2005-63373]

Raravikar, N. R.
Frictional and Electrical Properties of Multiwalled Carbon Nanotubes [WTC2005-63550]

Rashid, Badar
Scuffing Failure Analysis Due to an Abrasive Contaminant in High Pressure Injection Fuel System [WTC2005-63381]

Rastelli, V.
A Test Rig for Air Bearings Dynamic Characterization [WTC2005-63036]

Ratajczyk, Lukasz
Amorphous Carbon Thin Films for Interfaces in MEMS [WTC2005-63147]

Ratoi, M.
A Technique for the Detection of Liquid Slip at a Load-Bearing, High Shear Contact [WTC2005-64269]

Ravichandran, M. H.
Magnetic Bearing for Reaction Wheels in Space Application [WTC2005-63910]

Ray, Subrata
Influence of Particle Content and Porosity on the Dry Sliding Wear Behaviour of Cast In-Situ Al(Ti)-Al$_2$O$_3$(TiO$_2$) Composites [WTC2005-63293]

Razzaque, M. Mahbubur
Effects of Grooving in a Circular Step Thrust Bearing [WTC2005-63431]

Reddyhoff, T.
Ultrasonic Phase and Amplitude and the Measurement of Oil Film Thickness [WTC2005-63789]

Rehman, Obaid ur
Scuffing Failure Analysis Due to an Abrasive Contaminant in High Pressure Injection Fuel System [WTC2005-63381]

Reich, Ronald A.
Direct Observations of Emulsion Flow in EHL Contact [WTC2005-63074]

Reising, S. E.
Tribological Properties of Nanocrystalline Diamond Films With Different Nanoscale Morphology and Bonding Characteristics [WTC2005-63691]

Rekow, D.
Dental Materials and Teeth: Testing Demands and Performance Challenges [WTC2005-63768]

Rennie, A. C.
Tribological Investigation of Porcine Articular Cartilage [WTC2005-64382]
Rennie, Alison  
Novel Ionic Liquid Lubricants for Aerospace and MEMS [WTC2005-63744]

Repoux, M.  
Adsorption of a Fatty Acid Onto a Deformed Electrogalvanized Steel Sheet [WTC2005-64372]

Reynolds, Alison  
A Study Into the Parameters Affecting Nickel Oxide Glaze Formation [WTC2005-63885]

Rhim, Y. C.  
Lubrication and Dynamic Characteristics of a Cylinder Block in an Axial Piston Pump [WTC2005-63341]

Ribeaucourt, R.  
A Mixed Mode Fatigue Crack Growth Model Applied to Rolling Contact Fatigue [WTC2005-63331]

Ribeiro, R.  
Biotribological Behavior of Boronized Tungsten [WTC2005-63692]  
Friction and Wear Behavior of Boronized Chromium for Biological Applications [WTC2005-63696]

Rico, J. E. Fernandez  
Wear Behaviour of Binary Oil Mixtures Under Extreme-Pressure Conditions [WTC2005-63164]

Riester, Laura  

Rigney, D. A.  
The Challenges of Sliding Wear [WTC2005-64231]

Riss, Arnaud  
Comparison of Aluminum Cold Strip Rolling Lubricant Additives [WTC2005-63650]

Ritter, Claudia  
Adhesion and Friction on the Nanometer Scale: Energy Dissipation During Sliding of Antimony Islands on Graphite and MoS2 [WTC2005-63898]

Rivadeneira, Juan Carlos  
Advances in Nonlinear Rotordynamics of Passenger Vehicle Turbochargers: A Virtual Laboratory Anchored to Test Data [WTC2005-64155]

Rivière, J.-P.  
Fretting Behavior of Coated and Treated Titanium Alloy Using an Open-Loop System [WTC2005-63531]

Rivin, Eugene I.  

Riznychuk, Roman V.  
Variational Approach in Elastic-Indentation Problems [WTC2005-64014]  
The Surface Buckling in Static and Dynamic Rough Contact of Solids [WTC2005-64233]

Rizwan, Ahmad  

Robbe-Valloire, F.  
Prediction of Wear Rate Dispersion in Mixed Lubrication [WTC2005-63212]
Robbins, M. O.
Finite Element Modeling of Sliding Contact Between Rough Surfaces [WTC2005-63567]

Robbins, Mark
Effect of Atomic-Scale Surface Roughness on Friction [WTC2005-64093]
When Does Continuum Theory Describe Mechanical Contacts? [WTC2005-64095]

Roberts, E.
Development of Highly Hydrogenated DLC Coatings for Solid Lubricant Applications in Space [WTC2005-63450]

Roberts, P.
Contact Mechanics Analysis and Initial Stability of Press-Fit Metal-on-Metal Hip Resurfacing Prostheses [WTC2005-63337]
Effect of Acetabular Cup Design on the Tribology of Metal-on-Metal Hip Resurfacing Replacements: A Contact Mechanics and Elastohydrodynamic Lubrication Study [WTC2005-63356]

Rodilla, M. E.
Effects of Asperity Shape on the Tribological Behaviour During Stamping of Zinc Coated Steel Sheets for Car Bodies [WTC2005-64129]

Rodling, J.

Rodríguez, R.
Temperature-Dependent Tribological Improvements in Low-Energy Nitrogen Ion Implanted Vanadium-Titanium Alloys [WTC2005-64203]

Rodríguez, R. Chou
Wear Behaviour of Binary Oil Mixtures Under Extreme-Pressure Conditions [WTC2005-63164]

Roettger, Karsten
Deep Rolling Efficiently Increases Fatigue Life [WTC2005-63093]

Rogers, Chris
Quantitative In-Situ Measurement of Asperity Compression During Chemical Mechanical Planarization [WTC2005-63805]

Rollin, A. J.
Influence of Material Property on Micropitting and Pitting Behavior [WTC2005-63562]

Roman, E.
Boundary Lubrication of DLC Coatings With Conventional Oils [WTC2005-63906]

Ronkainen, H.
Optimizing Coated Contacts by 3D FEM Stress Modelling and Fracture Toughness Determination [WTC2005-64137]

Rosén, B. G.
Wear Resistance of Smooth Automotive Cylinder Liner Surfaces [WTC2005-64281]

Rosén, Bengt-Göran
Optimization of the Cylinder Liner Surface for Reduction of Oil Consumption [WTC2005-63464]

Rossi, A.
The Role of Temperature and Substrate Pairing in the Tribochemistry of Phosphorus-Based Additives [WTC2005-64290]

Rouchon, J.-F.
How Piezoelectric Actuators Can Improve Dry Friction [WTC2005-64368]
Routbort, J. L.
Water Lubricated Sliding Wear of Si$_3$N$_4$/BN Fibrous Monoliths [WTC2005-63897]

Routbort, Jules L.

Rozhdestvensky, J.
Calculation and Optimization of Tribocontacts and Lubrication Systems of Internal Combustion Engines for Various Types of Lubricant [WTC2005-63021]

Ruiz, R.
A Test Rig for Air Bearings Dynamic Characterization [WTC2005-63036]

Rukoiza, Raimundas
Investigation of Sliding Friction Pairs With Electro-Pulse Sprayed Micro-Coats [WTC2005-63975]

Ruths, M.
Tribological Properties of Associated Structures at Solid-Liquid Interfaces [WTC2005-63225]

Rutland, M. W.
Low Friction Achieved Using Repulsive Van Der Waals Forces: A Nanotribology Study With Colloid Probe AFM [WTC2005-64402]

Rymuza, Zygmunt
Amorphous Carbon Thin Films for Interfaces in MEMS [WTC2005-63147]
Saad, Philipe
Development of High Temperature Tribological Lubricant for Low Heat Rejection High Temperature Operation Diesel Engines [WTC2005-64342]
Ceramic Coated Piston Rings for Internal Combustion Engines [WTC2005-64343]

Sadeghi, Farshid
Dynamics of Bearing Shaft Systems [WTC2005-64331]

Sader, J. E.

Safizadeh, M. S.
A Comparative Study of Air-Couple Ultrasound Sensor and Accelerometer in Detecting Bearing Defects [WTC2005-64282]

Sagara, Kazuhito
Effect of Aging on Wear Life of Sputtered MoS2 Films [WTC2005-63944]

Sahlin, Fredrik
A Cavitation Algorithm for Arbitrary Lubricant Compressibility [WTC2005-63940]
An Abbott Curve Based Rough Surface Contact Mechanics Approach [WTC2005-64038]

Saifullah, M. G.
Flash Temperature Parameter Number Prediction Model by Design of Tribological Experiments for Basestock Mineral Oil Containing Palm Olein and Aminophosphate Additives [WTC2005-63193]

Sainsot, P.
Elastic-Plastic Analysis of the Cylindrical Contact Between Layered Bodies [WTC2005-63124]

Sajid, Ali

Sakaguchi, Tomoya
Dynamic Analysis of Cage Behavior in a Tapered Roller Bearing [WTC2005-64103]

Sakai, Shingo

Sakamoto, Yukihiro
Tribochemical Polishing of Aluminum Oxide in the Atmosphere of CHF3 [WTC2005-64041]

Salant, Richard F.
Numerical Analysis of a Journal Bearing With a Heterogeneous Slip/No-Slip Surface [WTC2005-63088]

Sales, W. F.
Observations of Tool Life and Wear Mechanisms in High Speed Machining of Ti-6Al-4V With PCD Tools Using High Pressure Coolant Supply [WTC2005-63367]

Samanta, P.
Performance Evaluation of Magnetohydrodynamic Bearing [WTC2005-63608]

Samyn, P.
Tribological Behaviour of GFR Polymer Composites [WTC2005-63357]
Samyn, Pieter
Integrated Design of Highly Loaded Sliding Surfaces of a Huge Ball-Joint [WTC2005-63200]
Orientation and Degradation of Polymer Sliding Surfaces Evaluated by Raman Spectroscopy [WTC2005-63452]

Sanda, Kazuyuki
High-Pressure Viscometry and Dilatometry for Lubricant Oils in a Diamond Anvil Cell Up to 6 GPa [WTC2005-63100]

Sanders, J. H.
Characterization of Wear of a Soft Coating Deposited on Titanium Alloy During Fretting [WTC2005-63254]

Sandrock, C.
The Role of Synovial Fluid Properties in a Dynamic Hip Joint Simulation [WTC2005-63661]

Santos, Ilma F.
Characterization of Oil Film Control Forces Under Active Lubrication Regime [WTC2005-63689]

Santos, Ilmar F.
Active Lubrication for Eliminating Instability Problems in Rotating Machines [WTC2005-63663]

Santos, M. B.
Non-Linear Signal Analysis Applied to Surface Wear Condition Monitoring in Reciprocating Sliding Testing Machines [WTC2005-63119]

Sasaki, Akira
Investigation of O-Ring Deterioration Due to Polymerized Oil Oxidation Products [WTC2005-64104]
An Easy Way to Find a Suitable Amount of Top-Up Oil [WTC2005-64143]

Sasaki, N.
Superlubricity of C60 Intercalated Graphite Films [WTC2005-63930]

Sasaki, S.
Frictional Properties of Alkyl-Substituted Phthalocyanines Physisorbed on Graphite [WTC2005-63625]

Sasidhar, Kishore Y.
Effect of Directionality of Grinding Marks on Friction at Different Surface Roughness Using Inclined Scratch Test [WTC2005-64000]

Sasidhar, Y.
Role of Surface Topography on Friction and Transfer Layer Formation: A Study Using Inclined Scratch Test [WTC2005-63999]

Sathuvalli, U. B.
Experimental Investigation of Drillpipe Loaded in Slips [WTC2005-63324]

Sato, Hisakazu
Formation Mechanisms of Tribo-Coating for Low Friction in UHV [WTC2005-64274]

Satyanarayana, N.
Tribology of PFPE Overcoated Self-Assembled Monolayers Deposited on Silicon Surface: Effect of Thermal Treatment [WTC2005-64067]

Saulot, A.
Finite Element Simulation of Wheel-Rail Contact Dynamic Instabilities Under Sliding Conditions [WTC2005-63298]

Savage, Michael
Determination of Turboprop Reduction Gearbox System Fatigue-Life and Reliability From Computer Generated Tests [WTC2005-63187]
Sawae, Y.
Wear Reduction by Functional Protein Boundary Film on Poly(Vinyl Alcohol) Hydrogel [WTC2005-63623]
Modification of Microscopic Zirconia Surface Structure for Improvement in Tribological Characteristics of UHMWPE-on-Zirconia Sliding Pair for Joint Prostheses [WTC2005-63675]
The Cooperative Effects of Protein and Lipid on Wear Behavior of Ultra-High Molecular Weight Polyethylene [WTC2005-63678]

Sawano, T.
Modification of Microscopic Zirconia Surface Structure for Improvement in Tribological Characteristics of UHMWPE-on-Zirconia Sliding Pair for Joint Prostheses [WTC2005-63675]

Sawyer, Gregory W.
Novel Ionic Liquid Lubricants for Aerospace and MEMS [WTC2005-63744]

Sawyer, W. G.
Frictional and Electrical Properties of Multiwalled Carbon Nanotubes [WTC2005-63550]
Effects of the Fraction of PTFE and Film Thickness on Wear and Friction in an ePTFE and Epoxy Composite Solid Lubricant Coating [WTC2005-63555]
Objective Lifetime Design of Orthopaedic Joint Replacements: Are We There Yet? [WTC2005-63560]
Transient Behavior of Near Frictionless Carbon Films in Reciprocating Microtribometry in Low Humidity Inert Environments [WTC2005-63798]
On the Friction and Wear Performance of Boric Acid Lubricant Combinations in Extended Duration Operations [WTC2005-63968]
Tribological Investigation of Porcine Articular Cartilage [WTC2005-64382]

Sawyer, W. Gregory
Tribological Investigation of a Low Friction, Low Wear Polymer/Polymer Composite [WTC2005-63524]
Nano-Tribology of a Polytetrafluoroethylene Transfer Films Using Molecular Dynamics Simulation and Microtribometry [WTC2005-63881]

Sayama, H.
Effect of Reciprocal Sliding on Severe-Mild Wear Transition [WTC2005-64068]

Sayir, A.
Solid Lubrication by Multiwalled Carbon Nanotubes in Air and in Vacuum for Space and Aeronautics Applications [WTC2005-63249]

Sayles, R. S.
Thermo-Mechanical Model for Moving Layered Rough Surface Contacts [WTC2005-63800]

Schade, Klaus-Peter
Applications of Impact Dynamics to Assessment of Composite Erosion Resistance [WTC2005-63184]

Schadler, L. S.
Frictional and Electrical Properties of Multiwalled Carbon Nanotubes [WTC2005-63550]

Schall, J. D.
Molecular Dynamics Simulations of Nanocomposite Diamond-Like Carbon [WTC2005-63255]
Friction and Wear Studies of Hydrogenated Amorphous Carbon Films Containing Silicon [WTC2005-63746]

Schall, J. David
The Tribology of Carbon, Hydrogen, and Silicon-Containing Solid Lubricants [WTC2005-63141]

Scharf, T. W.
 Atomic Layer Deposition of Solid Lubricant Thin Films [WTC2005-63566]
Scherge, M.
Fundamental Wear Mechanisms on the Nanoscale [WTC2005-64004]

Schipper, D. J.
Deterministic Model for Rubber-Metal Contact Including the Interaction Between Asperities [WTC2005-63636]

Schirrer, R.
Fragmentation Processes in Polystyrene Films Under Sliding Conditions [WTC2005-63493]

Schirrer, Robert
Mechanical Analysis of the Damage of a Thin Polymeric Coating During Scratching [WTC2005-63582]
Analysis of the Damage of Uncoated Polymeric Surfaces During Scratching [WTC2005-63586]

Schlar, Max
Maintenance-Free, Low Stick-Slip ELGOGLIDE® Plain Bearings for Industrial Applications [WTC2005-63471]

Schmid, Steven R.
Direct Observations of Emulsion Flow in EHL Contact [WTC2005-63074]

Schmitt, M.
Tribological Behaviour of the Diamond/Steel Couple: Influence of the Temperature [WTC2005-63140]
Tribological Study of Various Graphite Powders Sliding Against Steel [WTC2005-63235]

Schmitt, Marjorie
Nano-Wear of Polystyrene in Contact With Hydrophilic and Hydrophobic Substrates: Influence of Interfacial Interactions [WTC2005-63475]
Sliding Friction of Polymers: The Complex Role of Interface [WTC2005-63480]

Schmotzer, H.
Serum Absorption and Ageing of Polyethylenes During a Hip Simulator Study: Comparison Between Conventional and Crosslinked UHMWPE [WTC2005-63415]
The Influence of Impingement on the Wear of a Metal-on-Metal Articulation: A Hip Simulator Study [WTC2005-63428]

Schneider, Daryl S.
An Experimental Examination of the Effect of Interface Cooling on Thermal Wear Mechanisms in Carbon Graphite [WTC2005-64294]

Schoukens, Gustaaf
Orientation and Degradation of Polymer Sliding Surfaces Evaluated by Raman Spectroscopy [WTC2005-63452]

Schuetz, Michael
Solid Lubricant Coatings for Automotive Engine Pistons [WTC2005-63086]

Schuffenhauer, C.
Inorganic Fullerene-Like Nanoparticles as New Lubricant Additives: A Drug Delivery Mechanism [WTC2005-63221]

Schwartz, Christian J.
Development of a Novel Wear Testing Device for the Investigation of Articular Cartilage and Compliant Polymers for Use in Biomedical Implants [WTC2005-63370]

Schwarz, Ernest E.
Self-Lubricating Cylinder Liner Coatings [WTC2005-64318]

Schwarz, Sergej
Maintenance-Free, Low Stick-Slip ELGOGLIDE® Plain Bearings for Industrial Applications [WTC2005-63471]
Schwarz, Udo D.
A Generalized Analytical Model for the Elastic Deformation of an Adhesive Contact Between a Sphere and a Flat Surface [WTC2005-63888]

Adhesion and Friction on the Nanometer Scale: Energy Dissipation During Sliding of Antimony Islands on Graphite and MoS$_2$ [WTC2005-63898]

Schwenke, T.
Load Scenarios Influence Fluid Absorption of Polyethylene [WTC2005-63578]

Scoles, G.
Adhesion, Friction and Mechanical Properties of -CF$_3$ and -CH$_3$-Terminated Alkanethiol Monolayers: A Comparative Study [WTC2005-63769]

Scott, Christopher G.

Scovino, R.
Acoustic Emission Analysis for Monitoring of Tribological Systems [WTC2005-63117]

Segal, Guus
Three-Dimensional Thermal Field in Slider Bearings [WTC2005-63076]

Sehgal, Rakesh
Studies of Machining Parameters of Al Alloy A-390 During Turning [WTC2005-64128]

Sein, Htet
Wear of Dental Cutting Tools Coated With Nanocrystalline Diamond Coatings [WTC2005-63922]

Seitzman, L. E.
Near Surface Measurement of Mechanical Properties Using Instrumented Indentation Measurements [WTC2005-64317]

Sekii, Yasuo
Wear of Polyethylene Rubbed Against Metals and Ceramics [WTC2005-64049]

Selby, K.
Meeting the Lubrication Challenges of Heavy Duty Low Emission Diesel Engines [WTC2005-63983]

Selby, Theodore W.
Aspects of the Rheology of Chemistry of Fresh and Used Engine Oils [WTC2005-64232]

Senatorski, Jan

Sendo, Hiroshi
Effects of Molecularly Thin Lubricant Films on Slider Touch-Down and Take-Off Hysteresis Behavior in Hard Disk Drives [WTC2005-63622]

Sengers, Jan V.
Modeling of the Generation of UHMWPE Particles With Microfabricated Surface Textures [WTC2005-63495]

Sergici, Asri Onur
Adhesion in the Contact of a Spherical Indenter With a Layered Medium [WTC2005-63382]
Serhan, Hassan A.
Initial Wear Characterization of a Spinal Artificial Disc [WTC2005-64099]

Serpe, C. I.
Contact Stiffness of New and Worn Surfaces [WTC2005-63727]

Sethu, C.
Crank-Angle Resolved In-Cylinder Friction Measurements With the Instantaneous IMEP Method [WTC2005-63677]

Shaaban, M. G.
Flash Temperature Parameter Number Prediction Model by Design of Tribological Experiments for Basestock Mineral Oil Containing Palm Olein and Aminephosphate Additives [WTC2005-63193]

Shabalinskaya, L.
The Analysis of a Mechanism of Mineral Tribotechnical Compounds Influence of Wear Resistance of Tribo Contacts [WTC2005-63959]

Shafiei, M.
Friction and Wear Behaviour of Nanocrystalline Nickel [WTC2005-64315]

Shah, Kirat

Shakhvorostov, D.
Fundamental Wear Mechanisms on the Nanoscale [WTC2005-64004]

Shamshidov, Boris

Shangguan, Bao
Tribo-Electric Behaviors of Copper Under Dry Sliding Against Cu-Cr Alloys [WTC2005-63095]

Shankar, S.
A Finite Element Study of Elastic-Plastic Contact Between Multiple Hemispherical Asperities [WTC2005-64035]

Shao, Tianmin
Thickness and Processing Effects on the Composition and Actuating Force of Pb(Zr,Ti)O₃ Thin-Film Micro-Actuator for Hard Disk Drives [WTC2005-63316]

Shareef, Iqbal
Dry Machinability of Aluminum Alloys [WTC2005-64098]

Sharif, K. J.
Simulation of Wear in a Worm Gear Under Elastohydrodynamic Conditions [WTC2005-63886]

Sharma, B. C.
Lubricating Oil Performance Assessment Using Signed Digraph and Matrix Approach [WTC2005-64024]

Sharma, Brajendra K.
Process Development and Tribochemical Evaluation of Seed Oil Based Antiwear/Antifriction Additive [WTC2005-63380]

Sharma, S. K.
Characterization of Wear of a Soft Coating Deposited on Titanium Alloy During Fretting [WTC2005-63254]
Studies of Machining Parameters of Al Alloy A-390 During Turning [WTC2005-64128]
Shaw, B. A.
Influence of Material Property on Micropitting and Pitting Behavior [WTC2005-63562]

Shcharbakou, Siarhei S.
Troppy Phenomenon [WTC2005-63102]
Contact and Bending Fatigue of Toothed Gearings [WTC2005-63109]

Shcheretsky, Aleksandr A.
Wear Rate of Cast Alloys of the System Cu-Al-Ni Having Martensite Transformation for Work Under Sliding Friction [WTC2005-63047]

Shen, Y. G.
Properties of Ti-Si-N Nanocomposite Coatings Deposited by Closed-Field Unbalanced Magnetron Sputtering [WTC2005-63283]

Shen, Yun Wen
A New Simulation Method of Interaction Between a Liquid Crystalline Polymer and Two Serrated Walls [WTC2005-64033]

Sheng, Chang
An Improved Fractal Contact Model With Special Emphasis on Surface Roughness, Elastoplastic Transition Deformation Zone, and Hardness Effects of Coating Film [WTC2005-63418]

Sheppert, R.
From Lab to Field: New High Performance Water Lubricated Bearings [WTC2005-63300]

Shercliff, Hugh R.
Evolution of Matt Surface Topography in Aluminium Pack Rolling [WTC2005-63172]

Shevchenko, A. V.
General Problems of Tribology of Thermal Sprayed Composite Coatings [WTC2005-63631]

Shi, Bing
Tribological Performance of Cell-Treated Nickel Matrix [WTC2005-63694]

Shi, Fanghui
Thermal Elasto-Plastic Contact Model of Rough Surfaces [WTC2005-63810]

Shi, Yong
Micro Undulated Contact Surfaces on the Contact Behavior of a MEMS Switch [WTC2005-63743]

Shimaoka, Masanori
Plastic Deformations of Micro-Spheres by Solidified Lubricants and Lubricants' Shear Stress Under Very High Pressure [WTC2005-63099]

Shimizu, Hirohiko
New Estimations of Surface Properties for Tribological Studies by Neutron Reflectometry [WTC2005-63797]

Shimizu, T.
Frictional Properties of Alkyl-Substituted Phthalocyanines Physisorbed on Graphite [WTC2005-63625]

Shimosaka, Kiichiro
Effect of Crosslink Density and Mechanical Properties on the Wear of Silica-Filled Styrene-Butadiene Rubbers [WTC2005-63476]

Shindo, Hitoshi
Frictional Force Microscopic Detection of Anisotropy and Asymmetry at Various Atom-Flat Surfaces [WTC2005-63171]
Shinsky, Oleg I.
Wear Rate of Aluminum Alloys Reinforced by Means of Dispersed Intermetallic Compound Fe-Cr Under Dry Friction [WTC2005-63062]

Shiotsu, Isamu
Evaluation of Ultra High Speed Micro Traction Drive [WTC2005-63288]

Shirouzu, Kensuke
Rail Corrugations Caused by Low Coefficient of Friction in a Submarine Railway Tunnel [WTC2005-64346]

Shitagami, Kozo
Frictional Force Microscopic Detection of Anisotropy and Asymmetry at Various Atom-Flat Surfaces [WTC2005-63171]

Shivakumar, Kunigal N.

Shivamurthy, R. C.
Characteristics of Tribolayers Observed in A356 Al Alloy — SicP Composites Discs/Brake Pad During Sliding Wear Tests [WTC2005-64040]

Shmukler, V.
Static and Kinetic Friction of Smooth Glass Surfaces Rubbed With Silicone Oils [WTC2005-63174]

Sibley, Lewis
Commercial Spool Pump Bearing Performance Testing [WTC2005-63282]

Siebels, W.
The Influence of Impingement on the Wear of a Metal-on-Metal Articulation: A Hip Simulator Study [WTC2005-63428]

Siebert, Hermann
Gear Oils Based on Polyglycols: New Solution for the Lubrication of Large Industrial Gear Drives [WTC2005-64072]

Sim, Kyuho
Design and Hydrodynamic Performance of Hybrid Flexural Pivot Gas Bearings for High Speed Oil-Free Micro Turbomachinery [WTC2005-63561]

Simon, Vilmos V.
Influence of Lubricant and Operating Parameters on EHD Lubrication in Hypoid Gears [WTC2005-63118]

Singh, D. K.
Analysis of Surface Roughness and Surface Texture Generated by Pulsating Flexible Magnetic Abrasive Brush (P-FMAB) [WTC2005-63134]

Singh, R. Arvind
Friction Characteristics of Self-Assembled Monolayers Coated on SI-Wafer by Chemical Vapor Deposition at Nano/Micro-Scale [WTC2005-63417]
Tribological Properties of Nano/Micro-Patterned PMMA Surfaces on Silicon Wafer [WTC2005-63964]

Sinha, S. K.
Tribology of PFPE Overcoated Self-Assembled Monolayers Deposited on Silicon Surface: Effect of Thermal Treatment [WTC2005-64067]

Sinha, Sujeet K.
Modeling Abrasive Wear for Polymers Using Intersecting Scratching Technique [WTC2005-64071]
Siniawski, Matthew
Abrasiveness of Boron Carbide (B₄C) Coatings [WTC2005-64147]

Sinnott, Susan B.
Nanotribology of a Polytetrafluoroethylene Transfer Films Using Molecular Dynamics Simulation and Microtribometry [WTC2005-63881]

Sivebaek, Ion M.
Lubricity Synergism in Boundary Lubrication [WTC2005-63687]

Sivrikova, S.
Calculation and Optimization of Tribocontacts and Lubrication Systems of Internal Combustion Engines for Various Types of Lubricant [WTC2005-63021]

Skoric, B.
Some Tribological Aspects of the Duplex Coatings With Additional Ion Bombardment [WTC2005-64218]

Smith, M. A.
Next Generation Feedstocks From New Frontiers in Oilseed Engineering [WTC2005-63523]

Smith, O.
In-Cylinder Fuel and Lubricant Effects on Gasoline Engine Friction [WTC2005-64265]

Snidle, R. W.
Simulation of Wear in a Worm Gear Under Elastohydrodynamic Conditions [WTC2005-63886]

Snurr, R. Q.
Integration of a Molecular Viscosity Model and a Continuum EHL Solution for Simulation of Thin Film Lubrication [WTC2005-63091]
Modeling the Pressure-Density Relationship in Thin Films at Asperity Contacts in Mixed Lubrication [WTC2005-64347]

Sodeyama, Naoya
Effect of Humidity on Friction of Carbon Nitride Coatings Under N₂ Gas Lubrication [WTC2005-64275]

Soejima, Mitsuhiro
Influence of Cam Surface Finish and Roughness on Frictional Power Loss in Valve Trains With Roller Tappets [WTC2005-63994]

Soejima, Takao
Tribochemical Polishing of Aluminum Oxide in the Atmosphere of CHF₃ [WTC2005-64041]

Sokolov, I.
On Direct Measurement of Forces Between CMP Polishing Pads and Abrasive Nanoparticles [WTC2005-64160]

Sokolov, Igor
Copper CMP Mimicked With Atomic Force Microscopy [WTC2005-64018]

Someya, T.
Oil Film Temperature Distribution of Cylindrical Journal Bearings With Variable Axial Profile [WTC2005-63831]

Sone, Yasutomo
Rail Corrugations Caused by Low Coefficient of Friction in a Submarine Railway Tunnel [WTC2005-64346]

Song, Zhitang
Chemical Mechanical Polishing Slurry for Tungsten in ULSI With Large Particle Size Colloidal Silica Nano-Abrasive [WTC2005-64249]
Sonobe, Hiroyuki
Evaluation of Ultra High Speed Micro Traction Drive [WTC2005-63288]

Sood, Vivek

Soom, A.
Contact Stiffness of New and Worn Surfaces [WTC2005-63727]

Sosnovskiy, Leonid A.
Analogy Between the Full Curves of Fatigue Under Cyclic Loading and Under Friction [WTC2005-63055]
The Method of Strength Calculation in Volume Fracture and Surface Damage [WTC2005-63056]
Theory of the Limiting States of Active Systems [WTC2005-63057]
Mechanics of the Irreversible Damages Caused by Contact and Non-Contact Load [WTC2005-63081]
Surprises of Tribo-Fatigue [WTC2005-63082]
Troppy Phenomenon [WTC2005-63102]
Contact and Bending Fatigue of Toothed Gearings [WTC2005-63109]
Corrosion-Erosion Fatigue of Pipeline Tubes [WTC2005-63111]

Souchet, Alexandra
The Role of Tribofilm Evolution on Tribological Behaviour of Ti₃SiC₂ Ceramic [WTC2005-64267]

Sovinski, Marjorie F.
Analysis of Black Bearing Balls From a Space Shuttle Body Flap Actuator [WTC2005-63539]

Spalek, J.
Analysis of Oil Film Temperature Distribution of the High Speed Shaft Journal Bearings of Gear Box Applied in the Coal Mine Hoisting Machine [WTC2005-63842]

Spencer, N. D.
Influence of Surface Modification on Aqueous Lubrication of Elastomers [WTC2005-63234]
The Role of Temperature and Substrate Pairing in the Tribochemistry of Phosphorus-Based Additives [WTC2005-64290]

Spikes, H. A.
Elastohydrodynamic Lubrication of Multiple Periodic Ridges [WTC2005-63802]
A Micro-IIRRAS Study of Lubricant Degradation Under Thin Film Conditions [WTC2005-64135]
A Technique for the Detection of Liquid Slip at a Load-Bearing, High Shear Contact [WTC2005-64269]
Soft EHL Lubrication of Complex Multiphase Fluids [WTC2005-64272]

Spikes, Hugh A.
EHD Contacts in Low-Amplitude Oscillatory Motion [WTC2005-63226]

Stachowiak, G. W.
Expert-Free Wear Particle Morphology Analysis [WTC2005-64388]

Stack, M. M.

Stacke, L.-E.
Multibody Rolling Bearing Calculations: Computer Program Beast [WTC2005-64337]

Stanulov, Kiril
Journal Bearings Stability With Consideration of Fluid Inertia [WTC2005-64200]
Stark, M. S.
The Tribological and Chemical Analysis of Top Ring Zone Samples of Fully Formulated Oil Taken From a Four Stroke Gasoline Engine [WTC2005-64076]
Lubricant Degradation Studies Using a Single Cylinder Research Engine [WTC2005-64373]

Stefani, C.
Quantification of Accelerated Wear for Road Materials by Using a New Testing Apparatus [WTC2005-63268]

Stefani, Fabrizio A.

Steika, Nils A.
Biotribology: The Wear Resistance of Repaired Human Articular Cartilage [WTC2005-63304]

Steika, Nils A.
Biotribology: The Wear Resistance of Repaired Human Articular Cartilage [WTC2005-63304]

Steinmann, P. A.
Frictional Properties of Silicon and Self-Assembled Monolayers as a Function of Surface Roughness, Chemical Composition and Sliding Condition [WTC2005-63716]

Stephens, Lyndon S.
The Impact of Chemical Mechanical Planarization Polishing on a Surface Textured With Deterministic Microasperities [WTC2005-64292]
An Experimental Examination of the Effect of Interface Cooling on Thermal Wear Mechanisms in Carbon Graphite [WTC2005-64294]
Random Surface Roughness Effects in Microasperity Lubrication [WTC2005-64298]

Stephens, Lyndon Scott
Thermo-Mechanical Deformation in Heat Sink Seal Rings [WTC2005-64228]

Stevens, Forrest

Stipe, Barry
Write Protrusion Modulation for Sub-Nanometer Contact Interference [WTC2005-63808]

Stokes, J. R.
Soft EHL Lubrication of Complex Multiphase Fluids [WTC2005-64272]

Stone, Martin H.
The Effect of Different Lubrication Regimes and Lubricants on the Friction Hard-on-Hard Total Hip Replacements [WTC2005-63330]

Streator, Jeffrey L.
A Multi-Scale Model for Contact Between Rough Surfaces [WTC2005-63565]

Street, K. W. Jr.
Solid Lubrication by Multiwalled Carbon Nanotubes in Air and in Vacuum for Space and Aeronautics Applications [WTC2005-63249]
Contact and Surface Problems in Adhesion, Friction, Indentation, and Cavitation Erosion Related to Space and Aeronautics Lubrication [WTC2005-63253]

Street, Kenneth W.
Analysis of Black Bearing Balls From a Space Shuttle Body Flap Actuator [WTC2005-63539]
Applications of Carbon Based Nano-Particles to Space and Aeronautics Lubrication [WTC2005-63553]

Stromberg, Ryan
Characteristics and Nanotribological Applications of Scanning Wear [WTC2005-63710]
Strzelecki, S.
Power Loss of Tilting 5-Pad Journal Bearing Operating With Turbulent Oil Film [WTC2005-63826]
Effect of Oil Supply Pressure on the Maximum Oil Film Temperature of 2-Lobe Journal Bearing [WTC2005-63827]
Effect of Journal Misalignment on the Oil Film Pressure and Temperature Distribution of 3-Lobe Offset Journal Bearing [WTC2005-63828]
Calculation of High Speed Multilobe Journal Bearings [WTC2005-63829]
Oil Film Temperature Distribution of Cylindrical Journal Bearings With Variable Axial Profile [WTC2005-63831]
Thermal Deformation of Pads in Tilting 5-Pad Journal Bearing [WTC2005-63832]
Fretting Corrosion in the Pin Joints of the Rope Mounting of Skip Buckets Operating in the Coal Mines Deep Pit Shafts [WTC2005-63833]
Analysis of Oil Film Temperature Distribution of the High Speed Shaft Journal Bearings of Gear Box Applied in the Coal Mine Hoisting Machine [WTC2005-63842]
Thrust Bearing-Relieving Disk of Multistage Centrifugal Pump [WTC2005-63858]

Su, Caijun
A Micro-Tribotester for Evaluating Friction and Wear on Side Contacting Surfaces in Bulk-Microfabricated Devices [WTC2005-63317]

Su, S. H.

Su, Yu-Chih
Effects of Biological Lubrication on the Morphology of UHMWPE Wear Particles Generated With Surface Textures [WTC2005-63501]

Suda, Satoshi
Investigation of Tribological Mechanism of Near Dry Machining (NDM) [WTC2005-64181]

Sugai, Takashi
Frictional Force Microscopic Detection of Anisotropy and Asymmetry at Various Atom-Flat Surfaces [WTC2005-63171]

Sugimura, J.
Dependence of Gas Transportation in Radial Lip Seals on Oil and Gas [WTC2005-64048]

Sugimura, Joichi
Rolling Contact Fatigue of Bearing Steel in Hydrogen Environment [WTC2005-64037]

Suh, A. Y.
Adhesive Contact Modeling of Ultra-Low Flying Head-Disk Interfaces With and Without Roughness Effects [WTC2005-63729]

Suh, Kahp Y.
Tribological Properties of Nano/Micro-Patterned PMMA Surfaces on Silicon Wafer [WTC2005-63964]

Sui, C.
Tribological Characteristics of a Dynamic O-Ring in Abrasive Environment [WTC2005-63190]

Suister, Eric
Integrated Design of Highly Loaded Sliding Surfaces of a Huge Ball-Joint [WTC2005-63200]

Sultana, Tayyaba
Scuffing Failure Analysis Due to an Abrasive Contaminant in High Pressure Injection Fuel System [WTC2005-63381]
Sun, D. C.
A Theory of Cavitation in an Oscillatory Oil Squeeze Film [WTC2005-64159]
Investigation of Cavitation Phenomenon in an Oscillatory Oil Squeeze Film [WTC2005-64167]
Experimental Investigation of Cavitation in an Oil Squeeze Film Subjected to Displacement-Controlled Oscillations [WTC2005-64197]

Sun, Lemin
Tribo-Electric Behaviors of Copper Under Dry Sliding Against Cu-Cr Alloys [WTC2005-63095]

Sun, Meili
A Theory of Cavitation in an Oscillatory Oil Squeeze Film [WTC2005-64159]
Investigation of Cavitation Phenomenon in an Oscillatory Oil Squeeze Film [WTC2005-64167]
Experimental Investigation of Cavitation in an Oil Squeeze Film Subjected to Displacement-Controlled Oscillations [WTC2005-64197]

Sun, Z. M.
Tribological Study of Ti3SiC2 and Its Derivatives [WTC2005-63739]

Sundararajan, Sriram
A Relationship Between Autocorrelation Length and Adhesive Friction Behavior of Rough Surfaces [WTC2005-63918]

Surappa, M. K.
Characteristics of Tribolayers Observed in A356 Al Alloy — SicP Composites Discs/Brake Pad During Sliding Wear Tests [WTC2005-64040]

Sutcliffe, M. P. F.
Process Map Development for Chemical Mechanical Polishing With Low-k Material [WTC2005-63708]

Sutcliffe, Michael P. F.
Evolution of Matt Surface Topography in Aluminium Pack Rolling [WTC2005-63172]

Sutor, Paul
Novel Ionic Liquid Lubricants for Aerospace and MEMS [WTC2005-63744]
Self-Lubricating Cylinder Liner Coatings [WTC2005-64318]

Suzuki, Kenichi
Numerical Simulations for Friction Induced Vibrations Considering Temperature-Dependence Effect [WTC2005-64185]

Suzuki, Mineo
Transfer Film Lubrication for Ceramic Pairs at a Temperature of 800°C and a Pressure of 1300 Pa [WTC2005-63281]
Effect of Aging on Wear Life of Sputtered MoS2 Films [WTC2005-63944]

Suzumura, A.
A Method to Predict Temperature Fields During Frictional Welding by Introducing the Heat Input Coefficient and the Heat Input Surface Transfer [WTC2005-63639]

Swalla, Dana R.
Role of Misorientation in Assessing Fretting Damage [WTC2005-63313]

Swiatek, J.
Effect of Oil Supply Pressure on the Maximum Oil Film Temperature of 2-Lobe Journal Bearing [WTC2005-63827]
Symens, Wim
Characterisation of Pre-Sliding and Pre-Rolling Friction [WTC2005-63517]

Sytar, V. I.
Effect of Graphite Content on Wear of Thermostable Graphite-Reinforced Plastics [WTC2005-63229]

Szczerbak, Marian
A New Approach to Optimization of the Metal-Polymer Tribological Characteristics [WTC2005-63343]
New Challenges in Application of Thin Hard Coatings on Heavy-Loaded Machine Components [WTC2005-63424]
The Effect of AW/EP Additives on Rolling Contact Fatigue of the Coated Parts [WTC2005-63430]
The Scuffing Resistance of the Coated Tribosystems Lubricated With Ecological Oils [WTC2005-63432]
The Resistance to Scuffing, Seizure and Pitting as a Result of the Chemistry of Lubricating Oils [WTC2005-63439]
Scuffing Initiation, Scuffing Propagation and Pitting of a Four-Ball Tribosystem Lubricated With Mineral and Synthetic Oils [WTC2005-63445]
Tagawa, Masahito
Changes in Tribological Properties of MOS2 Film Exposed to LEO on SM/SEED [WTC2005-64029]

Tagawa, Norio
Effects of Molecularly Thin Lubricant Films on Slider Touch-Down and Take-Off Hysteresis Behavior in Hard Disk Drives [WTC2005-63622]

Tagaya, Yoichi
A Simulation Method for Spreading Dynamics of Molecularly Thin Lubricant Films on Magnetic Disks Using Bead-Spring Model [WTC2005-64393]

Takaki, Toshihiko
The Effect of Thin Lubricant Films on Acoustic Emission Characteristics [WTC2005-64256]

Takemoto, Hiroki
New Estimations of Surface Properties for Tribological Studies by Neutron Reflectometry [WTC2005-63797]

Talke, F. E.
Simulation of In-Plane Transverse Displacement of Tape [WTC2005-63824]

Talke, Frank E.
Effect of Non-Operational Shock on Interaction Between Suspension Lift-Tab and Load/Unload Ramp [WTC2005-63558]
Effect of Intermolecular Forces on the Dynamic Response of a Slider [WTC2005-63679]
A Scanning Method to Study the Influence of Roughness, Microwaviness, and Lubricant Thickness Variation on Slider Dynamics [WTC2005-63682]
Scaling and Shock Response of Small Form Factor Disk Drives [WTC2005-64162]

Tamrazov, A. A.
Vibrostability Peculiarities of Disk Brake in Automobile Anti-Lock Braking System [WTC2005-64153]

Tan, Xiaobo
Modeling of Velocity-Dependent Rolling Friction in Linear Microball Bearings [WTC2005-64025]

Tanaka, Hiroyoshi
Rolling Contact Fatigue of Bearing Steel in Hydrogen Environment [WTC2005-64037]

Tanaka, Masato
Challenges and Solutions of Recent Thick-Film Bearings [WTC2005-64381]

Tanaka, Tomohisa
The Effect of Interaction Between Neighboring Asperity Contacts on Wear Mode Transition in Sliding Contact of Rough Surfaces [WTC2005-63617]

Tang, Changyu
Study on Lubrication Properties of Carboxymethyl Cellulose as a Novel Additive in Water-Based Stock [WTC2005-64250]

Tao, D. H.

Tao, Dehua
Synthesis of the Multifunctional Additive N-acyl Glutamic Acid and Application in Water-Based Lubricating Fuils [WTC2005-64205]
Study of Relationship Between Structure of the Organic Aliphatic Acid and Rust-Inhibiting and Tribological Behavior in the Water-Based Cutting Fluid [WTC2005-64213]
Taraf, M.
Numerical Simulation of Material Sub-Surface Defects in Rolling Contact Fatigue [WTC2005-63654]

Tasaki, Seiji
New Estimations of Surface Properties for Tribological Studies by Neutron Reflectometry [WTC2005-63797]

Taura, Hiroo
The Effect of Thin Lubricant Films on Acoustic Emission Characteristics [WTC2005-64256]

Taylor, R. I.
The Tribological and Chemical Analysis of Top Ring Zone Samples of Fully Formulated Oil Taken From a Four Stroke Gasoline Engine [WTC2005-64076]
In-Cylinder Fuel and Lubricant Effects on Gasoline Engine Friction [WTC2005-64265]
Lubricant Degradation Studies Using a Single Cylinder Research Engine [WTC2005-64373]

Taylor, R. J.
Simulation of In-Plane Transverse Displacement of Tape [WTC2005-63824]

Taylor, Steven C.
Wear Behavior of W-DLC Coating Under Reciprocating Sliding Motion [WTC2005-63364]

Tazaki, Yasuyoshi
Evaluation of Ultra High Speed Micro Traction Drive [WTC2005-63288]

Tenne, R.
Tribological Applications of WS\(_2\) (MoS\(_2\)) Inorganic Fullerene-Like Nanoparticles as Solid Lubrication [WTC2005-63173]
Inorganic Fullerene-Like Nanoparticles as New Lubricant Additives: A Drug Delivery Mechanism [WTC2005-63221]

Terrell, Elon
CMP and Nano-Characterization of Magnetic Head Wafer Films [WTC2005-63704]
Two-Phase Hydrodynamic Modeling of Particulate Fluids in Sliding Contacts [WTC2005-63778]

Tersigni, Samuel H.
Effect of Detailed Base Oil Structure on Oxidation Performance of Automatic Transmission Fluids [WTC2005-63563]

Tevaarwerk, J. L.

Texier, P.-Y. M.
Tire/Pavement Strain Tensor Measurement With an Infrastructure-Based Approach [WTC2005-64300]

Thivagar, T.
Nonlinear Time Transient Stability Analysis of Multilobe Bearings [WTC2005-63325]

Thomas, Sébastien
Numerical Modeling of High Pressure Gas Face Seals [WTC2005-63508]

Thompson, V.
Dental Materials and Teeth: Testing Demands and Performance Challenges [WTC2005-63768]

Tian, Tian
Modeling Oil Evaporation From the Engine Cylinder Liner With Consideration of the Transport of Oil Species Along the Liner [WTC2005-63984]
Tichy, John
The PTT Model in Hip Joint Replacement: Shock Loading [WTC2005-63979]
Rheological Modeling of Lubrication Flows [WTC2005-64397]

Tieu, A. K.
Experimental and Numerical Study of Emulsion Lubricated Strip Rolling [WTC2005-64020]

Tieu, A. Kiet
Numerical and Experimental Investigation of Friction in Cold Strip Rolling [WTC2005-63394]

Tiwari, Ashutosh

Tobisu, Hideaki
An Easy Way to Find a Suitable Amount of Top-Up Oil [WTC2005-64143]

Tokairin, Takeshi
Tribological Characteristics of Newly Synthesized Multi-Functional PFPE Lubricants [WTC2005-63634]

Tokoroyama, Takayuki
Effect of the Shear Strength of Coating of CNx on Friction Sliding Against Si3N4 Pin in Nitrogen [WTC2005-63419]

Tokunaga, Wataru
Application of Acoustic Emission for High-Pressure Short Time Solidification of Traction Fluids [WTC2005-63168]

Tomaszewski, Michael J.
Magnetically Suspended Rotary Blood Pump [WTC2005-63681]
High-Temperature High-Speed Tribometer With Complex Motion [WTC2005-63685]
Turbojet Engine Demonstration With a High Temperature Air Foil Bearing [WTC2005-63951]

Tønder, Kristian
Pivoted Inlet Texture Devices [WTC2005-63362]

Tong, Ruiting
Elasto-Plastic Asperity Contacts of Layered Media [WTC2005-63812]

Tongele, T. N.
A Geometrical Optimization Approach to Minimize Contact Stress in Mating Gear Teeth [WTC2005-63112]

Torikai, Naoya
New Estimations of Surface Properties for Tribological Studies by Neutron Reflectometry [WTC2005-63797]

Torres, J. R.
Adhesive Force Reduction and Molecular Aggregation on Lubricin-Coated Contacts [WTC2005-64016]
Lubricin Interaction With Hyaluronate Promotes Interchain Association Leading to Network Formation [WTC2005-64017]

Tortech, L.
Third Body Effects in the Wear of Polyamide Materials [WTC2005-63895]

Touati, M. Mliha
Numerical Simulation of Material Sub-Surface Defects in Rolling Contact Fatigue [WTC2005-63654]

Toumatsu, M.
Effects of Tube Diameters on Frictional Characteristics of Carbon Nanotubes [WTC2005-63602]
Tournerie, Bernard
The Effect of Inertia on Radial Flows: Application to Hydrostatic Seals [WTC2005-63336]
Numerical Modeling of High Pressure Gas Face Seals [WTC2005-63508]

Towarek, Z.
Effect of Journal Misalignment on the Oil Film Pressure and Temperature Distribution of 3-Lobe Offset Journal Bearing [WTC2005-63828]

Tripathy, S.

Truhan, John J.
The Erosion-Corrosion of Intake Valve Sealing Surfaces Due to the Formation of Lubricating Oil Deposits [WTC2005-64227]

Tsai, Chih-Ming
Performance Evaluation of DIRECT Algorithm in Parallel Optimization for a Thermohydrodynamic Lubrication Analysis [WTC2005-63319]
Performance Evaluation of a Multiprocessor Cluster for a Thermohydrodynamic Lubrication Analysis [WTC2005-63433]

Tsai, Hung-Jung

Tsuchiya, Hiroshi
Wear Properties of Metal-Impregnated Carbon Fiber-Reinforced Carbon Composite Sliding Against a Copper Plate Under an Electric Current [WTC2005-63457]

Tsuda, D.
Superlubricity of C60 Intercalated Graphite Films [WTC2005-63930]

Tsuda, Naozumi
HDD Slider Air Bearing Design Optimization Using a Surrogate Model [WTC2005-64163]

Tu, J. P.
Tribological Properties of Magnetron Sputtered MoS2/Metal (Ti, Mo) Nanocomposite Coatings [WTC2005-63588]

Tuan, Nguyen Anh
Investigation on the Wear of Well-Tubing in the Oil Exploitation [WTC2005-64192]
Investigation of Tribological Properties of Slide Bearing (PA 6-15% PTFE1100) [WTC2005-64193]
The Behavior of Tribological Characteristics of Diesel Crank-Shaft Bearing [WTC2005-64196]

Tuan, Phuong Nguyen

Tudor, A.
Analysis of Heat Partitioning in Wheel/Rail and Wheel/Brake Shoe Contact: An Analytical Approach [WTC2005-63365]

Tullis, Terry E.
Determination of Contact Area During Small-Scale Friction Experiments by Means of Continuous Stiffness Measurements [WTC2005-63373]
Tung, Simon C.
Tribological Performances of Some Piston Ring Materials Lubricated With Low Acidity Fuel Alcohol [WTC2005-63411]
Overview and Future Trends of Manufacturing Lubrication and Conditioning Monitoring Technologies [WTC2005-64179]
Tribological Investigation of the Polymer-Based Lubrication System With Micropores Used in a Manufacturing Transfer Line [WTC2005-64277]

Tuszynski, Waldemar
The Scuffing Resistance of the Coated Tribosystems Lubricated With Ecological Oils [WTC2005-63432]
The Resistance to Scuffing, Seizure and Pitting as a Result of the Chemistry of Lubricating Oils [WTC2005-63439]
Scuffing Initiation, Scuffing Propagation and Pitting of a Four-Ball Tribosystem Lubricated With Mineral and Synthetic Oils [WTC2005-63445]

Tyagi, Rajnesh
Effect of TIC Content on Friction and Wear Behavior of Al-TiC Composites [WTC2005-63016]

Tysoe, Wilfred T.
Understanding the Tribological Chemistry of Chlorine- and Sulfur- and Phosphorus-Containing Additives [WTC2005-63361]

Tzvetkof, Tzveti
Journal Bearings Stability With Consideration of Fluid Inertia [WTC2005-64200]
Uchiyama, Shinji
Investigation of O-Ring Deterioration Due to Polymerized Oil Oxidation Products [WTC2005-64104]
An Easy Way to Find a Suitable Amount of Top-Up Oil [WTC2005-64143]

Uchiyama, Yoshitaka
Effect of Crosslink Density and Mechanical Properties on the Wear of Silica-Filled Styrene-Butadiene Rubbers [WTC2005-63476]

Ucisik, A. H.
Bioticribological Behavior of Boronized Tungsten [WTC2005-63692]
Friction and Wear Behavior of Boronized Chromium for Biological Applications [WTC2005-63696]

Udofia, I.
Contact Mechanics Analysis and Initial Stability of Press-Fit Metal-on-Metal Hip Resurfacing Prostheses [WTC2005-63337]
Effect of Acetabular Cup Design on the Tribology of Metal-on-Metal Hip Resurfacing Replacements: A Contact Mechanics and Elastohydrodynamic Lubrication Study [WTC2005-63356]

Udofia, I. J.
Elasto-Hydrodynamic Lubrication Modeling of Spherical Metal-on-Metal Artificial Hip Joints [WTC2005-63556]

Ueda, Koji
Unique Fatigue Failure of Spherical Roller Bearings and Life-Enhancing Measures [WTC2005-63202]

Ueda, Tohru
Unique Fatigue Failure of Spherical Roller Bearings and Life-Enhancing Measures [WTC2005-63202]

Uehara, Kazutake
Effects of Microscopic Spherical Particles Mixed in Lubricating Oil on Frictional Characteristics of Linear Slide Guide [WTC2005-63595]

Ueoka, Kenichi

Umeda, Akihiko
Evaluation of Ultra High Speed Micro Traction Drive [WTC2005-63288]

Umehara, Noritsugu
Effect of the Shear Strength of Coating of CNx on Friction Sliding Against Si3N4 Pin in Nitrogen [WTC2005-63419]
Effect of Applied DC Voltage to Stainless Steel Pin and CNx Coated Disk in Pin-on-Disk Sliding Test on Tribological Properties [WTC2005-63446]

Unnikrishnan, P. V.
Magnetic Bearing for Reaction Wheels in Space Application [WTC2005-63910]

Urbanak, M.
Meeting the Lubrication Challenges of Heavy Duty Low Emission Diesel Engines [WTC2005-63983]

Urgen, M.
Scuffing Resistance of Laser Textured Surfaces [WTC2005-64013]

Ürgen, Mustafa
Comparative Tribological Behavior of TiN-, CrN-, ZrN-, and MoN -Cu Based Nanocomposite Coatings [WTC2005-64056]
Urriolagoitia, G.
Brittle Fracture Generated by Abrasion Wear in Boride Low Carbon Steel [WTC2005-63869]

Usta, M.
Biotribological Behavior of Boronized Tungsten [WTC2005-63692]
Friction and Wear Behavior of Boronized Chromium for Biological Applications [WTC2005-63696]

Utsunomiya, Hiroshi
Evolution of Matt Surface Topography in Aluminium Pack Rolling [WTC2005-63172]
Vaché, V.
Adsorption of a Fatty Acid Onto a Deformed Electrogalvanized Steel Sheet [WTC2005-64372]

Vacher, B.
Carbon Nanotubes and Onions as Lubricant Additives [WTC2005-63220]

Vachtsevanos, George
A Particle Filtering Framework for Failure Prognosis [WTC2005-64005]

Valadez, M. Gonzalez
Shear and Normal Stiffness of Mixed Liquid-Solid Contacts [WTC2005-63793]

Valbusa, U.
Friction Force Microscopy Investigation of Elastic Instabilities in Nanolubricated Junctions [WTC2005-63448]

Valco, Mark J.
Foil Bearings Makes Oil-Free Turbocharger Possible [WTC2005-63724]

Van Acker, K.
Friction and Wear of Diamond-Like Carbon Coatings Lubricated With Biodegradable Oils [WTC2005-63340]
Development of Highly Hydrogenated DLC Coatings for Solid Lubricant Applications in Space [WTC2005-63450]

Van Citters, D. W.
Wear Evaluation of Crosslinked UHMWPE for Knee Prostheses Using a Multi-Station Rolling-Sliding Tribotester [WTC2005-63533]

Van Citters, Douglas W.
In-Vitro Study of Backside Wear Mechanism on Mobile Knee Bearing Components [WTC2005-63360]

Van Craenenbroeck, Jeroen
Orientation and Degradation of Polymer Sliding Surfaces Evaluated by Raman Spectroscopy [WTC2005-63452]

Van der Donck, T.
Fretting Behaviour of PACVD Deposited DLC Coatings Against Different Counter Bodies [WTC2005-64251]

Van Hung, Pham

van Melick, H.
Third Body Effects in the Wear of Polyamide Materials [WTC2005-63895]

Van Paepegem, Wim
Integrated Design of Highly Loaded Sliding Surfaces of a Huge Ball-Joint [WTC2005-63200]

Van Schepdael, Ludo
Integrated Design of Highly Loaded Sliding Surfaces of a Huge Ball-Joint [WTC2005-63200]

Van Workum, K.
Molecular Dynamics Simulations of Nanocomposite Diamond-Like Carbon [WTC2005-63255]

Van Workum, Kevin
The Tribology of Carbon, Hydrogen, and Silicon-Containing Solid Lubricants [WTC2005-63141]
Van, Hung Pham
The Behavior of Tribological Characteristics of Diesel Crank-Shaft Bearing [WTC2005-64196]

Vander Wal, R. L.
Solid Lubrication by Multiwalled Carbon Nanotubes in Air and in Vacuum for Space and Aeronautics Applications [WTC2005-63249]
Contact and Surface Problems in Adhesion, Friction, Indentation, and Cavitation Erosion Related to Space and Aeronautics Lubrication [WTC2005-63253]

Vander Wal, Randy L.
Applications of Carbon Based Nano-Particles to Space and Aeronautics Lubrication [WTC2005-63553]

Vanderlick, T. Kyle
Adhesion, Friction and Mechanical Properties of -CF3 and -CH3-Terminated Alkanethiol Monolayers: A Comparative Study [WTC2005-63769]

Vanhollebeke, K.
Fretting Behaviour of PACVD Deposited DLC Coatings Against Different Counter Bodies [WTC2005-64251]

Vanhulsel, A.
Friction and Wear of Diamond-Like Carbon Coatings Lubricated With Biodegradable Oils [WTC2005-63340]
Development of Highly Hydrogenated DLC Coatings for Solid Lubricant Applications in Space [WTC2005-63450]

Varela, M.
Temperature-Dependent Tribological Improvements in Low-Energy Nitrogen Ion Implanted Vanadium-Titanium Alloys [WTC2005-64203]

Varenberg, Michael
Nanoscale Fretting Study by Scanning Probe Microscopy [WTC2005-63233]

Vargiolu, R.
Multi-Scale Study of Abrasion Signature by 2D Wavelet Decomposition [WTC2005-64215]
Acoustic Tribology of Human Skin [WTC2005-64216]

Varman, M.
Study of Lubricant Viscosity From Diesel Engine Operating on Various Percentages of Coconut Oil Blended Fuel [WTC2005-63263]

Vayssière, C.
Influence of Contact Geometry and Third Body on Squeal Initiation: Experimental and Numerical Studies [WTC2005-63839]

Veit, Hugo P.
Biomedical: The Wear Resistance of Repaired Human Articular Cartilage [WTC2005-63304]

Vekteris, Vladas
Application of Hydromechatronics for Studying the Motion Accuracy of the Working Parts of Technological Machines [WTC2005-63328]

Vemaganti, K.

Venkatesan, Sriram

Venner, C. H.
Roughness Amplitude Reduction Under Non-Newtonian EHL Conditions [WTC2005-63438]
Vercammen, K.
Friction and Wear of Diamond-Like Carbon Coatings Lubricated With Biodegradable Oils [WTC2005-63340]

Verdyan, A.
Static and Kinetic Friction of Smooth Glass Surfaces Rubbed With Silicone Oils [WTC2005-63174]

Verhoeven, G. S.
Atomic-Scale Observation of Superlubricity [WTC2005-64003]

Verpoort, Francis
Orientation and Degradation of Polymer Sliding Surfaces Evaluated by Raman Spectroscopy [WTC2005-63452]

Vick, Brian
A Critical Assessment of Tribopolymerization as an Antiwear Mechanism [WTC2005-63308]
Multi-Physics Modeling of Tribological Processes Using Cellular Automata [WTC2005-63671]
Thermal Analysis of Sliding Contact in Systems With Rotary Motion [WTC2005-63673]

Vikram, D.
An Investigation on Machining Behaviour of Metal Matrix Composites by Using PCD Inserts [WTC2005-63152]

Villa, G.
Brittle Fracture Generated by Abrasion Wear in Boride Low Carbon Steel [WTC2005-63869]

Villechaize, Bernard
Development of an Experimental Device for Studying Real Connecting-Rod Bearings Functioning in Severe Conditions [WTC2005-63290]

Vinogradov, Michael

Vite, M.
3D Characterization of Surface State in a Knee Prosthesis [WTC2005-63850]

Vite, Manuel
Brittle Fracture Generated by Abrasion Wear in Boride Low Carbon Steel [WTC2005-63869]

Vizintin, J.
Boundary Lubrication of DLC Coatings With Conventional Oils [WTC2005-63906]

Voelund, Anders
Shaft Center Orbit in Dynamically Loaded Radial Bearings [WTC2005-64036]

Voevodin, A. A.
Laser Surface Processing of “Chameleon” Coatings for Aerospace Tribology [WTC2005-63489]
Adaptive Nanocomposite Films Exhibiting Low Friction in a Broad Temperature Range [WTC2005-63568]
Comparison of WC/DLC/WS₂ and YSZ/Au/DLC/MoS₂ “Chameleon” Coatings for Tribological Applications [WTC2005-63570]

Vorlaufer, Georg
Complex Micromodel Analysis of Wearing Contact Interfaces [WTC2005-63540]

Vorobyev, Vladimir V.
Corrosion-Erosion Fatigue of Pipeline Tubes [WTC2005-63111]

Voronchikhin, A. I.
New Solutions in Choice of Material and Design of Brake Shoes Required by Railroad Applications [WTC2005-63077]
Voynov, Kirill
Reuse of Wear Debris in Automotive Disc Brakes [WTC2005-63346]

Vu, Hoang Xuan
Investigation on the Wear of Well-Tubing in the Oil Exploitation [WTC2005-64192]

Vukolov, L. A.
New Solutions in Choice of Material and Design of Brake Shoes Required by Railroad Applications [WTC2005-63077]

Vyas, Prerit
Random Surface Roughness Effects in Microasperity Lubrication [WTC2005-64298]
Wahl, K. J.
Tribological Properties of Nanocrystalline Diamond Films With Different Nanoscale Morphology and Bonding Characteristics [WTC2005-63691]

Wahl, Kathryn J.
Friction of Microscale Contacts on Diamond-Like Carbon Nanocomposite Coatings [WTC2005-64094]

Wakabayashi, Toshiaki
Investigation of Tribological Mechanism of Near Dry Machining (NDM) [WTC2005-64181]

Wallin, K.
Optimizing Coated Contacts by 3D FEM Stress Modelling and Fracture Toughness Determination [WTC2005-64137]

Walton, James F. II
Magnetically Suspended Rotary Blood Pump [WTC2005-63681]
Low-Friction Wear Resistant Coatings for High-Temperature Foil Bearings [WTC2005-63684]
High-Temperature High-Speed Tribometer With Complex Motion [WTC2005-63685]
Turbojet Engine Demonstration With a High Temperature Air Foil Bearing [WTC2005-63951]

Wan, Kai-Tak
The Influence of Residual Stress on Micromachine Stiction of a Stiff Circular Plate [WTC2005-63280]

Wan, S. L.
Characterization of Fretting Damage at Ti-6Al-4V Interfaces in Point Contact [WTC2005-63537]

Wang, Bin
Synthesis of the Multifunctional Additive N-acyl Glutamic Acid and Application in Water-Based Lubricating Fluids [WTC2005-64205]
Study of Relationship Between Structure of the Organic Aliphatic Acid and Rust-Inhibiting and Tribological Behavior in the Water-Based Cutting Fluid [WTC2005-64213]

Wang, Deguo
Preparation and Tribological Behavior of PAH/PAA Molecular Deposition Films [WTC2005-63166]

Wang, Ducai
A Contact-Wear Model for the EHL Analysis of Engine Journal Bearings [WTC2005-63270]

Wang, F. C.
Elasto-Hydrodynamic Lubrication Modeling of Spherical Metal-on-Metal Artificial Hip Joints [WTC2005-63556]
An Integrated Experimental and Theoretical Contact Mechanics Study of UHMWPE Hip Implants Tested in a Hip Simulator [WTC2005-63557]

Wang, Fan
Numerical Simulation for Rough Contact Incorporating Plastic Deformation [WTC2005-63307]

Wang, Feng
Phase Structure and Lubricity of In-Situ Generated Protective Layer on Worn Metal Surfaces in Presence of Mg$_6$Si$_4$O$_{16}$(OH)$_8$ [WTC2005-63927]

Wang, Haizhong
Investigation of Some Liquid Lubricants for Potential Aerospace Application [WTC2005-63434]
Wang, Hengyu
Selective Surface Nano/Micro-Texturing by UV Assisted Low Temperature Crystallization of Amorphous Silicon [WTC2005-63719]
Adhesion/Stiction and Friction Studies of Nano/Micro-Textured Surfaces Produced by Crystallization of Amorphous Silicon [WTC2005-63723]

Wang, Hui
A Molecular Dynamics Study on the Static and Dynamic Properties of Lubricant PFPE in Hard Disk Driver [WTC2005-64026]

Wang, Hui Dong
Study on the Effect of Hydrogenated Lubricant Base Oil Composition to Its Oxidation Stability [WTC2005-64133]

Wang, J.
Thermal and Non-Newtonian Numerical Analyses for Starved EHL Line Contacts [WTC2005-63390]
Thermal EHL Analyses of Point Contacts With Surface Roughness [WTC2005-63584]

Wang, Jane
Abrasiveness of Boron Carbide (B₄C) Coatings [WTC2005-64147]

Wang, Jiadao
Nano Particles’ Behavior in Chemical Mechanical Polishing With the Effect of Non-Newtonian Properties of Slurry [WTC2005-63170]

Wang, Jian-Mei
Numerical Analysis on Fatigue Failure of Sleeve in Oil-Film Bearing [WTC2005-63265]
Research and Experiment on Sleeve Damage Mechanism of Oil Film Bearing in Large-Scale Mill [WTC2005-64157]

Wang, L.
The Effect of Diesel Engine Oil Contamination on Friction and Wear [WTC2005-63854]

Wang, M.
The Analysis of Squeezed Air-Damping on the Planar MEMS Structures [WTC2005-63926]

Wang, Nenzi
Performance Evaluation of DIRECT Algorithm in Parallel Optimization for a Thermohydrodynamic Lubrication Analysis [WTC2005-63319]
Tribological Performance Prediction Using an Artificial Neural Network Optimized by the DIRECT Algorithm [WTC2005-63413]
Performance Evaluation of a Multiprocessor Cluster for a Thermohydrodynamic Lubrication Analysis [WTC2005-63433]

Wang, Ning
Friction Behavior of CMP Slurries Based on Novel Organic Particles [WTC2005-64023]

Wang, P.
Prediction Model of Surface Topography Evolution Due to Micropitting [WTC2005-63273]
Correlation Study of Functional Surface Parameters Based on Micro-Contact Analyses [WTC2005-63275]
An Assessment of Statistical Theory of Contact Between Macroscopically Conforming Rough Surfaces [WTC2005-63309]

Wang, Q.
Relating Surface Roughness to Subsurface Stress [WTC2005-63090]
Integration of a Molecular Viscosity Model and a Continuum EHL Solution for Simulation of Thin Film Lubrication [WTC2005-63091]
Tribological Properties of Magnetron Sputtered MoS₂/Metal (Ti, Mo) Nanocomposite Coatings [WTC2005-63588]
Modeling the Pressure-Density Relationship in Thin Films at Asperity Contacts in Mixed Lubrication [WTC2005-64347]

Wang, Q. J.
Contact Analyses for Bodies With Frictional Heating and Plastic Behavior [WTC2005-63156]
Wang, Q. Jane
Determination of Young's Modulus and Poisson's Ratio of Coatings With Non-Destructive Indentation [WTC2005-63284]
Thermo-Electro-Mechanical Simulation of Aluminum-Steel Imperfect Electrical Contact With Extremely High Interfacial Temperature [WTC2005-63369]
Quantum Chemical Studies of Free-Radical, Hindered Phenol Stabilizers [WTC2005-64007]
Strategies for Constructing Reaction Networks of Lubricant Degradation [WTC2005-64008]
Numerical Modeling of Surface Temperature Rising on Imperfect Sliding Electrical Contact [WTC2005-64142]
Locally Refined Finite Element Approaches for Journal-Bearing System Analysis [WTC2005-64351]
Study of Small-Scale Friction at Elevated Temperatures [WTC2005-64371]

Wang, Qingliang
Biotribological Behavior of Ultra High Molecular Weight Polyethylene Composites Containing Nature Coral [WTC2005-63914]

Wang, R. H.
Effects of Stress-Relieving Slots on Fretting Fatigue Behavior of Ti-6Al-4V [WTC2005-64336]

Wang, Shao
Experimental Observation of Fractal-Regular Surfaces and a Transformation Scheme for Extracting Fractal Parameters [WTC2005-63585]

Wang, Shijie
Tribology Character of Steel Archimedes Worm Gear [WTC2005-63353]

Wang, Sim Kit
A Methodology to Reduce the Wafer to Wafer Thickness Variation in Chemical Mechanical Planarization (CMP) [WTC2005-64194]

Wang, Wen
A Theory of Cavitation in an Oscillatory Oil Squeeze Film [WTC2005-64159]
Investigation of Cavitation Phenomenon in an Oscillatory Oil Squeeze Film [WTC2005-64167]
Experimental Investigation of Cavitation in an Oil Squeeze Film Subjected to Displacement-Controlled Oscillations [WTC2005-64197]

Wang, X.
A Transient Thermoelastohydrodynamic Analysis of a Tilting-Pad Thrust Bearing During Start-up [WTC2005-63925]
The Analysis of Squeezed Air-Damping on the Planar MEMS Structures [WTC2005-63926]

Wang, X. J.
Experimental Study on Influences of Electric Double Layer on Thin Film Lubrication [WTC2005-63950]

Wang, Yucong
Tribological Performances of Some Piston Ring Materials Lubricated With Low Acidity Fuel Alcohol [WTC2005-63411]

Wang, Yujuan
Optimization of Air Bearing Slider Design [WTC2005-64176]

Wannomae, K. K.
A Second Generation Highly Crosslinked UHMWPE: Vitamin E Stabilization Does Not Adversely Affect the Wear Rate of Irradiated Acetabular Liners [WTC2005-63306]

Warman, M. L.
Adhesive Force Reduction and Molecular Aggregation on Lubricin-Coated Contacts [WTC2005-64016]
Lubricin Interaction With Hyaluronate Promotes Interchain Association Leading to Network Formation [WTC2005-64017]

Washio, T.
Behavior of Sucking Disks Under Vertical and Tangential Load [WTC2005-63745]
Wassgren, Carl
Dynamics of Bearing Shaft Systems [WTC2005-64331]

Watanabe, Keiji
Tribological Characteristics of Newly Synthesized Multi-Functional PFPE Lubricants [WTC2005-63634]

Watanabe, Shuichi
Superlow Friction of WS2 Coatings in Ultrahigh Vacuum at Low Temperature [WTC2005-63763]

Watremetz, B.

Webster, Martin N.
The Effect of Lubricant Viscosity-Temperature Characteristics on the Performance of Plain Journal Bearings [WTC2005-64229]

Wedeven, G. G.
Simulation of Space Shuttle Gear Performance [WTC2005-64297]

Wedeven, L. D.
Simulation of Space Shuttle Gear Performance [WTC2005-64297]

Wei, Shen
Experimental Investigation on the Characteristics of Honeycomb Seals and Its Application to Steam Turbine [WTC2005-63949]

Wei, Shizhong
The Study on Abrasive Wear of Carbon of High Vanadium High Speed Steel Compared With That of High Chromium Cast Iron [WTC2005-63590]

Wen, Shizhu
A Micro-Tribotester for Evaluating Friction and Wear on Side Contacting Surfaces in Bulk-Microfabricated Devices [WTC2005-63317]

Weng, Lijun
Investigation of Some Liquid Lubricants for Potential Aerospace Application [WTC2005-63434]

Wenham, Maggie

Wenzl, I.
Adhesion, Friction and Mechanical Properties of -CF3 and -CH3-Terminated Alkanethiol Monolayers: A Comparative Study [WTC2005-63769]

Whittaker, Lucy
Wear Behavior of W-DLC Coating Under Reciprocating Sliding Motion [WTC2005-63364]

Wiehn, Joshua S.
Measurement of Force and Displacement for the Tribological Analysis of MEMS [WTC2005-63841]

Wiest, Martina
Four Different Numerical Approaches of Calculating Strains and Stresses During Impact in Wheel-Rail Rolling Contact [WTC2005-63624]
Wilcke, Gerhard
Deep Rolling Efficiently Increases Fatigue Life [WTC2005-63093]

Wilhelm, Peter
Wear and Friction Behavior of the Aerospace Bearing Steel M50 and a Nitrogen-Alloyed Stainless Steel Under Lubricated Sliding Conditions [WTC2005-63444]

Wilkinson, J. J.
The Tribological and Chemical Analysis of Top Ring Zone Samples of Fully Formulated Oil Taken From a Four Stroke Gasoline Engine [WTC2005-64076]
Lubricant Degradation Studies Using a Single Cylinder Research Engine [WTC2005-64373]

Williams, J. A.
The Tribological Analysis of Top Ring Zone Samples of Fully Formulated Oil Taken From a Four Stroke Gasoline Engine [WTC2005-63211]
Lubricant Degradation Studies Using a Single Cylinder Research Engine [WTC2005-64373]

Williams, Sophie
The Effect of Different Lubrication Regimes and Lubricants on the Friction Hard-on-Hard Total Hip Replacements [WTC2005-63330]

Willis, John P.
Low-Friction Wear Resistant Coatings for High-Temperature Foil Bearings [WTC2005-63684]

Wilmer, Matthew
Development of Friction Drive Transmission [WTC2005-63073]

Wimmer, M. A.
Load Scenarios Influence Fluid Absorption of Polyethylene [WTC2005-63578]

Winer, W. O.
Shear Cavitation [WTC2005-64168]

Winfrey, A. L.
Tribological Properties of Nanocrystalline Diamond Films With Different Nanoscale Morphology and Bonding Characteristics [WTC2005-63691]

Wojcicki, W.

Wong, Ming-Fung
The Influence of Residual Stress on Micromachine Stiction of a Stiff Circular Plate [WTC2005-63280]

Woo, Tom K.
Molecular Mechanisms of Anti-Wear Pad Formation and Functionality [WTC2005-63954]

Wood, R. J. K.
The Effect of Diesel Engine Oil Contamination on Friction and Wear [WTC2005-63854]
Response of CVD Boron Carbide to Repetitive Indentation Cycles to Simulate Solid Particle Impact Erosion Mechanisms [WTC2005-64066]

Woodwards, Robert
Wear of Dental Cutting Tools Coated With Nanocrystalline Diamond Coatings [WTC2005-63922]

Workum, K. V.
Friction and Wear Studies of Hydrogenated Amorphous Carbon Films Containing Silicon [WTC2005-63746]
Wornyoh, E. Y. A.

Woydt, M.
Influence of Test Conditions on Tribological Behavior [WTC2005-63101]
Magnéli-Type Phases for Dry High-Speed Sliding Applications Up to 800°C [WTC2005-63236]

Wrenick, Scott

Wright, C. S.
Relationship Between Wear Performance and Solid Lubricants in Sintered Friction Materials [WTC2005-63467]

Wu, Biqing
A Particle Filtering Framework for Failure Prognosis [WTC2005-64005]

Wu, Hao
A Micro-Tribotester for Evaluating Friction and Wear on Side Contacting Surfaces in Bulk-Microfabricated Devices [WTC2005-63317]

Wu, R.
Vibration Monitoring and Damage Quantification of Ball Bearings for Household Appliances [WTC2005-64126]

Wu, Tonghai
Wear Characteristics of Polymer Tapes in ATM Tape-Scraper Tribosystem in Sand Dust Environment [WTC2005-63131]

Wu, Yucheng
Tribological Properties of Nano-Sized Molybdenum Disulfide Particles [WTC2005-63136]

Wu, Ziying
Adaptive Friction Compensation of Servo Mechanisms With Nonlinear Viscous Friction [WTC2005-63948]

Wulczynski, Jan
The Scuffing Resistance of the Coated Tribosystems Lubricated With Ecological Oils [WTC2005-63432]

Wyrobek, Thomas
Characteristics and Nanotribological Applications of Scanning Wear [WTC2005-63710]
Selective Surface Nano/Micro-Texturing by UV Assisted Low Temperature Crystallization of Amorphous Silicon [WTC2005-63719]
Adhesion/Stiction and Friction Studies of Nano/Micro-Textured Surfaces Produced by Crystallization of Amorphous Silicon [WTC2005-63723]
Xia, Yanqiu
Tribology Character of Steel Archimedes Worm Gear [WTC2005-63353]

Xia, Z. Z.
Tribological Properties of Magnetron Sputtered MoS$_2$/Metal (Ti, Mo) Nanocomposite Coatings [WTC2005-63588]

Xiao, Jun

Xiao, Liu
Tribological Performances of Some Piston Ring Materials Lubricated With Low Acidity Fuel Alcohol [WTC2005-63411]

Xie, Qin
Thermal Elasto-Plastic Contact Model of Rough Surfaces [WTC2005-63810]
Elasto-Plastic Asperity Contacts of Layered Media [WTC2005-63812]
A Two-Dimensional Adaptive Elasto-Plastic Contact Model of Rough Surfaces [WTC2005-63815]

Xie, Xiaolin
Relating Friction in CMP to Topography Evolution [WTC2005-64115]

Xiong, S. W.
Locally Refined Finite Element Approaches for Journal-Bearing System Analysis [WTC2005-64351]

Xu, H.
Theoretical Analysis of Piston Ring Frictional Loss in an Innovative Rotating Liner Internal Combustion Engine [WTC2005-63725]

Xu, Hao
An Investigation Into the Fatigue Life Prediction of Engine Bearings [WTC2005-63525]

Xu, J.
Parameter Effects on Thermal Protrusions of Magnetic Head Sliders [WTC2005-63784]
Variations of a Ni-P Surface Layer After Nanoparticle Impacts [WTC2005-64131]

Xu, Jianfeng
Scaling and Shock Response of Small Form Factor Disk Drives [WTC2005-64162]

Xu, Liujie
The Study on Abrasive Wear of Carbon of High Vanadium High Speed Steel Compared With That of High Chromium Cast Iron [WTC2005-63590]

Xu, Tao
Tribology Character of Steel Archimedes Worm Gear [WTC2005-63353]

Xu, Xiaohong
The New Lubrication Technology and China's Sustained Development [WTC2005-63123]

Xu, Xuefeng
Movements and Collisions of Nanoparticles in Two Phase Flow [WTC2005-63442]

Xu, Y.
Forms of Static Friction, Sliding Friction and Rolling Friction [WTC2005-64050]
The Effects of Static Friction on the Drilling Process of Hammer-Drill System [WTC2005-64268]
Xu, Yan
A New Simulation Method of Interaction Between a Liquid Crystalline Polymer and Two Serrated Walls [WTC2005-64033]

Xu, Zhongming
Application of Energy Principle to Dry Sliding Friction [WTC2005-63931]

Xue, Qunji
Ionic Liquid Thin Films: Potential Solution to Lubricate Miniaturized Devices [WTC2005-63441]

Xue, X.
A Thermoelastic Investigation of Friction Phenomena [WTC2005-63245]
Yabe, Hiroshi

Yamaguchi, E.
The Effect of Diesel Engine Oil Contamination on Friction and Wear [WTC2005-63854]

Yamaguchi, E. S.
Tribofilms Generated From ZDDP and DDP on Steel Surfaces: Part 1 — Growth, Wear and Morphology [WTC2005-63246]
Tribofilms Generated From ZDDP and DDP on Steel Surfaces: Part 2 — Chemistry [WTC2005-63251]

Yamaguchi, Naomi

Yamakawa, Eishin
Tribological Characteristics of Newly Synthesized Multi-Functional PFPE Lubricants [WTC2005-63634]

Yamamoto, Takahiro
Effect of Applied DC Voltage to Stainless Steel Pin and CNx Coated Disk in Pin-on-Disk Sliding Test on Tribological Properties [WTC2005-63446]

Yamamoto, Takashi
A Fundamental Study on Derailment of Wheel Flange Under Rolling-Sliding and Pure Sliding Conditions [WTC2005-63422]
Numerical Simulations for Friction Induced Vibrations Considering Temperature-Dependence Effect [WTC2005-64185]

Yamamoto, Y.
Dependence of Gas Transportation in Radial Lip Seals on Oil and Gas [WTC2005-64048]

Yamamoto, Yuji
Rolling Contact Fatigue of Bearing Steel in Hydrogen Environment [WTC2005-64037]

Yamanaka, Chikara
The Effect of Interaction Between Neighboring Asperity Contacts on Wear Mode Transition in Sliding Contact of Rough Surfaces [WTC2005-63617]

Yamane, Kiyomi
Deformation and Stability Analysis of Ultra-Thin Lubricant Films by the Long Wave Equation: Analysis Considering the van der Waals Force and Gas Pressure at the Liquid Surface [WTC2005-63629]

Yamane, Masami
Improved Analysis of Unstable Bouncing Vibration and Stabilizing Design of Flying Slider in Near-Contact Regime [WTC2005-63612]
Study of Contact Bouncing Vibration of Flying Head Slider in Near-Contact Regime [WTC2005-64263]

Yamazaki, T.
A Method to Predict Temperature Fields During Frictional Welding by Introducing the Heat Input Coefficient and the Heat Input Surface Transfer [WTC2005-63639]

Yan, Jing
Movements and Collisions of Nanoparticles in Two Phase Flow [WTC2005-63442]

Yan, Ruqiang
Multi-Scale Enveloping Spectrogram for Bearing Defect Detection [WTC2005-63541]
A Hybrid Signal Processing Technique for Bearing Defect Severity Estimation [WTC2005-63552]
Yan, Xiaoping
Vapor Phase Lubrication of Gold/Gold Interfaces [WTC2005-63773]

Yang, Dehua
Characteristics and Nanotribological Applications of Scanning Wear [WTC2005-63710]
Selective Surface Nano/Micro-Texturing by UV Assisted Low Temperature Crystallization of Amorphous Silicon [WTC2005-63719]
Adhesion/Stiction and Friction Studies of Nano/Micro-Textured Surfaces Produced by Crystallization of Amorphous Silicon [WTC2005-63723]

Yang, Haixia
Direct Observations of Emulsion Flow in EHL Contact [WTC2005-63074]

Yang, He
Effect of Mechanochemical Activation on Surface Oxidation of Steel Ball in Milling Serpentinite [WTC2005-63396]
Phase Structure and Lubricity of In-Situ Generated Protective Layer on Worn Metal Surfaces in Presence of Mg$_6$Si$_4$O$_{10}$(OH)$_8$ [WTC2005-63927]

Yang, Hyun-Seok
Numerical Simulation and Experimental Study on the Effect of Ramp Profile, Friction and Flex-Cable Force on the L/UL Process for Small Form Factor HDD [WTC2005-64389]

Yang, L. J.
Determination of Steady-State Adhesive Wear Rate [WTC2005-63900]

Yang, P.
Thermal and Non-Newtonian Numerical Analyses for Starved EHL Line Contacts [WTC2005-63390]
Thermal EHL Analyses of Point Contacts With Surface Roughness [WTC2005-63584]

Yang, Q.
Locally Refined Finite Element Approaches for Journal-Bearing System Analysis [WTC2005-64351]

Yang, Seung Ho
Effect of Colloidal Probe Random Surface Features on Adhesion [WTC2005-63701]
Nanoscale Surface Force Apparatus [WTC2005-63702]

Yang, Shi-Chun
Numerical Analysis on Fatigue Failure of Sleeve in Oil-Film Bearing [WTC2005-63265]

Yang, T.-K.

Yao, Junbing
Opportunities for Replacement of Phosphorus and Dithiophosphates in Lubricating Oil With Borate Ester Additive Containing Nitrogen [WTC2005-63348]

Yasuda, Yoshiteru
Super Low Friction Property of DLC Lubricated With Ester-Containing Oil: Part 1 — Friction Properties Evaluated in Rig Tests [WTC2005-63920]

Yawong, Somnuk
The Influence of Surface Roughness on Elastohydrodynamic Journal Bearing With Non-Newtonian Lubricants [WTC2005-64046]

Ye, Bing
Contact and Adhesion of Curved Rough Surfaces With Application to MEMS [WTC2005-63575]
Ye, Jiping
Super Low Friction Property of DLC Lubricated With Ester-Containing Oil: Part 1 — Friction Properties Evaluated in Rig Tests [WTC2005-63920]

Yeremin, Nikolai
Tribological Process Characterization With In-Situ Quantitative Nano-Scale Metrology [WTC2005-63834]

Yi, Jin-Woo

Yilmaz, Ertan
Modeling Oil Evaporation From the Engine Cylinder Liner With Consideration of the Transport of Oil Species Along the Liner [WTC2005-63984]

Ying, Z. Charles
First Observation of Elastic Plowing in Nanofriction [WTC2005-63713]
Tribochemical Reactions at the Water-Lubricated Silicon Nitride Interface: Gel Formation Mechanism [WTC2005-64310]

Yoon, Eui-Sung
Friction Characteristics of Self-Assembled Monolayers Coated on SI-Wafer by Chemical Vapor Deposition at Nano/Micro-Scale [WTC2005-63417]
Classification of Wear Particles Based on Qualitative Morphological Features [WTC2005-63649]
Tribological Properties of Nano/Micro-Patterned PMMA Surfaces on Silicon Wafer [WTC2005-63964]

Yoon, Inho
Dishing and Erosion in Cu-CMP [WTC2005-63978]

Yorino, Kazuya
Deformation and Stability Analysis of Ultra-Thin Lubricant Films by the Long Wave Equation: Analysis Considering the van der Waals Force and Gas Pressure at the Liquid Surface [WTC2005-63629]

Yoshida, Hideyo
Development of a Numerical Simulation System to Evaluate Flying Characteristics of Head Sliders for Magnetic Disk Storage [WTC2005-64370]
Flying Characteristics of Head Sliders on Patterned Disk Surfaces [WTC2005-64390]

Yoshida, Kazushi
Wear Characteristics of Polymer Tapes in ATM Tape-Scraper Tribosystem in Sand Dust Environment [WTC2005-63131]

Yoshida, T.
Wear Characteristics of Metals Using Disk on Disk Type Wear Test Rig [WTC2005-64069]

Yoshimi, Takeshi
Evaluation of Ultra High Speed Micro Traction Drive [WTC2005-63288]

You, H. X.

Youn, Joong-Geun
Wear Characteristics of the Sprayed Coatings With Amorphous Material [WTC2005-63605]
Yousif, B. F.
Wear and Friction Behaviour of CGRP and WGRP Composites Subjected to Dry Sliding [WTC2005-63097]

Yoxall, A.
Measuring Pressure in Apple Contacts [WTC2005-63500]

Yu, Bo
Ionic Liquid Thin Films: Potential Solution to Lubricate Miniaturized Devices [WTC2005-63441]

Yu, Joseph
An Improved Fractal Contact Model With Special Emphasis on Surface Roughness, Elastoplastic Transition Deformation Zone, and Hardness Effects of Coating Film [WTC2005-63418]

Yu, Ning
Analysis of Impact-Induced Head Disk Interface Damage During OP-Shock [WTC2005-63738]

Yu, Xuexin
Preparation and Tribological Behavior of PAH/PAA Molecular Deposition Films [WTC2005-63166]

Yuan, Daning
Adaptive Friction Compensation of Servo Mechanisms With Nonlinear Viscous Friction [WTC2005-63948]

Yuan, Guangcheng
Tribological Properties of Nano-Sized Molybdenum Disulfide Particles [WTC2005-63136]

Yun, Yang
Issues in Vapor Phase Lubrication of Magnetic Data Storage Media [WTC2005-63165]
Vapor Phase Lubricant Adsorption on Magnetic Data Storage Media [WTC2005-64341]

Yung, K. L.
A New Simulation Method of Interaction Between a Liquid Crystalline Polymer and Two Serrated Walls [WTC2005-64033]
Forms of Static Friction, Sliding Friction and Rolling Friction [WTC2005-64050]
The Effects of Static Friction on the Drilling Process of Hammer-Drill System [WTC2005-64268]
Zabinski, J. S.
Laser Surface Processing of “Chameleon” Coatings for Aerospace Tribology [WTC2005-63489]
Adaptive Nanocomposite Films Exhibiting Low Friction in a Broad Temperature Range [WTC2005-63568]
Comparison of WC/DLC/WS$_2$ and YSZ/Au/DLC/MoS$_2$ “Chameleon” Coatings for Tribological Applications [WTC2005-63570]

Zagrodzki, Przemyslaw
Thermoelastic Instability in an Automatic Transmission Clutch With a “Finger” Piston [WTC2005-63559]

Zahouani, H.
Multi-Scale Study of Abrasion Signature by 2D Wavelet Decomposition [WTC2005-64215]
Acoustic Tribology of Human Skin [WTC2005-64216]

Zahouani, Hassan
The Role of Tribofilm Evolution on Tribological Behaviour of Ti$_3$SiC$_2$ Ceramic [WTC2005-64267]

Zandbergen, H. W.
Atomic-Scale Observation of Superlubricity [WTC2005-64003]

Zaporozhets, V. V.
Identification of Tribological Characteristics of the Ablative Stability and Micromechanical Strength of the Lightweight Materials Surface [WTC2005-63059]

Zaretsky, Erwin V.
Determination of Turboprop Reduction Gearbox System Fatigue-Life and Reliability From Computer Generated Tests [WTC2005-63187]

Zeghloul, A.
Numerical Simulation of Material Sub-Surface Defects in Rolling Contact Fatigue [WTC2005-63654]

Zen, Giampaolo
Stability of an Axially Accelerating String Subjected to Frictional Guiding-Forces [WTC2005-63863]

Zeng, Qinghua
Friction Effect on Loading Process and Multiple Stable Flying States of Air Bearing Sliders [WTC2005-64313]

Zeng, Quanren
Elasto-Plastic Asperity Contacts of Layered Media [WTC2005-63812]

Zengeya, Miles
Three-Dimensional Thermal Field in Slider Bearings [WTC2005-63076]

Zerayohannes, T.
Characterization of Fretting Damage at Ti-6Al-4V Interfaces in Point Contact [WTC2005-63537]

Zghal, Ali
Study of the Stress Contact Spur Gear, Using the Numerical Asymptotic Method and the Classical Contact Law [WTC2005-63038]

Zhan, Laibin
A Web-Based Intelligence System for Used-Oil Analysis [WTC2005-64047]

Zhang, Bo
Analysis of Molecular Conformation of PFPE on Hard Disk Surfaces by Considering the Dip-Coating Process [WTC2005-63389]
Accumulation Process of Liquid-Like Chemicals on the Air Bearing Surface of a Slider in Hard Disk Drives [WTC2005-63391]
Zhang, C. H.  
Properties of Ti-Si-N Nanocomposite Coatings Deposited by Closed-Field Unbalanced Magnetron Sputtering [WTC2005-63283]

Zhang, H.  
Effects of Boundary Films on the Frictional Behavior of Rough-Surface Contacts in Incipient Sliding [WTC2005-63510]

Zhang, Haojiong  

Zhang, Hedong  
Stiffness and Damping of Molecularly Thin PFPE Lubricant Bridging Between Magnetic Disk and Diamond Probe Tip [WTC2005-63058]  
Simulations for Nanoscale Meniscus Formation and Rupture by Using Molecular Dynamics [WTC2005-63607]  
A Simulation Method for Spreading Dynamics of Molecularly Thin Lubricant Films on Magnetic Disks Using Bead-Spring Model [WTC2005-64393]  

Zhang, J. H.  

Zhang, Jian  
Degradation of W-DLC Coatings in Rolling/Sliding Applications [WTC2005-63358]

Zhang, Kailiang  
Chemical Mechanical Polishing Slurry for Tungsten in ULSI With Large Particle Size Colloidal Silica Nano-Abrasive [WTC2005-64249]

Zhang, L. C.  
The Stress-Dependence of Phase Changes in Silicon Under Indentation [WTC2005-63908]

Zhang, L. L.  
Tribological Properties of Magnetron Sputtered MoS₂/Metal (Ti, Mo) Nanocomposite Coatings [WTC2005-63588]

Zhang, Laibin  

Zhang, Mingsheng  
Decoupling Adjustment of Crown and Camber for Flying Height Control [WTC2005-64392]

Zhang, Ruijun  

Zhang, Siwei  
Preparation and Tribological Behavior of PAH/PAA Molecular Deposition Films [WTC2005-63166]

Zhang, W.  
Variations of a Ni-P Surface Layer After Nanoparticle Impacts [WTC2005-64131]

Zhang, Xiaofeng  
Detection of Modulation and Contact at HDI With Electrical Current [WTC2005-63383]

Zhang, Yilei  
A Relationship Between Autocorrelation Length and Adhesive Friction Behavior of Rough Surfaces [WTC2005-63918]
Zhang, Yong Zhen

Zhang, Yongzhen
Tribo-Electric Behaviors of Copper Under Dry Sliding Against Cu-Cr Alloys [WTC2005-63095]

Zhang, Z.
Tribofilms Generated From ZDDP and DDP on Steel Surfaces: Part 1 — Growth, Wear and Morphology [WTC2005-63246]
Tribofilms Generated From ZDDP and DDP on Steel Surfaces: Part 2 — Chemistry [WTC2005-63251]
A Transient Thermoelastohydrodynamic Analysis of a Tilting-Pad Thrust Bearing During Start-up [WTC2005-63925]

Zhang, Zhiming
A Theory of Cavitation in an Oscillatory Oil Squeeze Film [WTC2005-64159]
Investigation of Cavitation Phenomenon in an Oscillatory Oil Squeeze Film [WTC2005-64167]
Experimental Investigation of Cavitation in an Oil Squeeze Film Subjected to Displacement-Controlled Oscillations [WTC2005-64197]

Zhao, Jiaxin
Analysis of EHL Circular Contact Start Up: Comparison With Experimental Results [WTC2005-63705]

Zhao, Wancheng
Tribological Performances of Some Piston Ring Materials Lubricated With Low Acidity Fuel Alcohol [WTC2005-63411]

Zhao, Wenping
Thermoelastic Instability in an Automatic Transmission Clutch With a “Finger” Piston [WTC2005-63559]

Zhao, Xuehong
A Web-Based Intelligence System for Used-Oil Analysis [WTC2005-64047]

Zhmailik, Valeriy A.
Contact and Bending Fatigue of Toothed Gearings [WTC2005-63109]

Zhou, Feng
Tribology Character of Steel Archimedes Worm Gear [WTC2005-63353]
Ionic Liquid Thin Films: Potential Solution to Lubricate Miniaturized Devices [WTC2005-63441]

Zhou, Jianyou

Zhou, Wei-Hua
Experimental Investigation on the Characteristics of Honeycomb Seals and Its Application to Steam Turbine [WTC2005-63949]

Zhou, Xuguang
The New Lubrication Technology and China's Sustained Development [WTC2005-63123]

Zhou, Z. R.
Finite Element Analysis on Vibration Characteristics of a Reciprocating Sliding System [WTC2005-63658]

Zhu, D.
Locally Refined Finite Element Approaches for Journal-Bearing System Analysis [WTC2005-64351]

Zhu, Dong
Gear Pitting Life Prediction and Comparison With Experiments [WTC2005-63352]
Zhu, Hong
Effects of Pitch Static Attitude and Roll Static Attitude on the Steady Performance of Air Bearing Sliders [WTC2005-63320]

Zhu, Hua
The Characteristic Fractal Parameter for the Characterization of Rough Surfaces [WTC2005-63643]

Zhu, Jinhua
The Study on Abrasive Wear of Carbon of High Vanadium High Speed Steel Compared With That of High Chromium Cast Iron [WTC2005-63590]

Zhu, Jun

Zhu, Y. Elaine

Zhuang, Yan Xin
Capillary Induced Stiction and Adhesion of MEMS Materials [WTC2005-63203]
Fluorocarbon Films Deposited by Deep Reactive Ion Etching for Stiction Minimization of MEMS Structures [WTC2005-63204]

Zou, Min
Selective Surface Nano/Micro-Texturing by UV Assisted Low Temperature Crystallization of Amorphous Silicon [WTC2005-63719]
Adhesion/Stiction and Friction Studies of Nano/Micro-Textured Surfaces Produced by Crystallization of Amorphous Silicon [WTC2005-63723]

Zsidai, László
Friction and Wear of Engineering Polymer Gears [WTC2005-63961]

Zunda, Audrius
Investigation of Sliding Friction Pairs With Electro-Pulse Sprayed Micro-Coats [WTC2005-63975]

Zurbrügg, D.
Serum Absorption and Ageing of Polyethylenes During a Hip Simulator Study: Comparison Between Conventional and Crosslinked UHMWPE [WTC2005-63415]